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Lamp Version L B H a Max. weight
Floodlight 172 mm 152 mm 232 mm - 0.9 kg
AREAS OF APPLICATION LIGHTING TECHNOLOGY MOUNTING

Polymer floodlight for ceiling and
wall-surface mounting with LED.
Useable in industrial facilities, under
canopies and for facade illumination.

HOUSING

Luminaire housing made from
weather-proof thermoplastic PPO,
similar to RAL 9005. Aluminium
swivel bracket, coated. Useable for
indoor and outdoor areas according to
protection rating IP54. Additional cover
frame and cover screen for preventing
water accumulation during uplighting
optionally available (see accessories).
Short sealing system comprised of
age-resistant, form-retaining silicone/
synthetic rubber.

Cover screen made from single-pane
safety glass, PC opal white or CDP
prism screen with internal aluminium
reflector.

ELECTRICAL CONSTRUCTION
Luminaire ready for installation and
connection via plug-in terminal.
Built-in driver, supply voltage
220-240 V AC/DC. 2 kV transient filter.
One cable entry M20.

Ceiling or wall fixation via swivel
bracket.

Subject to technical changes without prior notice. LED modules and drivers are subject to constant efficiency increase. Current luminous flux and system power data can be found on our homepage.
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ANTARES LED - SINGLE-PANE SAFETY GLASS, NARROW BEAM

Version Luminous flux/tm System power/W Ambient temperature Article no.
Floodlight [ 1840/4000 1800 12 -25°C to +40 °C 972 100 24 61
ANTARES LED - CDP PRISM SCREEN, CONCENTRATED WIDE BEAM

Version Luminous flux/tm System power/W Ambient temperature Article no.
Floodlight [ 1840/4000 1800 12 -25°C to +40 °C 972 100 94 61
ANTARES LED OPTIONS

Version Article no.
DALI 100 502
RAL coating 972 960
Swimming pool version 972 970

Other colour temperatures

available on request

ANTARES LED ACCESSORIES

Version

Article no.

Cover frame for ceiling illumination

970 929




