LED FLOODLIGHTS

80W, 150W and 200W High efficiency commercial LED Floodlight

AT9812

Features

- ldeal for sport venues, carparks and
outdoor applications

+ Corrosion resistant

+ Optical lens and 5mm tempered glass

Ph: 1300 4EVOLT (438 658) Email: sales@evolt.com.au

Colour temperature
Daylight

IP Rating
IP65

atomlighting.com.au

IK Rating
IK08

Warranty
5 year warranty

© 2019 Atom Lighting



Description Dimensions
80W, 150W and 200W High efficiency commercial LED Floodlight. ) _ _
g y g Wattage Width Height Depth Weight
. 80w 392mm 308mm 82mm 4.9kg
Finish
150W 453mm 366mm 83mm 6.8kg
‘ Black (BLK) 200W 490mm 462mm  87mm 8.6kg
Product specification
Voltage 100-240V~ 50/60Hz
Power consumption 80W 150W 200W
Lumen output 8900Im 17500lm | 23600Im
Light colour options Daylight
Colour temperature 5000K
Colour rendering index >70
Dimmable No
Warranty 5 years
Working temperature -30°C - 45°C
IP Rating P65
IK Rating IKO8
Electrical classification Class |
Product range
Code Wattage
AT9812/80/BLK 80W
AT9812/150/BLK 150W
AT9812/200/BLK 200W g 2
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