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Electronic control gear FIX/DALI (ECG/EDA)
Emergency unit variant (3H, ECG)
Materials

Housing: sheet steel

Diffuser: PMMA

Parabolic louvre: matt anodised aluminium
Surface finish

Housing: white RAL 9003 (W03)
Accessories

Rope suspension RS-S 03

Service lifetime

100,000 hours/L90/B10 (ta 25°C)
Ambient temperature

From -20 °Cto +35 °C

(from +5°C with EM unit)

Elektronisches Vorschaltgerat FIX/DALI (ECG/EDA)
Notbeleuchtung Variante (3H, ECG)

Material

Korper: Stahlblech

Diffusor: PMMA

Parabolischer Raster: mattes eloxiertes Aluminium
Oberflachenveredelung

Korper: weiss RAL 9003 (W03)

Zubehor

Seilaufhdngung RS-S 03

Lebensdauer

100,000 Stunden/L90/B10 (ta 25°C)
Umgebungstemperatur

Von -20 °C bis +35 °C

(von +5°C mit Notbeleuchtung)

Ballast électronique FIX/DALI (ECG/EDA)
Variante de |'unité de secours (3H, ECG)
Matériels

Corps: tole d'acier

Diffuseur: PMMA

Grille parabolique: aluminium anodisé mat
Finition de surface

Corps: blanc RAL 9003 (W03)
Accessoires

Cable de suspension RS-S 03

Durée de vie utile

100,000 heures/L90/B10 (ta 25°C)
Température ambiante
De-20°Ca+35°C

(de +5°C avec I'unité de secours)

Elektronicky predradnik FIX/DALI (ECG/EDA)
Varianta s ntdzovou jednotkou (3H, ECG)
Material

Teleso: ocelovy plech

Difuzor: PMMA

Parabolickd mriezka: matny anodizovany hlinik
Povrchova tprava

Teleso: biela RAL 9003 (W03)
Prislusenstvo

Lankovy zaves RS-S 03

Servisna Zivotnost

100,000 hodin/L90/B10 (ta 25°C)

Teplota okolia

0d -20 °Cdo +35 °C

(od +5°C s nuidzovou jednotkou)

Equipo de control electronico FIX/DALI (ECG/EDA)
Variante unidad de emergencia (3H, ECG)
Material

Cuerpo: ldmina de acero

Difusor: PMMA

Rejilla parabdlica: aluminio anodizado mate
Tratamiento de la superficie

Cuerpo: blanco RAL 9003 (W03)
Accesorios

Cable de suspensién RS-S 03

Vida atil

100,000 horas/L90/B10 (ta 25°C)
Temperatura ambiente

Desde -20 °C a +35 °C

(desde +5°C con unidad de emergencia)

Ballast elettronico FIX/DALI (ECG/EDA)
Variante unita di emergenza (3H, ECG)
Materiali

Corpo: lamina d‘acciaio

Diffusore: PMMA

Griglia parabolica: alluminio anodizzato opaco
Finitura

Corpo: bianco RAL 9003 (W03)
Accessori

Cavo di sospensione RS-S 03

Durata di vita

100,000 ore/L90/B10 (ta 25°C)
Temperatura d’ambiente
Da-20°Ca+35°C

(da +5°C con unita di emergenza)
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TYP NET LUMEN POWER SYSTEM COLOUR CORRELATED BEAM EMERGENCY WEIGHT ORDER CODE
OUTPUT CONSUMPTION EFFICACY RENDERING COLOUR ANGLE UNIT 3H
(at Ta=25°Q) INDEX TEMPERATURE
(Im) (W) (Im/w) CRI (Ra) CCT (K) (C0-180, C90-270) (Im) (kg) ECG EDA EM
CLASSIC 25 3600 26 138 80+ 3000 70°, 95° 590 2.2 513007 513008 513025
CLASSIC 25 3800 26 146 80+ 4000 70°, 95° 600 2.2 513009 513010 513026
CLASSIC 35 4050 29 140 80+ 3000 70°, 95° 590 29 513017 513018 513021
CLASSIC 35 4250 29 147 80+ 4000 70°, 95° 600 29 513015 513016 513022
CLASSIC 4S 4800 34 141 80+ 3000 70°, 95° 590 3.6 513001 513002 513029
CLASSIC 4S 5050 34 149 80+ 4000 70°, 95° 600 3.6 513020 513019 513030
CLASSIC 2M 4800 34 141 80+ 3000 70°, 95° 590 4.1 513013 513014 513023
CLASSIC 2M 5050 34 149 80+ 4000 70°, 95° 600 4.1 513011 513012 513024
CLASSIC 2L ECG / EDA 5250 36/39 146 /135 80+ 3000 70°, 95° 590 5.0 513003 513004 513027
CLASSIC 2L ECG / EDA 5500 36/39 1537141 80+ 4000 70°, 95° 600 5.0 513005 513006 513028
Luminous flux tolerance +/- 10%.
Rope suspension RS-S 03 L150 SQ 903015
Rope suspension RS-S 03 L150 RD 903003
LED CRI
2y 80+ EN DE FR sK ES I RU
50-60Hz Ra
Mounting Montage Montage Montaz Montaje Installazione YcraHoBKa
Surfaced/Suspended (SSx) Deckenleuchte/Hangend (SSx) Plafonnier apparent/Suspendu (S5x) Prisadené/Zavesné (SSx) Sobrepuestas en el techo/Suspendidas (S5x) A plafone/A sospensione (SSx) MNotonoyHas HaknagHas/MogsecHas (SSx)
Optical system Optisches System Systéme optique Opticky systém Sistema optico Sistema ottico onTuyeckan cucrema
Matt parabolic louvre PAR MAT-V2 (ML2) Matter parabolischer Raster PAR MAT-V2 (ML2) Grille parabolique mat PAR MAT-V2 (ML2) Matna parabolickd mriezka PAR MAT-V2 (ML2) Rejilla parabdlica mate PAR MAT-V2 (ML2) Griglia parabolica opaca PAR MAT-V2 (ML2) Matosas napabonuyeckas pelsetka PAR MAT-V2 (ML2)
Wiring Vorschaltgerat Equipement électrique Elektricka vybava Cableado Cablaggio DneKTpuUyecKoe ocHalleHne

DNeKTPOHHbIA nyckoperympyrowmid annapat FIX/DALI
(ECG/EDA)

Brok aBapuitHoro ocgetleris (3H, ECG)

Marepuan

Kopnyc: nucrosas ctans

PacceunBaTens: nonumeTUNMETaKpInaT
Mapabonuyeckan peLleTka: MaToBblil aHOAMPOBAHHbIA
anIoOMUHNIA

OTAenka NoBepxXHOCTU

Kopnyc: 6enbiit RAL 9003 (W03)

Axceccyapbl

Tpocosbiin noggec RS-S 03

CpoK cnyXGbi

100,000 yacos/L90/B10 (ta 25°C)

i cpenabl

patypa okpy
Ot -20 °C po +35 °C
(0T +5°C C aBapUHOrO OCBELLEHIs)
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THE MANUFACTURER CONTINUES TO DEVELOP PRODUCTS THROUGHOUT THEIR LIFETIME. THEREFORE, THE COMPANY RESERVES THE RIGHT TO MODIFY MATERIALS, COMPONENTS, AND TECHNICAL PARAMETERS WITHOUT NOTICE. LUMINOUS OUTPUT

AND ELECTRICAL LOAD HAVE AN INITIAL TOLERANCE OF +/- 10 % FROM NOMINAL. FAILURE OF ONE LED LIGHT POINT WITHIN A LUMINAIRE DOES NOT IMPAIR FUNCTIONAL PERFORMANCE AND SO IS NOT CLASSIFIED AS REASON FOR COMPLAINT.



