LAMIP?

Worktitude for light

Product datasheet DOMO 220
10041230 DOMO SQ G2 3000 NW

Description:

Fixed square recessed DOMO SQ G2 3000 NW downlight, LAMP brand.
Withexternal ring in white lacquered die-cast aluminium. Model for MID-
POWER LED, neutral white colour temperature and control gear included.
Reflector designed by the optical concept named REDIL® (Direct Emission
LED Reflector), which consists of a two-phase reflection. Insulation
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Finish: Matte white
Weight: 1.550 g
IEE : A+

230 mm
5 Installation: Recessed

230

: Lamp:
) )
: | Type: MID POWER NICHIA K : 4000
LED Lifetime: 50.000 L90 B10 CRI: 80
Power: 29W MacAdam: 3

Electrical features:

Gear: Electronic Power 120-240V 50-60Hz

Supply:
Plum: 32w

Technical features:

p— P | RN | X% - >
Al o0 Ay | 5 | [8s0
Quality certificates:
S,
Cej [{&x
Photometrical data:
5 180°
H (m) | D (m) | Emax | Emed alpha = 59,1 10041230
= 0,
1 113| 2119| 1506 1, = 100%
Imax = 754 cd/klm
2 2,27 530 377 90° 90° UTE: 1,00B + 0,00T
CIE: 7594 99 100 100
3 3,40 235 167
4 4,53 132 94 0°
Light output: 2.844 Im Efficacy: 88,9 Im/w
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