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Description

MOUNTING Wall mounted (WMD)

LIGHT SOURCE LED

OPTICAL SYSTEM Opal diffuser (OPD)

LIGHT DISTRIBUTION Direct

WIRING Electronic control gear FIX (ECG)

MATERIALS Housing: die-cast aluminium
Diffuser: polycarbonate

SURFACE FINISH Housing: NHG

SERVICE LIFETIME (Ta=25°C) 50,000 hours / L70 / B50

AMBIENT OPERATING TEMPERATURE From -10 °C to +35 °C

AREAS OF APPLICATION [ STREET AND URBAN
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http://www.omslighting.com/product/export/pdf/id/682/mode/type/file/A38-datasheet-en
http://www.omslighting.com/references/application/STREET AND URBAN

Accessories



List of products

PRODUCT NAME STATUS
ENID W1 OPAL LED 490Im/840 1x12W, FIX, - New
ENID W1 OPAL LED 445Im/830 1x12W, FIX, - New
ENID W2 OPAL LED 445Im/830 1x12W, FIX, - New
ENID W2 OPAL LED 490Im/840 1x12W, FIX, - New

The manufacturer reserves all rights to make changes in materials and components used in production of lighting fittings.
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http://www.omslighting.com/data/products/files/6228/cfakepathenid-w1-12w-490lm-4000k-80raies.zip
http://www.omslighting.com/data/products/files/6228/cfakepathenid-w1-12w-490lm-4000k-80raldt.zip
http://www.omslighting.com/data/products/files/6229/cfakepathenid-w1-12w-445lm-3000k-80raies.zip
http://www.omslighting.com/data/products/files/6229/cfakepathenid-w1-12w-445lm-3000k-80raldt.zip
http://www.omslighting.com/data/products/files/6230/cfakepathenid-w2-12w-445lm-3000k-80raies.zip
http://www.omslighting.com/data/products/files/6230/cfakepathenid-w2-12w-445lm-3000k-80raldt.zip
http://www.omslighting.com/data/products/files/6231/cfakepathenid-w2-12w-490lm-4000k-80raies.zip
http://www.omslighting.com/data/products/files/6231/cfakepathenid-w2-12w-490lm-4000k-80raldt.zip

