Product datasheet

K11SQ25400P840NRW
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Worktitude for light

KOMBIC 100 SQ 2500 IP40 NW OPAL BR/WH

Description:

Square recessed downlight model KOMBIC 100 SQ 2500 IP40 NW OPAL BR/WH, LAMP brand. Reflector made
of polycarbonate. Reflector made of polycarbonate. Shiny metalized interior reflector and frame in white opal
diffuser finish, injected aluminium dissipator. Model for LED COB, with neutral white colour temperature and
control gear included. IP40 protection rating. Insulation class II.

Finish: Shiny white RAL 9010
Weight: 392 g
IEE: A+

Installation: Recessed

TECHNICAL SPECIFICATIONS:

Light output: 2.112 Im °K: 4000

Plum: 19.1W CRI: 80

Efficacy: 110,6 Im/w MacAdam: 3

Type: COB PHILIPS Alimentacion: 220-240V 50/60Hz
LED Lifetime: 50.000 L80 B10 Gear: Electronic

Power: 17W
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CUSTOM MADE OPTIONS:

Tel. +34937366800
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LAMP reserves the right to change the technical specifications of their products. These changes will 28-03-2021
allow the continual improvement of the products and will also ensure the conformity to current legal |
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Complies with the Directive 2010/30/UE
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PHOTOMETRIC DATA :
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