Product datasheet

KOMBIC 150

K11RD20550P830DWW

KOMBIC 100 RD 2000 IP55 WW OPAL DA WH/WH

LAMIP?

Worktitude for light

Description:
Round recessed downlight model KOMBIC 100 RD 2000 IP55 WW OPAL DA WH/WH LAMP brand. Reflector

made of polycarbonate. Interior reflector and frame in white finish, and optical film, aluminium dissipator. Model for
LED COB, with warm white colour temperature and control gear included. IP55 protection rating. Insulation class

Finish:
Weight: 517 g

IEE:

Shiny white RAL 9010

A+

Installation:

Recessed

TECHNICAL SPECIFICATIONS:

Light output: 1.454 Im oK : 3000
Plum: 13.4W CRI: 80
Efficacy: 108,5 Im/w Alimentacion: 220-240V 50/60Hz
Type: COB PHILIPS Gear: Electronic
LED Lifetime: 50.000 L8O B10
Power: 12w
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Tel. +34937366800

Web www.lamp.es

LAMP reserves the right to change the technical specifications of their products. These changes will
allow the continual improvement of the products and will also ensure the conformity to current legal
changes. Updated information is always available in our website www.lamp.es.

Complies with the Directive 2010/30/UE
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PHOTOMETRIC DATA :
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