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MERCURY 1P65 CASE

WEATHERPROOF ENCLOSURE FOR MERCURY AND MERCURY BASIC

FEATURES IP65

IP65 impact rating.
= Compatible with Mercury & Mercury Basic “Ipes
= Rod, ceiling & wall mountable
= Suitable for demanding environments ROD MOUNT

= High rated weatherproofing 5 Suspend the Mercury IP65
= |mpact resistance & vandal-proof features case using a rod.

Ph: + 612 9502 |16

Fax: + 612 9502 1154 Email: sales@evolt.com.au

ektor.com.au

EV-MERCURY-CASE
CODE: 03922

1K10

*
& IK10 impact rating.

1K10

CEILING/WALL MOUNT

g Can easily be mounted

on walls & ceiling.
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MERCURY 1P65 CASE DATASHEET

ORDERING INFORMATION

(ODE  DESCRIPTION PRODUCT NUMBER CARTON QY. WEIGHT (NET / GROSS)
03922 Mercury IP65 Case 9336462039229 4 -Kg/-Kg

OPERATIONAL INFORMATION

GENERAL
IP rating  IP65 IKrating IKIO Mounting Type Rod / ceiling mounted

CONSTRUCTION AND DIMENSIONS

BODY PC

DIFFUSER PC MERCURY 1P65 CASE

265 mm

NOTE: For more
information on the
chemical resistance of
our polycarbonate,
please see the technical 385 mm 110 mm
downloads page at

ektor.com.au

ACCESSORIES AND COMPATIBILITY

(ODE  DESCRIPTION (ODE  DESCRIPTION

03135 Mercury Emergency Exit 11258 Mercury Basic emergency exit
03136 Mercury Black Emergency Exit 01990 Rod mount kit

Datasheet is subject to change without notice Last updated: 10. November 2016_V1.1

Please view
our website for
= full datasheet
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