I
BREAN SUSPENDED PHOTOMETRY ﬁ
MlCROPRISMA BREAN SUSPENDED
LED 4300 Im 4000 K
LOR = 100%
20 %g lower flux fruacuon 76%
10| 1 10supper flux fraction 24%
UGR <19
90
75 75
60 ath 60
45 30 15 0 15 30 45
€0.0-C180.0 €90.0-Q270.0
1
1
1140
sl ] 11
o~
<
1
| 300 | 1200 | ‘Iﬂ
-4
<
2
=
MOUNTING 3
(=]
w
P -l
=
é Y
e
Ll
(@)
v
TYPE NET LUMEN POWER SYSTEM COLOUR CORRELATED BEAM EMERGENCY WEIGHT
OUTPUT CONSUMPTION EFFICACY RENDERING COLOUR ANGLE UNIT 3H
(at Ta=25°QC) INDEX TEMPERATURE
(Im) (W) (Im/w) CRI (Ra) CCT (K) (C0-180, C90-270) (Im) (kg)
BREAN SUSPENDED 4200 32 131 80+ 3000 102° 550 9.2
BREAN SUSPENDED 4300 32 134 80+ 4000 102° 650 9.2
BREAN SUSPENDED 5050 37 136 80+ 3000 102° 550 9.2
BREAN SUSPENDED 5200 37 141 80+ 4000 102° 650 9.2
BREAN SUSPENDED 6850 50 137 80+ 3000 102° 550 9.2
BREAN SUSPENDED 7000 50 140 80+ 4000 102° 650 9.2
Luminous flux tolerance +/- 10%.
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Mounting Montage Montage Montaz Montaje Installazione YcraHoBKa
Suspended (SSD) Hangend (SSD) Plafonnier Suspendu (SSD) Zavesné (SSD) Suspendidas (SSD) A sospensione (SSD) MopsecHas (SSD)
Light source Lichtquelle Source lumineuse Svetelny zdroj Fuente luminica Sorgente luminosa WUcTouHuK cBeTa
LED LED LED LED LED LED LED
Optical system Optisches System Systéeme optique Opticky systém Sistema optico Sistema ottico onTuyecKas cuctema
Microprismatic diffuser (MCD) Mikroprismatischer Diffusor (MCD) Microprismatique (MCD) Mikroprizmaticky difuzor (MCD) Microprismatico (MCD) Microprismatico (MCD) Mwuikponpu3maTiieckuii paccensatens (MCD)
Wiring Vorschaltgerat Equipement électrique Elektricka vybava Cableado Cablaggio SneKTpUYECKOe OCHaLLeHne

oms

Electronic control gear FIX/DALI (ECG/EDA)
Emergency unit variant (3H)

External lead-in flexible cable

Materials

Housing: extruded aluminium + die-cast
aluminium + sheet steel

Diffuser: PMMA

Rope suspension

Surface finish

Housing: white RAL 9003 (W03)

Elektronisches Vorschaltgerat FIX/DALI (ECG/EDA)
Notbeleuchtung Variante (3H)

Externes Anschlusskabel

Material

Korper: extrudiertes Aluminium +
Aluminiumdruckguss + Stahlblech

Diffusor: PMMA

Seilauthangung

Oberflachenveredelung

Korper: Weiss RAL 9003 (WO03)

Ballast électronique FIX/DALI (ECG/EDA)
Variante de I'unité de secours (3H)

Artére externe

Matériels

Corps: aluminium extrudé + aluminium moulé
sous pression + tole d'acier

Diffuseur: PMMA

Cable de suspension

Finition de surface

Corps: blanc RAL 9003 (W03)

Elektronicky predradnik FIX/DALI (ECG/EDA)
Varianta s ntdzovou jednotkou (3H)

Privodny napéjaci kabel

Material

Teleso: extrudovany hlinik + hlinikovy odliatok +
ocelovy plech

Diftzor: PMMA

Lankovy zaves

Povrchova tprava

Teleso: biela RAL 9003 (W03)

Equipo de control electronico FIX/DALI (ECG/EDA)
Variante unidad de emergencia (3H)

Cable alimentador externo

Material

Cuerpo: aluminio extruido + aluminio troguelado
+ ldamina de acero

Difusor: PMMA

Cable de suspension

Tratamiento de la superficie

Cuerpo: blanco RAL 9003 (W03)

Ballast elettronico FIX/DALI (ECG/EDA)
Variante unita di emergenza (3H)

Cavetto di alimentazione esterno
Materiali

Corpo: alluminio estruso + pressofusione di
alluminio + lamina d'acciaio

Diffusore: PMMA

Cavo di sospensione

Finitura

Corpo: bianco RAL 9003 (WO03)

nekTpoHHbIv annapar FIX/DALI (ECG/EDA)
Biok aBapuiiHoro ocseLueHus (3H)

BHeLUHWI CBUHLA B rMOKOM kabene

Marepnan

Kopnyc: 3KCTpyANpOBaHHbIA anioMUHUIA + NNTON
anoMUHWI + IMCTOBaA CTaslb

PacceviBaTenb: NONUMETUAMETaKpUAAT
TpocoBblit nogsec

OTaenka noBepxXHOCTN

Kopnyc: 6enbit RAL 9003 (W03)

Service lifetime Lebensdauer Durée de vie utile Servisna zivotnost Vida util Durata di vita Cpok cnyx6bl
50,000 hours/L90/B10 (ta 25°C) 50,000 Stunden/L90/B10 (ta 25°C) 50,000 heures/L90/B10 (ta 25°C) 50,000 hodin/L90/B10 (ta 25°C) 50,000 horas/L90/B10 (ta 25°C) 50,000 ore/L90/B10 (ta 25°C) 50,000 4acoe/L90/B10 (ta 25°C)
Ambient temperature Umgebungstemperatur Température ambiante Teplota okolia Temperatura ambiente Temperatura d’ambiente T " cpenbl

From -20 °Cto +35 °C
(from +5°C with EM unit)

Von -20 °C bis +35 °C
(von +5°C mit Notbeleuchtung)

De -20°Ca+35 °C
(de +5°C avec I'unité de secours)

K., (B s (0 5., &y BOuwir O EES

0Od -20 °C do +35 °C
(od +5°C s nudzovou jednotkou)

Desde -20 °Ca +35 °C
(desde +5°C con unidad de emergencia)

Da-20°Ca+35°C
(da +5°C con unita di emergenza)

paTypa okpy
Ot -20 °C po +35 °C
(0T +5°C € aBapUNHOrO OCBeLLEeHNs)

THE MANUFACTURER CONTINUES TO DEVELOP PRODUCTS THROUGHOUT THEIR LIFETIME. THEREFORE, THE COMPANY RESERVES THE RIGHT TO MODIFY MATERIALS, COMPONENTS, AND TECHNICAL PARAMETERS WITHOUT NOTICE. LUMINOUS OUTPUT
AND ELECTRICAL LOAD HAVE AN INITIAL TOLERANCE OF +/- 10 % FROM NOMINAL. FAILURE OF ONE LED LIGHT POINT WITHIN A LUMINAIRE DOES NOT IMPAIR FUNCTIONAL PERFORMANCE AND SO IS NOT CLASSIFIED AS REASON FOR COMPLAINT.





