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Mounting

Suspended (SSD)

Light source

LED

Optical system

Reflector (REF)

Wiring

Electronic control gear FIX/DALI (ECG/EDA)
Materials

Housing: injected polycarbonate
Reflector: anodised aluminium
Ring: injected polycarbonate
Rope suspension

Surface finish

Standard surface finish in versions
BASIC and EXCLUSIVE
Accessories

Chain suspension

Reflector cover

Service lifetime

50,000 hours/L80/B10 (ta 25°C)
Ambient temperature

From -20°C to +35 °C
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Montage

Hangend (SSD)

Lichtquelle

LED

Optisches System

Reflektor (REF)

Vorschaltgerat

Elektronisches Vorschaltgerat FIX/DALI (ECG/EDA)
Material

Kérper: Spritzguss-Polykarbonat
Reflektor: eloxiertes Aluminium
Reflektoren: Spritzguss-Polykarbonat
Seilauthdngung
Oberflachenveredelung
Standard-Oberfléchen in den Versionen
BASIC und EXCLUSIVE

Zubehor

Kettenaufhangung
Reflektorabdeckung

Lebensdauer

50,000 Stunden/L80/B10 (ta 25°C)
Umgebungstemperatur

Von -20 °C bis +35 °C
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Montage

Suspendu (SSD)

Source lumineuse

LED

Systéme optique

Réflecteur (REF)

Equipement électrique

Ballast électronique FIX/DALI (ECG/EDA)
Matériels

Corps: polycarbonate injecté
Réflecteur: aluminium anodisé
Anneau: polycarbonate injecté
Cable de suspension

Finition de surface

inition de surface standard en versions
BASIQUE et EXCLUSIVE
Accessoires

Suspension de chaine

Protection du réflecteur

Durée de vie utile

50,000 heures/L80/B10 (ta 25°C)
Température ambiante
De-20°Ca+35 °C
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PHOTOMETRY

REBELL Il
5300 Im 4000 K

LOR = 100%
% lower flux fraction 100%
75 upper flux fraction 0%
UGR <1
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VERSION BASIC 1 VERSION BASIC 2
black housing grey housing
2140 white opal diffuser white opal diffuser
e
o)
3
—
Q2
— o378 — o \_’/

RS-S 44 L150 RD

0 e
1

70

MOUNTING

VERSION BASIC 3
white housing
white opal diffuser

VERSION BASIC 4
white housing
sea-blue diffuser

ROPE SUSPENSION

"

VERSION EXCLUSIVE 1
shiny white housing
shiny white diffuser
(white inside)

VERSION EXCLUSIVE 2
shiny black housing
shiny black diffuser
(white inside)

1
CHAIN SUSPENSION

REFLECTOR COVER TRANSPARENT / OPAL

TYPE NET LUMEN POWER SYSTEM COLOUR CORRELATED BEAM WEIGHT
OUTPUT CONSUMPTION EFFICACY RENDERING COLOUR ANGLE
(at Ta=25°Q) INDEX TEMPERATURE

(Im) (W) (Im/W) CRI (Ra) CCT (K) (kg)
REBELL Il 5300 55 96 80+ 3000 57° 43
REBELL Il 5450 55 99 80+ 4000 57° 4.3 5
Luminous flux tolerance +/- 10% T — .
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Montaz Montaje Installazione YcraHoBKa
Zavesné (SSD) Suspendidas (SSD) A sospensione (SSD) MopsecHas (SSD)
Svetelny zdroj Fuente luminica Sorgente luminosa WUcTouHuK cBeTa
LED LED LED LED
Opticky systém Sistema optico Sistema ottico onTuyecKas cuctema
Reflektor (REF) Reflector (REF) Riflettore (REF) Otpaxarenb (REF))
Elektricka vybava Cableado Cablaggio SneKTpUUECKOe OCHalLeHne

Elektronicky predradnik FIX/DALI (ECG/EDA)
Material

Teleso: vstrekovany polykarbonat
Reflektor: anodizovany hlinik

Obru¢: vstrekovany polykarbonat
Lankovy zaves

Povrchova uprava

Standardna povrchova Uprava vo verziach
BASIC a EXCLUSIVE

Prislusenstvo

Retazovy zaves

Kryt reflektora

Servisna zivotnost

50,000 hodin/L80/B10 (ta 25°C)
Teplota okolia

0d -20 °C do +35 °C

Equipo de control electronico FIX/DALI (ECG/EDA)
Material

Cuerpo: policarbonato inyectado

Reflector: aluminio anodizado

Anillo: policarbonato inyectado

Cable de suspension

Tratamiento de la superficie

Terminacion de superficie estandar en versiones
BASIC y EXCLUSIVE

Accesorios

Cadena de suspension

Cubierta del reflector

Vida atil

50,000 horas/L80/B10 (ta 25°C)

Temperatura ambiente

Desde -20 °Ca +35 °C

Ballast elettronico FIX/DALI (ECG/EDA)
Materiali

Corpo: policarbonato a iniezione
Riflettore: alluminio anodizzato
Anello: policarbonato a iniezione
Cavo di sospensione

Finitura

Finitura standard nelle versioni BASIC
e EXCLUSIVE

Accessori

Catena di sospensione

Copertura del riflettore

Durata di vita

50,000 ore/L80/B10 (ta 25°C)
Temperatura d’ambiente
Da-20°Ca+35°C

ONeKTPOHHbINA annapat FIX/DALI (ECG/EDA)
Marepuan

Kopryc: NHXeKTMpOBaHHbIM MoMKapooHaT
OTpaxaTenb: aHOANPOBaHHbIN anNtoMUHNIA
KonbLIO: MHXeKTUPOBaHHbI NoAMKkapboHaT
Tpocosbiit nofsec

OTaenka NoBepxXHOCTU

CTaHaapTHaA oTzienka NOBEPXHOCTY B BapyaHTax
BASIC 1 EXCLUSIVE

Axceccyapbl

LlenHoi noggec

KpblLLika oTpaxarens

Cpok cnyx6b1

50,000 4acos/L80/B10 (ta 25°C)

Te paTypa oKpy i cpepbl
Ot1-20°C po +35 °C

THE MANUFACTURER CONTINUES TO DEVELOP PRODUCTS THROUGHOUT THEIR LIFETIME. THEREFORE, THE COMPANY RESERVES THE RIGHT TO MODIFY MATERIALS, COMPONENTS, AND TECHNICAL PARAMETERS WITHOUT NOTICE. LUMINOUS OUTPUT
AND ELECTRICAL LOAD HAVE AN INITIAL TOLERANCE OF +/- 10 % FROM NOMINAL. FAILURE OF ONE LED LIGHT POINT WITHIN A LUMINAIRE DOES NOT IMPAIR FUNCTIONAL PERFORMANCE AND SO IS NOT CLASSIFIED AS REASON FOR COMPLAINT.





