
Available in both standard and DALI models and both stocked here to get your
energy savings project underway. These fittings have a big output that allows
you to stop using fluorescent and enjoy a long product lifetime with low running
costs. Utilising LG led chips and Osram electronic drivers there is no
compromise on the quality these offer. Suitable for use in commercial
environments including schools and offices. Weights 4ft 3.3kg, 5ft 4.15kg. 

APPLICATIONS

Office Lighting
Shop Lighting
Home Lighting
School Lighting
Commercial

SPECIFICATIONS

Electronic ballast

IP40

LED

Pendant direct

Surface mounted direct

230-240V 50 Hz

PRODUCT

CODE DESCRIPTION COLOUR LM WATTS L W H CUTOUT STOCK

REXMET24840 RX METEOR 4FT LED BATTEN 54W COL 840 MATTE WHITE White 5000 54 1161 210 72 -

REXMET25840 RX METEOR 5FT LED BATTEN 66W COL 840 MATTE WHITE White 6000 66 1540 210 72 -

REXMET24840DALI RX METEOR 4FT LED BATTEN 54W COL 840 DALI MATTE WHITE White 5000 54 1161 210 72 -

REXMET25840DALI RX METEOR 5FT LED BATTEN 66W COL 840 DALI MATTE WHITE Whiteq 6000 66 1540 210 72 -

ACCESSORIES

OPTIONS

CODE DESCRIPTION COLOUR LM WATTS L W H CUTOUT STOCK

RX METEOR LED
The Meteor doesn’t compromise design or energy savings.
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