
High lumen Citizen LED’s with high 90 CRI coupled with a “Global” brand track 

adaptor make this track light excellent value for money. 35 and 45 wattage 

options. 40000hr life. CRI >90. 4000K. 30 and 45 degree beam angles. 

Shop, Hospitality, Commercial

40,000hr

3 yr warranty

Features

Applications

Lifetime

For more information on our products please visit our website: www.rexellighting.co.nz

• Global branded track adapter is the best 

available to ensure the best conection with all 

brands of track. 

• High CRI gives faithful colour reproduction.

Benefits:

For technical details, see page 2

RX TL02 Track Light



ORDER CODE DESCRIPTION

REXTL0235W30BK RX TL02 Track Light 35W 30DEG 4K BK CRI90

REXTL0235W30WH RX TL02 Track Light 35W 30DEG 4K WH CRI90

REXTL0235W45BK RX TL02 Track Light 35W 45DEG 4K BK CRI90

REXTL0235W45WH RX TL02 Track Light 35W 45DEG 4K WH CRI90

REXTL0245W30BK RX TL02 Track LightT 45W 30DEG 4K BK CRI90

REXTL0245W30WH RX TL02 Track Light 45W 30DEG 4K WH CRI90

REXTL0245W45BK RX TL02 Track Light 45W 45DEG 4K BK CRI90

REXTL0245W45WH RX TL02 Track Light 45W 45DEG 4K WH CRI90

RX TL02 Track Light

RX TL02 Track Light  Product Range

WATTS 35W and 45W

LUMEN OUTPUT 2250 to 3600lm

EFFICACY 65 to 80lm/W

CCT & RX 4000K

CRI >90

BEAM ANGLE 30° and 45°

IP RATING IP20

IK RATING —

IC RATING —

IES FILES 
AVAILABLE? Yes

UGR —

DIMMING / 
CONTROLS / 
DRIVER

Non-Dimming

LIFETIME 40,000hr

WARRANTY 3 yr

DIMENSIONS L,W,H 161mm x 167mm

CUTOUT —

WEIGHT 1.3kg

MATERIALS Aluminum

BODY COLOUR White or Black

MOUNTING 
OPTIONS 3 Curcuit Track Mount 

STANDARDS & 
RATINGS EG CA CE, RoHS, SAA

CONNECTION EG 
FLEX & PLUG / 
TERMINAL

Track Termination

Photometric diagrams

For more information on our products please visit our website: www.rexellighting.co.nz

Accessories

No accessories available for this product.

Dimensions


