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Mounting

Wall mounted (WMD)

Light source

LED

Optical system

Opal diffuser (OPD)

Wiring

Electronic control gear FIX/DALI (ECG/EDA)
Materials

Housing: extruded aluminium
Diffuser: PMMA

Surface finish

Housing: elox

Service lifetime

50,000 hours/L80/B10 (ta 25°C)
Ambient temperature

From -20 °Cto +35 °C
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Montage

Wandleuchte (WMD)

Lichtquelle

LED

Optisches System

Opal Diffusor (OPD)

Vorschaltgerat

Elektronisches Vorschaltgerat FIX/DALI (ECG/EDA)
Material

Korper: Extrudiertes Aluminium

Diffusor: PMMA

Seilaufhangung 1,5 m (hangende Version)
Oberflachenveredelung

Korper: elox

Lebensdauer

50,000 Stunden/L80/B10 (ta 25°C)
Umgebungstemperatur

Von -20 °C bis +35 °C

—
FR

Montage

Applique murale (WMD)

Source lumineuse

LED

Systeme optique

Diffuseur opale (OPD)
Equipement électrique

Ballast électronique FIX/DALI (ECG/EDA)
Matériels

Corps: aluminium extrudé
Diffuseur: PMMA

Finition de surface

Corps: elox

Durée de vie utile

50,000 heures/L80/B10 (ta 25°C)
Température ambiante
De-20 °Ca +35 °C
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MOUNTING
TYPE NET LUMEN OUTPUT POWER SYSTEM COLOUR RENDERING ~ CORRELATED COLOUR
(at Ta =25 °C) CONSUMPTION EFFICACY INDEX TEMPERATURE

(Im) (W) (Im/w) CRI (Ra) CCT (K)
TRIAN 1900 28 68 80+ 3000
TRIAN 2000 28 71 80+ 4000
Luminous flux tolerance +/- 10%.
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Montaz Montaje Installazione YcraHoBKa
MontaZ na stenu (WMD) Montaje en pared (WMD) A parete (WMD) HacrerHas (WMD)
Svetelny zdroj Fuente luminica Sorgente luminosa WcTouHuK cBeTa
LED LED LED LED
Opticky systém sistema 6ptico Sistema ottico OnTuyeckas cucrema
Opalovy difdzor (OPD) Difusor épalo (OPD) Diffusore opale (OPD) Martogblit paccensatens (OPD)
Elektricka vybava Cableado Cablaggio dneKTpUYEcKoe OCHaLLeHUe
Elektronicky predradnik FIX/DALI (ECG/EDA) Equipo de control electronico FIX/DALI (ECG/EDA)  Ballast elettronico FIX/DALI (ECG/EDA) DneKTPOHHbI annapat FIX/DALI (ECG/EDA)
Material Material Materiali Marepuan

Teleso: extrudovany hlinik
Diftzor: PMMA

Povrchova tprava

Teleso: elox

Servisna Zivotnost

50,000 hodin/L80/B10 (ta 25°C)
Teplota okolia

0d -20 °C do +35 °C

Cuerpo: aluminio extruido
Difusor: PMMA

Tratamiento de la superficie
Cuerpo: elox

Vida atil

50,000 horas/L80/B10 (ta 25°C)
Temperatura ambiente
Desde -20 °C a +35 °C

Corpo: estruso di alluminio
Diffusore: PMMA

Finitura

Corpo: elox

Durata di vita

50,000 ore/L80/B10 (ta 25°C)
Temperatura d’ambiente
Da-20 °Ca +35 °C

Kopnyc: 3KCTpyAvpOBaHHbIA anioMUHUIA
PaccevBatens: nonMMeTMAMeTakpinaT
OTaenka NoBepxHOCTN

Kopnyc: anokc

Cpok cnyGbi

50,000 4acos/L80/B10 (ta 25°C)

patypa W cpenbl
Ot-20 °C o +35 °C

THE MANUFACTURER CONTINUES TO DEVELOP PRODUCTS THROUGHOUT THEIR LIFETIME. THEREFORE, THE COMPANY RESERVES THE RIGHT TO MODIFY MATERIALS, COMPONENTS, AND TECHNICAL PARAMETERS WITHOUT NOTICE. LUMINOUS OUTPUT
AND ELECTRICAL LOAD HAVE AN INITIAL TOLERANCE OF +/- 10 % FROM NOMINAL. FAILURE OF ONE LED LIGHT POINT WITHIN A LUMINAIRE DOES NOT IMPAIR FUNCTIONAL PERFORMANCE AND SO IS NOT CLASSIFIED AS REASON FOR COMPLAINT.





