Datasheet
WP2 T5 Weatherproof IP65 - Mains

cATNO. 684929, 684930, 684931, 684932, 684933, 684934
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684933, 684934
Cat No 684929 684930 684931 684932 684933 684934
Description WP2114 BATTEN | WP2114 BATTEN | WP2128 BATTEN | WP2128 BATTEN | WP2135BATTEN | WP2135 BATTEN

MAINS MAINS MAINS MAINS MAINS MAINS

Length (mm) 671 1273 1573
Weight (kg) 2.7 4.8 6.1
No of lamps
(Lamps not included) ! 2 ! 2 ! 2
Lamp type T5 14W T5 28W T5 35W
Circuit Power (W) 16.5 32 31 61 39 76.5
Power Factor >0.95
Supply voltage 240V 50Hz
Ballast type Fixed output/Non-Dimmable
Operating Temperature 0°C to 40°C
IP rating IP65

Retaining clips

316 Stainless Steel

Body Construction

Moulded glass reinforced polyester (GRP)

Diffuser Clear reeded polycarbonate

Gasket Silicone

Geartray High reflective white powder coated mild steel
Compliance

AS/NZS 60598 & @




WP2 T5 Weatherproof IP65 - Mains

cATNO. 684929, 684930, 684931, 684932, 684933, 684934

B A premium range of T5 weatherproof battens
M Available in 2 foot, 4 foot or 5 foot lengths

M [deal for use in marine environment, or areas with high concentration of steam or fumes — laundries, swimming pools,
washrooms, breweries, road & rail tunnels, general outdoor applications

M P65 rated

l Mounting clips are Stainless 316 grade
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14W - 671mm

28W - 1273mm

35W - 1573mm 164mm
Single product
Cat No Dimensions Barcode
684929 690 L x 350 Wx 350 H mm 9321001433330
684930 690 L x 350 Wx 350 H mm 9321001433347
684931 1295 L x 350 W x 240 Hmm | 9321001433354
684932 1295 L x 350 W x 240 Hmm | 9321001433361
684933 1595 L x 350 Wx 240 Hmm | 9321001433378
684934 1595 L x 350 Wx 240 Hmm | 9321001433385

HPM Legrand - AUS
1300 369 777
www.legrand.com.au
ABN 31 000 102 661

HPM Legrand - NZ
0800 476 009
www.legrand.co.nz

Refer to your group buying office, HPM Legrand Sales Representative or
HPM Legrand Sales Office for pricing.
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