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A COMPLETE RANGE OF NON-MAINTAINED RECESSED 
EMERGENCY LUMINAIRES FOR COMMERCIAL APPLICATIONS
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IDEAL FOR COMMERCIAL OFFICE, SHOPPING CENTRE, EDUCATIONAL 
FACILITIES AND PUBLIC BUILDING APPLICATIONS

■ Symmetrical D50 or D63 classification
■  Corridor optics with uniquely engineered ovoid lens 
■  Energy efficient: less than 1W energy consumption in 

stand by mode 
■ Easy to install
■  Available in recessed or surface mounted

■  Suitable for different hole sizes
■ One high Brightness LED 
■ SPU or Axiom options 
■ Available in black or white
■ Manufactured in Australia

Cat No Description
Emergency 

Classification 
C0/C90

SPU - Stand alone

685204 D50 White - NiCd Battery F&P

D50/D50
685205 D50 Black - NiCd Battery F&P

685204/LI D50 White - LIION Battery F&P

685205/LI D50 Black - LIION Battery F&P

685208/LI D63 White - LIION Battery F&P
D63/D63

685209/LI D63 Black - LIION Battery F&P

685212/LI Corridor White - LIION Battery F&P
D80/E16

685213/LI Corridor Black - LIION Battery F&P

Axiom Networked

685206 D50 White - NiCd Battery F&P

D50/D50685207 D50 Black - NiCd Battery F&P

685206/LI D50 White - LIION Battery F&P

685207/LI D50 Black - LIION Battery F&P

685210/LI D63 White - LIION Battery F&P
D63/D63

685211/LI D63 Black - LIION Battery F&P

685214/LI Corridor White - LIION Battery F&P
D80/E16

685215/LI Corridor Black - LIION Battery F&P

B

A

Mounting Height (m) 2.7 3.0 3.3 3.6 4.0

A 19.4 20.1 20.7 21.2 21.8

B 19.4 20.1 20.7 21.2 21.8

Spacing table:
Maximum spacings between luminaires as per AS/NZS 2293

LED Satellite - D63

LED Satellite - Corridor   

LED Satellite - D50     

Mounting Height (m) 2.7 3.0 3.3 3.6 4.0

A 22.8 23.6 24.3 25.0 25.8

B 9.2 9.8 10.6 11.0 12.2

Mounting Height (m) 2.7 3.0 3.3 3.6 4.0

A 21.1 21.8 22.4 23 23.7

B 21.1 21.8 22.4 23 23.7


