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SUSPENSIONS

"e"
suspension lenght

"ddd"
wire lenght

"a" 
 ceiling rose colour

2  black RAL 9005  matt
3  white RAL 9003 matt

4  other RAL  (must be specifi ed)
5  nickel plated

9  silver RAL 9006 MS 
(microstructure)

d=wire 
lenght 
(mm)

Type

Type



991

992

610

690

990

070

060

1

072

2

039, 059, 090

5

3, 8

9

LOWER COVERS ("bbb" in order code)
(11, 12 and 13 position in order code)

UPPER COVERS ("y" in order code)
(14 position in order code)

LOUVERS ("bbb" in order code)
(11, 12 and 13 position in order code)

high effi  ciency double parabolic louver 
made of MIRO   + clear linear collimator 
60° over LEDs

high effi  ciency double parabolic louver made 
of MIRO, polycarbonate clear cover, glued 
together into anodised aluminium frame. LEDs 
are protected by satine plastic cover. 

high effi  ciency double parabolic louver 
made of MIRO + satine cover over LEDs

high effi  ciency louver made of MIRO SILVER

white soft light louver

satine micro prismatic cover

clear micro prismatic cover

polycarbonate prismatic 
satine cover

opal cover

"bullet" prismatic PMMA cover

clear cover

white painted solid steel refl ector

white painted 
perforated steel refl ector

opal cover



1-10V

APPLIED SYMBOLS

COLOURS  ("aa" in order code) 
(17 and 18 position in order code)

04: It is possible to order luminaires also in other RAL colours.

Ambient
temperature

DALI dimmable
electronic 
control gear

DC supply voltage 
24V

Seven or fi ve and 
two-pole terminal 
block

Supply voltage 230V 
with frequency 
50 Hz

Five-pole terminal 
block

Three-pole terminal 
block

Impact protection
IK10

For mounting 
on normally 
fl ammable surfaces

Ingress protection 
IP20

Ingress protection 
IP43

LED 

Corner 
luminaire

Wall mounted, 
direct

Free standing,
indirect

Free standing,
direct

Wall mounted,
direct

Pendant,
mostly direct

Wall recessed,
direct

Wall mounted
with bracket,
direct

Pendant,
indirect

Pendant,
direct

Wall mounted, 
direct

Surface mounted,
direct

Free standing,
direct-indirect

Pendant,
direct-indirect

Recessed,
direct

Wall mounted with 
bracket,
direct-indirect into 
the wall

Wall mounted with 
bracket,
direct-indirect

Wall mounted
with bracket,
indirect

04
other RAL 

antik 
silver

08
silver 
anodised

09
RAL 9006 
silver 

microstructure

03
RAL 9003 
white matt

02
RAL 9005 
black matt



O společnosti

Spole nost INGE Opava, spol. s r.o. je jedním z významných eských 
výrobců LED a zá ivkových svítidel. Firma byla založena v roce 1991 
a svítidla vyrábí od roku 1993. Sídlí v rozsáhlém výrobním areálu 
a zaměstnává více než 100 zaměstnanců. Má vlastní vývojové 
a designerské st edisko a laborato  pro mě ení technických parametrů 
svítidel. 

Hodnoty a záměry

Naprostá orientace na zákazníka 
Vysoká kvalita výrobků 
Komplexní ešení osvětlení
Inovace, které p inášejí nová ešení a úspory 
Odpovědnost za životní prost edí 

Výrobky a služby

Spole nost se zamě uje na vývoj a výrobu technických interiérových 
a exteriérových svítidel pro kancelá ské a administrativní komplexy, 
obchodní centra, školy a sportovní areály, dopravní stavby, spole enské, 
historické a církevní budovy a zdravotnická za ízení. Velkou ást 
výrobního programu tvo í speciální a atypická svítidla upravená 
i vyvinutá dle požadavků zákazníků. 
INGE dlouhodobě spolupracuje s investory a architekty, s projektanty, 
elektromontážními a stavebními fi rmami a distributory v tuzemsku 
i zahrani í. Spole nost pravidelně vystavuje na významných veletrzích 
a pro odbornou ve ejnost po ádá seminá e. 

Projekty

Většinu své produkce exportuje INGE do zahrani í. Jejími tradi ními 
obchodními partnery jsou zákazníci ze zemí evropské unie, spole nost 
však vyváží i do zámo í. Podíl exportu na tržbách spole nosti 
se dlouhodobě zvyšuje a dosahuje cca 80%. V tuzemsku se INGE podílí 
na realizaci náro ných projektů, zejména těch, kde je požadováno 
kvalitní, inovativní a úsporné osvětlení dle specifi ckých požadavků 
zákazníků.

Řízení a regulace osvětlení

Sou asným trendem je komplexní ízení osvětlení budov. INGE vyrábí 
nejen svítidla, která lze jednoduše stmívat, ale i složité po íta i ízené 
soustavy svítidel. Takové osvětlovací soustavy, ízené pomocí SW programů 
v závislosti na ase a signálech senzorů p ítomnosti osob a světelných idel, 
je možné spravovat a diagnostikovat na dálku pomocí internetu. To p ináší 
uživatelům adu výhod a úspor. 

Inovace

Dlouhodobou strategií spole nosti je být na špici v aplikaci všech nových 
trendů a technologií v oblasti osvětlovací techniky. 

Kvalita

Pouze kombinace moderní výrobní technologie, kvalitních komponentů 
a správných výrobních postupů zajistí uživateli dlouhodobě spolehlivý 
výrobek. To je pravidlo, které spole nost p i vývoji a výrobě svítidel neustále 
respektuje. INGE je již více než 15 let držitelem certifi kátu kvality S EN ISO 
9001:2016 a vlastní adu certifi kátů ENEC na své výrobky.

Řízení životního cyklu výrobku

Pro efektivní ízení životního cyklu svých výrobků INGE implementuje 
software Teamcenter. V něm je podchycen celý proces ízení životního 
cyklu výrobků od prvotních návrhů p es konstrukci a výrobu až po jejich 
vy azení z výrobního programu a likvidaci.

Ekodesign

Spole nost INGE svítidla systematicky navrhuje a vyvíjí s ohledem 
na minimální negativní dopad na životní prost edí v průběhu celého jejich 
životního cyklu.

Ochrana životního prostředí

Veškeré innosti spole nosti jsou prováděny s ohledem na životní prost edí, 
a  už se týkají samotné výroby i likvidace odpadu. INGE je sou ástí systému 
sběru a recyklace elektroza ízení a obalových materiálů. 

None of the information contained in this catalogue has the character of a binding proposal for entering into a contract, but is only for orientation purposes. The technical contents 
of this catalogue were created based on their status by the time of their submission for printing. Displays, dimensions, technical data and other parameters in the catalogue 
are non-binding, and as part of changes in assortment and technical innovations, the manufacturer may change them without prior notice. All of the information contained 
herein is subject to copyright. Its further use (especially reproduction or publication) without the author‘s express consent is prohibited. Upon the issuance of this catalogue, all 
previous versions shall expire. Printing errors reserved. INGE Opava, spol. s r.o. shall not be liable for potential damage resulting from use of the information from this catalogue.

About us

INGE Opava, spol. s r.o. is one of the important Czech LED and fl uorescent 
lighting fi ttings manufacturers. The company was founded in 1991 and in 
1993 started with the production of lighting systems. The company 
is based in Opava where production facilities, product design and 
development center along with photometric laboratory are located. INGE 
employs more than 100 employees.

Values and goals

Dedication to customer requirements
High product quality
Complex lighting solutions
Innovative design bringing new solutions and savings
Strong focus on environmental policy and responsibility

Products and services

The company focuses on development and production of technical 
interior and exterior lighting systems for commercial offi  ces, business 
centres, school and sport areas, transportation complexes, social, historical 
and ecclesiastical buildings and medical facilities. Custom-made solutions 
that are designed to specifi cally meet customer requirements comprise 
a vital part of company’s production program.
The long-term cooperation with investors, developers, project planers, 
building, service and engineering companies and distributors, both in the 
Czech republic and foreign countries, brings new ideas and solutions that 
are presented at exhibitions, trade fairs and seminars. 

Projects 

The company’s traditional business partners are customers from the 
European Union as well as overseas countries. Almost 80% of the 
company’s production is exported. INGE, together with its partners, 
is involved in interesting projects all over the world, especially those 
where high quality, innovative and energy saving illumination is required.

Operation and regulation of illumination

The company meets the innovative requirements for lighting management 
systems in buildings. INGE produces not only luminaires, but also complete and 
complex lighting systems, including computer controlled lighting management. 
These lighting systems with light sensors, presence detectors and astronomical 
time management can be maintained remotely via the Internet. These smart 
and fl exible solutions off er greater comfort and savings to customers. 

Innovation

The long-term strategy of INGE company is to be the leader 
or technologically advanced and innovative lighting design solutions.

Quality

Only a combination of modern production technology, high quality 
components and proper production procedures ensures a long-term 
reliable product for the user. Company quality system is certifi ed 
in compliance with SN EN ISO 9001:2016 standards for more than 
15 years. In addition, many of the INGE products obtained ENEC 
certifi cation. 

Product lifecycle management 

In order to secure an eff ective product lifecycle management, INGE 
implements software Teamcenter. This software covers the whole process 
of product’s lifecycle management, from the fi rst proposals, design 
and production, up to product exclusion from the manufacturing program 
and disposal. 

Ecodesign

During the process of designing and developing luminaires, INGE 
takes into consideration the importance of minimal negative impact 
on the environment throughout the whole product lifecycle. 

Environmental protection

Environmental protection is of great importance to INGE. Every company’s 
activity is carried out with respect to the environment, from production to 
disposal of waste. INGE is a member of network for gathering and recycling 
electronic and packaging materials. 

more informattion at www.inge.cz
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NANO

KVADRA 70 WIN LINEA 80

MIKRA 20 
with high cover

SIGMA FSL 
and SIGMA  TL

KVADRA-R 70 LINEA 80
accessories

SEVEN RING 68 
and 
SEVEN RING 68 SPOT

MIKRA-R KVADRA-R 70 WIN LINEA 80 WIN SEVEN RING 106

KVADRA 35
with low cover

KVADRA-R 70 SPOT LINEA 80 S SEVEN C

OITO C

KVADRA 35
with high cover

KVADRA 80 D/I LINEA-R 80 S

TLC

KVADRA 70

PMR 150
and PMR 300

LINEA-R 80 WIN OITO SEGMENT 106 

OITO RING 106

KVADRA 53 KVADRA 80 SPOT

KAPA AV

MIKRA
with low cover

SIGMA 150 D/I

MIKRA 20 
with low cover

MIKRA
with high cover

KVADRA-R 70 S 

KVADRA 70 S 
accessories

LINEA 40 
with high cover

LAMBDA S

KVADRA 70 SPOT

VMR NL

SUSPENSIONS

PMR NL

KVADRA 70 
accessories

KVADRA 106 S

LINEA 80 S 
accessories

KVADRA 106

KVADRA 106W LAMBDA LED

KVADRA 53 W KVADRA 80 WIN TLS SEVEN and OITO
accessories

KVADRA 53 WU 

BETA LED

BETA SKVADRA 70 S LINEA 40
with low cover

KVADRA 106 S 
accessories

KVADRA 80 LINEA-R 80

/ 3 /



1

REALIZATION
CENTRALE SUPÉLEC

PARIS, FR
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2

3

4

1  PMR 300 i  172   53

2  PMR 300  i  172   53

3  PMR 300  i  172   53

4  PMR 300 i  172   53
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REALIZATION
CENTRALE SUPÉLEC

PARIS, FR
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2

3

4 5

1  KVADRA 53 S & KVADRA 70 S i  90    39, 41

2  KVADRA 53 S & KVADRA 70 S i  90    39

3  PMR 150 i  172    53

4  KVADRA 53 S     39

5  KVADRA 70 i  24    41
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REALIZATION
CENTRALE SUPÉLEC

PARIS, FR
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2

3

4

1  PMR 300 IP65 

2  PMR 300  i  172   53

3  PMR 150  i  172   53

4  PMR 300 i  172   53
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1

REALIZATION
EDMONTON GREEN LIBRARY

LONDON, UK
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555555

2

4

4

1  KVADRA 70 WIN i    94   

2  KVADRA-R 70 S  i  100   

3  KVADRA-R 70 S & KVADRA WIN  i  100   

4  KVADRA-R 70 S i  100   

5  SEVEN RING 106  i  162    47

In cooperation with company
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REALIZATION
SLEZSKÁ UNIVERZITA

OPAVA, CZ
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2

3

4

1  ALFA W   45

2  LINEA 80  i  124 

3  MIKRA 20 & DLT 210  i    64  37

4  DLT 210 & STEN 
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REALIZATION
SLEZSKÁ UNIVERZITA

OPAVA, CZ
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2

3

4

1  DLT 210 

2  DLT 210 & DLT-Q 

3  KVADRA-R 70 & MIKRA 20  i  96, 68   37
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REALIZATION
UNIQ STAROMESTSKÁ

BRATISLAVA, SK

/ 16 /



2

3

1  DLT SPOT 

2  DLT SPOT 

3  DLT SPOT 
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1

REALIZATION
SOKOLOVNA

PLANÁ NAD LUŽNICÍ, CZ
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2

3

4

1  KVADRA 70 & KVADRA 106 W i  84, 114  41, 43

2  DLT 160

3  DLT 424 & SEVEN C i  158  46

4  SEVEN C i  158  46
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1

1  KVADRA 35 i  74REALIZATION
ST. JOHN UNIVERSITY

YORK, UK In cooperation with company
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1

1  RETRO LUMINAIRE 

REALIZATION
NIEDERRING CAFÉ BAR

OPAVA, CZ
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1

1

1  SIGMA FSL i  154   56REALIZATION
GESCHÄFTSGEBÄUDE BSI

DÄTTWIL, CH In cooperation with company
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1

2

1  VMR NL i  176   55

2  VMR NL  i  176   55
REALIZATION

HG COMMERCIALE
SCHLIEREN, CH

In cooperation with company
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1

REALIZATION
TECHFLOOR

OTICE, CZ
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2

3

4

1  SEVEN SQUARE   

2  KVADRA 70  i  84   41

3  KVADRA 70  i  84   41

4  KVADRA 70  i  84   41
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REALIZATION
TREEDK

OPAVA, CZ

/ 26 /



4

3

2

1  KVADRA 70 i  84   41

2  KVADRA 70 S i  90   41

3  SEVEN RC & TWELVE C RGB 

4  SEVEN RC & TWELVE C RGB 
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REALIZATION
POLHEM SKOLAN

LUND, SWE
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2

3

1  SEVEN RING 106 i  162   47

2  SEVEN RING 106  i  162   47

3  SATURN 180 & SEVEN RING 106  i  162   47

In cooperation with company
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REALIZATION
KIWI.COM
BRNO, CZ

1
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2

4

3

1  SEVEN C i  158  46

2  KVADRA 70 WIN i  94

3  KVADRA-R 70 i  96

4  KVADRA 70 i  84  41
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1

1  LINEA 80 WIN i  132   45

REALIZATION
OBECNÍ ÚŘAD

ŠTĚPÁNKOVICE, CZ
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2

1  SEVEN RING 68  i  160   49

REALIZATION
AT&T

BRNO, CZ
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1

1  TUBUS    

2  OITO SEGMENT two separate circuits i  168   51

3  OITO SEGMENT direct illumination i  168   51

4  OITO SEGMENT direct-indirect illumination i  168   51

5  OITO SEGMENT indirect illumination  i  168   51

REALIZATION
REZIDENCE

BRNO, OPAVA, CZ
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3 4 5
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a

MIKRA
PENDANT, SURFACE MOUNTED 
AND RECESSED LUMINAIRES
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b

c

d

e

a  MIKRA-R with opal cover  i  72 

b  MIKRA with high opal cover and 1F track holder  13  i  70 

c  MIKRA 20 detail of suspension   15  i  64 

d  MIKRA 20 with wall bracket  i  64 

e  MIKRA with high cover and painted end cap  13 i  72 
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KVADRA 53 W & KVADRA 53 WU
WALL MOUNTED LUMINAIRES

a
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a  KVADRA 53 WU 300 D/I  i  82 

b  KVADRA 53 WU 300 I  i  82 

c  KVADRA 53 WU 150 D/I   i  82 

d  KVADRA 53 W   i  80 

e  KVADRA 53 WT  

b

c

ed
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a

KVADRA 70 & KVADRA 80
PENDANT, SURFACE MOUNTED 

AND WALL MOUNTED LUMINAIRES
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b

c

e f

d

a  KVADRA 80 with opal cover  18 i  104  

b  KVADRA 70 wall mounted with bracket KN2  i    84 

c  KVADRA 70 detail of suspension with tiltable wirelock  31  i    84 

d  KVADRA 70 with LS/PD sensor  

e  KVADRA 70 with 3F track adapter 

f  KVADRA 80 D/I detail of suspension i 106

/ 41 /



aa

KVADRA 106
PENDANT LUMINAIRES
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b

c

e

d

b

e

d
a  KVADRA 106 with opal cover  i  112 

b  KVADRA 106 detail of suspension  i  112 

c  KVADRA 106 detail of rod suspension  i  112 

d  KVADRA 106 with emergency unit  i  112 

e  KVADRA 106 W  18 i  114 
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a

LINEA 80
PENDANT, SURFACE MOUNTED 

AND TRIMLESS LUMINAIRES
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b

c

ed

a  LINEA 80 trimless with high MP cover  

b  LINEA 80 S with atypical connectors  i  128 

c  LINEA 80 with tiltable optics and opal cover  i  124 

d  LINEA 80 WIN  32  i  132 

e  LINEA 80 anodised end cap and detail of suspension  13  i  124 
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a

SEVEN C & SEVEN RING
SURFACE MOUNTED AND PENDANT 

LUMINAIRES
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b

c

ed

a  SEVEN C 650 D/I   30 i  158 

b  SEVEN C detail  19 i  158 

c  SEVEN RING 68 detail   i  160 

d  SEVEN RING 650/106 D/I white painted perforated refl ector  28 i  162 

e  SEVEN RING 650/68 with central suspension set  33 i  160 
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a

SEVEN RING SPOT
PENDANT LUMINAIRES
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b

c

d

e f

a  SEVEN RING 650/68 SPOT with optics 17°  i  160 

b  SEVEN RING 1250/106 SPOT    

c  SEVEN RING with tiltable wirelock   i  160 

d  SEVEN RING 1250/106 SPOT optics detail  i  160   

e  SEVEN RING 1250/106 D/I + SATURN 50 SPOT

f  SEVEN RING 950/68 SPOT with optics 36°  i  160  
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a

/ 108 /

SEVEN & DLT
SURFACE MOUNTED 

AND WALL MOUNTED LUMINAIRES

/ 50 /



b

e

c

d

/ 109 /

a   DLT RC 375x375   

b   SEVEN C 300x1200  

c   SEVEN RC 350x1200  

d  SEVEN RC 900x900 

e  OITO SEGMENT end luminaires  35 i  168 
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a

SURFACE MOUNTED 
& PENDANT LUMINAIRES
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b

d

f

c

e

a  KAPA 221 AV  i  156 

b  BETA 200 S with louver 99   i  150 

c  PMR 150 with satin MP cover   7, 9  i  172 

d  PMR NL with louver MIRO SILVER   i  174 

e  PMR 300 with satin MP cover  4, 8  i  172 

f  LAMBDA 153 with satin MP cover i  144
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a

VMR NL
RECESSED LUMINAIRES
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b

c

d

a  VMR NL 184 with louver MIRO SILVER   i  176 

b  VMR NL 184 with louver MIRO SILVER   23 i  176 

c  VMR NL 184 with white louver, detail of optical part   i  176 

d  VMR NL 597x597 with white louver   i  176 
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a

SIGMA FSL & SIGMA TL
FREE STANDING AND TABLE LUMINAIRES
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b

c

d e

a  SIGMA FSL D/I LS/PD  i  154 

b  SIGMA TL with two heads  22  i  154 

c  SIGMA TL D/I DIM  i  154 

d  SIGMA TL bracket SIGMA TL KS3  i  154 

e  push button details in version 2 DIM a 2 DIM TW  i  154 
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a

ATYPICAL LUMINAIRES
PENDANT AND SURFACE MOUNTED 

LUMINAIRES
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b

c

ed

a  KVADRA 70 & SATURN 50 SPOT  

b  SATURN 50 SPOT  

c  KVADRA 70 SPOT & SATURN 50  

d  PLT   

e  PLT W D/I  
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a

ATYPICAL LUMINAIRES
PENDANT AND SURFACE MOUNTED 

LUMINAIRES
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b

c

d f

e

a  ATYPICAL LINEAR LUMINAIRE with gold louver  

b  KVADRA 70 SPOT with gold louver  

c  SATURN 50 with atypical bracket 

d  DLT SPOT  16 

e  MINI  

f  CUBE 70
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LED DRIVER

2 
m

L 1,5 m

LED DRIVER

2 
m

L 1,5 m

LED DRIVER

2 
m

L 1,5 m

30

31
,5

Luminaire colour ("aa" in order code)
08   silver anodised‒ standard

Installation

pendant - external LED driver is placed 
in separate gear box ‒ ceiling rose

Lower optical part ("bbb" in order code)

090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
 

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver - available only 
 for leghts up to 1512mm

08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

NANO

with cover 090

Description

Extremely subtle, single, 30mm wide and 31mm high, 
pendant luminaires for direct illumination of interiors. 
Luminaires are produced from silver anodised aluminium 
profi le and silver anodised end caps are screwed into 
the profi le with two stainless steel screws. Thanks 
to the groove in the upper track, the luminaire can be 
suspended in any position. External LED driver in white 
painted (RAL 9003 matt) ceiling rose is delivered as part 
of the luminaire. 

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

816-70-01170- bbb 0- tt aa - xx ee

816-70-01170-0900-0408-0800
NANO HI LED L1170mm, opal cover 
090, 4000K, CRI>80, anodised, external 
dimmable DALI LED driver, without EM

816-71-01170-0900-0308-0200
NANO LI LED L1170mm, opal cover 090, 
3000K, CRI>80, anodised, external 

non-dimmable LED driver, without EM

External LED driver in separate 

gear box - ceiling rose
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1-10V

1 22

NANO HI LED

NANO HI LED single luminaires, with high intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver in 
separate gear box ‒ ceiling rose, 230V/50 Hz, IP 20, with one fi ve pole terminal block

Type Order code Luminaire

with cover with OP cover 090   Ф (lm) P (W) L (mm)
NANO HI LED L600 816-70-00600-0900 1680 21 600
NANO HI LED L942 816-70-00942-0900 2688 32 942
NANO HI LED L1170 816-70-01170-0900 3360 36 1170
NANO HI LED L1512 816-70-01512-0900 4368 49 1512
NANO HI LED L1740 816-70-01740-0900 5040 55 1740
NANO HI LED L2310 816-70-02310-0900 6720 71 2310
NANO HI LED L2880 816-70-02880-0900 8400 87 2880

NANO LI LED

NANO LI LED single luminaires, with low intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver in 
separate gear box ‒ ceiling rose, 230V/50 Hz, IP 20, with one fi ve pole terminal block

Type Order code Luminaire

with cover with OP cover 090   Ф (lm) P (W) L (mm)
NANO LI LED L600 816-71-00600-0900 840 11 600
NANO LI LED L942 816-71-00942-0900 1344 17 942
NANO LI LED L1170 816-71-01170-0900 1680 21 1170
NANO LI LED L1512 816-71-01512-0900 2184 27 1512
NANO LI LED L1740 816-71-01740-0900 2520 30 1740
NANO LI LED L2310 816-71-02310-0900 3360 36 2310
NANO LI LED L2880 816-71-02880-0900 4200 46 2880

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090.  

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with one 2m long suspension and 2m long connecting cable between LED driver and luminaire. 
To suspend the luminaire, it is necessary to order suspensions. 

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000

2
External LED driver in separate gear box - ceiling rose 
(linear or compact) part of luminaire
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090

LED DRIVER

2 
m

L 1,5 m

LED DRIVER

2 
m

L 1,5 m

LED DRIVER

2 
m

L 1,5 m

38

20

Luminaire colour („aa“ in order code)
08   silver anodised‒ standard

Installation

  

pendant - external LED driver is placed in separate gear box ‒ ceiling rose
surface mounted - external LED driver in separate gear box 
must be placed separately into the ceiling or wall

Lower optical part („bbb“ in order code)

072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source („tt“ in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment („xx“ in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver - available only 
 for leghts up to 1512mm

08   dimmable DALI LED driver

Emergency unit (EM) („ee“ in order code)
00   without EM

MIKRA 20
with low cover

with cover 072 and 090

Description

Extremely subtle, single 38mm wide and 20mm high, 
pendant, surface and wall mounted luminaires for direct 
illumination of interiors. Luminaires are produced from 
silver anodised aluminium profi le and silver anodised end 
caps are screwed into the profi le with two stainless steel 
screws. External LED driver in white painted (RAL 9003 
matt) ceiling rose is delivered as part of the luminaire. 

 Order code 

 Examples 

LED electrical 
equipment

optical
part

luminaire 
colour

emergency
unit

810-70-01170- bbb 0- tt aa - xx ee

810-70-01170-0900-0408-0800
MIKRA 20 HI LED L1170mm, opal cover 090, 
4000K, CRI >80, silver anodised, external 
dimmable DALI LED driver, without EM

810-71-01170-0720-0308-0200
MIKRA 20 LI LED L1170mm, satine micro 
prismatic cover 072, 3000K, CRI >80, silver 
anodised, external non-dimmable LED 

driver, without EM

external LED driver in separate 

gear box – ceiling rose
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1-10V

1 2 33

MIKRA 20 HI LED

MIKRA 20 HI LED single luminaires, with high intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED 
driver in separate gear box ‒ ceiling rose, 230V/50 Hz, IP 20, with one fi ve pole terminal block

Type Order code Luminaire

with cover with satine MP cover  072 with OP cover 090   Ф (lm) P (W) L (mm)
MIKRA 20 HI LED L600 810-70-00600-0720 810-70-00600-0900 1680 21 600
MIKRA 20 HI LED L942 810-70-00942-0720 810-70-00942-0900 2688 32 942
MIKRA 20 HI LED L1170 810-70-01170-0720 810-70-01170-0900 3360 36 1170
MIKRA 20 HI LED L1512 810-70-01512-0720 810-70-01512-0900 4368 49 1512
MIKRA 20 HI LED L1740 810-70-01740-0720 810-70-01740-0900 5040 55 1740
MIKRA 20 HI LED L2310 810-70-02310-0720 810-70-02310-0900 6720 71 2310
MIKRA 20 HI LED L2880 810-70-02880-0720 810-70-02880-0900 8400 87 2880

MIKRA 20 LI LED

MIKRA 20 LI LED single luminaires, with low intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver 
in separate gear box ‒ ceiling rose, 230V/50 Hz, IP 20, with one fi ve pole terminal block

Type Order code Luminaire

with cover with satine MP cover  072 with OP cover 090   Ф (lm) P (W) L (mm)
MIKRA 20 LI LED L600 810-71-00600-0720 810-71-00600-0900 840 11 600
MIKRA 20 LI LED L942 810-71-00942-0720 810-71-00942-0900 1344 17 942
MIKRA 20 LI LED L1170 810-71-01170-0720 810-71-01170-0900 1680 21 1170
MIKRA 20 LI LED L1512 810-71-01512-0720 810-71-01512-0900 2184 27 1512
MIKRA 20 LI LED L1740 810-71-01740-0720 810-71-01740-0900 2520 30 1740
MIKRA 20 LI LED L2310 810-71-02310-0720 810-71-02310-0900 3360 36 2310
MIKRA 20 LI LED L2880 810-71-02880-0720 810-71-02880-0900 4200 46 2880

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

  
Accessories

Luminaires are supplied with one 2m long suspension and 2m long connecting cable between LED driver and luminaire. 

To suspend the luminaire, it is necessary to order suspensions. For wall mounting, we recommend using installation bracket MIKRA 20 KN2. 

Pic. Type Order code

 length 1,2m length 2m length 3m length 10m
1 Wire suspension 319 with nickel ceiling rose 940-319-500-000 940-319-520-000 940-319-530-000 940-319-510-000
2 Wall bracket MIKRA 20 KN2 silver anodised (1 pc) 810-900-800-062

3
External LED driver in separate gear box - ceiling rose 
(linear or compact) part of luminaire

MIKRA 20 ....................PAGE 37
REALIZATION ............PAGE 13
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LED DRIVER

2 
m

L 1,5 m

LED DRIVER

2 
m
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LED DRIVER
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m

L 1,5 m

38

52

MIKRA 20
with high cover

with cover 039

Description

Subtle, single, 38mm wide and 52mm high, pendant surface 
and wall mounted luminaires with wide light characteristics 
suitable for direct illumination of areas such as corridors, 
stairs and mirrors. Luminaires are produced from silver 
anodised aluminium profi le and silver anodised end caps 
are screwed into the profi le with two stainless steel screws. 
External LED driver in white painted (RAL 9003 matt) ceiling 
rose is delivered as part of the luminaire.

 Order code 

 Examples 

LED electrical 
equipment

optical
part

luminaire 
colour

emergency
unit

810-70-01170- bbb 0- tt aa - xx ee

810-70-01170-0390-0408-0800
MIKRA HI LED L1170mm, high opal cover 
039, 4000K, CRI>80, silver anodised, 
dimmable DALI LED driver, without EM

810-71-01170-0390-0308-0200
MIKRA LI LED L1170mm, high opal cover 
039, 3000K, CRI>80, silver anodised, 
dimmable DALI LED driver, without EM

External LED driver in separate

gear box - ceiling rose

Luminaire colour ("aa" in order code)
08   silver anodised‒ standard

Installation

pendant - external LED driver is placed in separate gear box - ceiling rose
surface mounted - external LED driver in separate gear box 
must be placed separately into the ceiling or wall

Lower optical part ("bbb" in order code)

039   high opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver - available only 
 for leghts up to 1512mm

08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM
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1-10V

1 2 33

MIKRA 20 HI LED

MIKRA 20 HI LED single luminaires, with high intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED 
driver in separate gear box ‒ ceiling rose, 230V/50 Hz, IP 20, with one fi ve pole terminal block

Type Order code Luminaire

with cover with OP cover 039 Ф (lm) P (W) L (mm)
MIKRA 20 HI LED L600 810-70-00600-0390 1792 21 600
MIKRA 20 HI LED L942 810-70-00942-0390 2867 32 942
MIKRA 20 HI LED L1170 810-70-01170-0390 3584 36 1170
MIKRA 20 HI LED L1512 810-70-01512-0390 4659 49 1512
MIKRA 20 HI LED L1740 810-70-01740-0390 5376 55 1740
MIKRA 20 HI LED L2310 810-70-02310-0390 7168 71 2310
MIKRA 20 HI LED L2880 810-70-02880-0390 8960 87 2880

MIKRA 20 LI LED

MIKRA 20 LI LED single luminaires, with low intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver 
in separate gear box ‒ ceiling rose, 230V/50 Hz, IP 20, with one fi ve pole terminal block

Type Order code Luminaire

with cover with OP cover 039 Ф (lm) P (W) L (mm)
MIKRA 20 LI LED L600 810-71-00600-0390 896 11 600
MIKRA 20 LI LED L942 810-71-00942-0390 1434 17 942
MIKRA 20 LI LED L1170 810-71-01170-0390 1792 21 1170
MIKRA 20 LI LED L1512 810-71-01512-0390 2330 27 1512
MIKRA 20 LI LED L1740 810-71-01740-0390 2688 30 1740
MIKRA 20 LI LED L2310 810-71-02310-0390 3584 36 2310
MIKRA 20 LI LED L2880 810-71-02880-0390 4480 46 2880

Luminous fl ux is stated for luminaires with light source 840. 

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

  
Accessories

Luminaires are supplied with one 2m long suspension and 2m long connecting cable between LED driver and luminaire. 

To suspend the luminaire, it is necessary to order suspensions. For wall mounting, we recommend using installation bracket MIKRA 20 KN2.

Pic. Type Order code

 length 1,2m length 2m length 3m length 10m
1 Wire suspension 319 with nickel ceiling rose 940-319-500-000 940-319-520-000 940-319-530-000 940-319-510-000
2 Wall bracket MIKRA 20 KN2 silver anodised (1 pc) 810-900-800-062

3
External LED driver in separate gear box - ceiling rose 
(linear or compact) part of luminaire

REALIZATION ............PAGE 15
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37

35 38

Luminaire colour („aa“ in order code)
08   silver anodised‒ standard

Installation

pendant - external LED driver is placed in separate gear box ‒ ceiling rose
surface mounted - external LED driver in separate gear box 
must be placed separately into the ceiling or wall

Lower optical part („bbb“ in order code)

072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source („tt“ in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment („xx“ in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver - available only 
 for leghts up to 1512mm

08   dimmable DALI LED driver

Emergency unit (EM) („ee“ in order code)
00   without EM

MIKRA
with low cover

with cover 072 and 090

Description

Subtle, single 37mm wide and 38mm high, pendant, surface 
and wall mounted luminaires suitable for direct illumination 
of representational areas, corridors, stairs, receptions and 
shops. Luminaires are produced from silver anodised 
aluminium profi le and silver anodised end caps are screwed 
into the profi le with two stainless steel screws. Luminaires 
can be supplied with plastic end caps in silver anodised 
colour. External LED driver in white painted (RAL 9003 matt) 
ceiling rose is delivered as part of the luminaire. 

 Order code 

 Examples 

LED electrical 
equipment

optical
part

luminaire 
colour

emergency
unit

908-70-01170- bbb 0- tt aa - xx ee

908-70-01170-0900-0408-0800
MIKRA HI LED L1170mm, opal cover 090, 
4000K, CRI >80, silver anodised, external 
dimmable DALI LED driver, without EM

908-71-01170-0720-0308-0200
MIKRA LI LED L1170mm, satine micro 
prismatic cover 072, 3000K, CRI >80, silver 
anodised, external non-dimmable LED 

driver, without EM

external LED driver in separate 

gear box – ceiling rose
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1-10V

1 22

MIKRA HI LED

MIKRA HI LED single luminaires, with high intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver 
in separate gear box ‒ ceiling rose, 230V/50 Hz, IP 20, with one fi ve pole terminal block

Type Order code Luminaire

with cover with satine MP cover  072 with OP cover 090   Ф (lm) P (W) L (mm)
MIKRA HI LED L600 908-70-00600-0720 908-70-00600-0900 1680 21 600
MIKRA HI LED L942 908-70-00942-0720 908-70-00942-0900 2688 32 942
MIKRA HI LED L1170 908-70-01170-0720 908-70-01170-0900 3360 36 1170
MIKRA HI LED L1512 908-70-01512-0720 908-70-01512-0900 4368 49 1512
MIKRA HI LED L1740 908-70-01740-0720 908-70-01740-0900 5040 55 1740
MIKRA HI LED L2310 908-70-02310-0720 908-70-02310-0900 6720 71 2310
MIKRA HI LED L2880 908-70-02880-0720 908-70-02880-0900 8400 87 2880

MIKRA LI LED

MIKRA LI LED single luminaires, with low intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver in 
separate gear box ‒ ceiling rose, 230V/50 Hz, IP 20, with one fi ve pole terminal block

Type Order code Luminaire

with cover with satine MP cover  072 with OP cover 090   Ф (lm) P (W) L (mm)
MIKRA LI LED L600 908-71-00600-0720 908-71-00600-0900 840 11 600
MIKRA LI LED L942 908-71-00942-0720 908-71-00942-0900 1344 17 942
MIKRA LI LED L1170 908-71-01170-0720 908-71-01170-0900 1680 21 1170
MIKRA LI LED L1512 908-71-01512-0720 908-71-01512-0900 2184 27 1512
MIKRA LI LED L1740 908-71-01740-0720 908-71-01740-0900 2520 30 1740
MIKRA LI LED L2310 908-71-02310-0720 908-71-02310-0900 3360 36 2310
MIKRA LI LED L2880 908-71-02880-0720 908-71-02880-0900 4200 46 2880

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with one 2m long suspension and 2m long connecting cable between LED driver and luminaire. 
To suspend the luminaire, it is necessary to order suspensions. 

Pic. Type Order code

 length 1,2m length 2m length 3m length 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000

2
External LED driver in separate gear box - ceiling rose
(linear or compact) part of luminaire
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37

70

Luminaire colour („aa“ in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

  

Lower optical part („bbb“ in order code)

039   high opal cover

LED light source („tt“ in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment („xx“ in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) („ee“ in order code)
00   without EM

MIKRA
with high cover

with cover 039

Description

Subtle, single 37mm wide and 70mm high, pendant, 
surface and wall mounted luminaires with wide 
light characteristics suitable for direct illumination 
of representational areas, corridors, stairs, receptions 
and shops. Luminaires are produced from an extruded 
aluminium profi le. In silver anodised version the end 
caps are screwed into the profi le with two stainless 
steel screws (on request it is possible to supply a version 
without screws), in painted version the end caps 
are smooth, without visible screws. 

 Order code 

 Examples 

LED electrical 
equipment

optical
part

luminaire 
colour

emergency
unit

908-70-01170- bbb 0- tt aa - xx ee

908-70-01170-0390-0408-0800
MIKRA HI LED L1170mm, high opal cover 
039, 4000K, CRI>80, silver anodised, 
dimmable DALI LED driver, without EM

908-70-01170-0390-0309-0200
MIKRA HI LED L1170mm, high opal cover 
039, 3000K, CRI>80, silver RAL 9006 MS, 
non-dimmable LED driver, without EM

908-71-01170-0390-0103-0800
MIKRA LI LED L1170mm, high opal cover 
039, 3000K, CRI>90, white RAL 9003 matt, 
dimmable DALI LED driver, without EM
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MIKRA HI LED

MIKRA HI LED single luminaires, with high intensity LED light source, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 
230V/50 Hz, IP 20, with one fi ve pole terminal block

Type Order code Luminaire

with cover with OP cover 039 Ф (lm) P (W) L (mm)
MIKRA HI LED L600 908-70-00600-0390 1792 21 600
MIKRA HI LED L942 908-70-00942-0390 2867 32 942
MIKRA HI LED L1170 908-70-01170-0390 3584 36 1170
MIKRA HI LED L1512 908-70-01512-0390 4659 49 1512
MIKRA HI LED L1740 908-70-01740-0390 5376 55 1740
MIKRA HI LED L2310 908-70-02310-0390 7168 71 2310
MIKRA HI LED L2880 908-70-02880-0390 8960 87 2880

MIKRA LI LED

MIKRA LI LED single luminaires, with low intensity LED light source, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 
230V/50 Hz, IP 20, with one fi ve pole terminal block

Type Order code Luminaire

with cover with OP cover 039 Ф (lm) P (W) L (mm)
MIKRA LI LED L600 908-71-00600-0390 896 11 600
MIKRA LI LED L942 908-71-00942-0390 1434 17 942
MIKRA LI LED L1170 908-71-01170-0390 1792 21 1170
MIKRA LI LED L1512 908-71-01512-0390 2330 27 1512
MIKRA LI LED L1740 908-71-01740-0390 2688 30 1740
MIKRA LI LED L2310 908-71-02310-0390 3584 36 2310
MIKRA LI LED L2880 908-71-02880-0390 4480 46 2880

Luminous fl ux is stated for luminaires with light source 840.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 518. 

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 length 1,2m length 2m length 3m length 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000
2 Wire suspension for supply 518 940-518-a01-000 940-518-a21-000 940-518-a31-000 940-518-a11-000
3 Transparent power supply cable 3x1 mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1 mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000
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Luminaire colour („aa“ in order code)
08   silver anodised‒ standard

Installation

 with rim for mounting hole covering

Lower optical part („bbb“ in order code)

072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source („tt“ in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment („xx“ in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) („ee“ in order code)
00   without EM

MIKRA-R

with cover 072 and 090

Description

Single, 50mm wide, recessed luminaires for direct 
illumination of offi  ces, representational areas, corridors, 
stairs, receptions and shops. Luminaires are produced 
from 50mm wide extruded aluminum profi le with 8mm 
wide rims for covering the mounting holes. Luminaires 
are supplied with installation brackets for plasterboard 
or other 1-25mm thick ceilings.

 Order code 

 Examples 

LED electrical 
equipment

optical
part

luminaire 
colour

emergency
unit

815-70-01188- bbb 0- tt aa - xx ee

815-70-01188-0900-0408-0800
MIKRA-R HI LED L1188mm, opal cover 090, 
4000 K, CRI >80, silver anodised, dimmable 

DALI LED driver, without EM

815-71-01188-0720-0308-0200
MIKRA-R LI LED L1188mm, satine micro 
prismatic cover 072, 3000K, CRI >80, silver 
anodised, non-dimmable LED driver, 

without EM
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MIKRA-R HI LED

MIKRA-R HI LED single recessed luminaires, with high intensity LED light source, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED 
driver, 230V/50Hz, IP 20, with one fi ve-pole terminal block

Type Order code Luminaire
Mounting 

hole

with cover with satine MP cover  072 with OP cover 090   Ф (lm) P (W) (mm)
MIKRA-R HI LED L618 815-70-00618-0720 815-70-00618-0900 1680 21 40x604
MIKRA-R HI LED L960 815-70-00960-0720 815-70-00960-0900 2688 32 40x946
MIKRA-R HI LED L1188 815-70-01188-0720 815-70-01188-0900 3360 36 40x1174
MIKRA-R HI LED L1530 815-70-01530-0720 815-70-01530-0900 4368 49 40x1516
MIKRA-R HI LED L1758 815-70-01758-0720 815-70-01758-0900 5040 55 40x1744
MIKRA-R HI LED L2328 815-70-02328-0720 815-70-02328-0900 6720 71 40x2314
MIKRA-R HI LED L2898 815-70-02898-0720 815-70-02898-0900 8400 87 40x2884

MIKRA-R LI LED

MIKRA-R LI LED single recessed luminaires, with low intensity LED light source, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 
230V/50Hz, IP 20, with one fi ve-pole terminal block

Type Order code Luminaire
Mounting 

hole

with cover with satine MP cover  072 with OP cover 090   Ф (lm) P (W) (mm)
MIKRA-R LI LED L618 815-71-00618-0720 815-71-00618-0900 840 11 40x604
MIKRA-R LI LED L960 815-71-00960-0720 815-71-00960-0900 1344 17 40x946
MIKRA-R LI LED L1188 815-71-01188-0720 815-71-01188-0900 1680 21 40x1174
MIKRA-R LI LED L1530 815-71-01530-0720 815-71-01530-0900 2184 27 40x1516
MIKRA-R LI LED L1758 815-71-01758-0720 815-71-01758-0900 2520 30 40x1744
MIKRA-R LI LED L2328 815-71-02328-0720 815-71-02328-0900 3360 36 40x2314
MIKRA-R LI LED L2898 815-71-02898-0720 815-71-02898-0900 4200 46 40x2884

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with swivel installation brackets for 1-25mm thick ceilings.
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

pendant - external LED driver is placed in separate gear box ‒ ceiling rose
surface mounted - external LED driver in separate gear box 
must be placed separately into the ceiling or wall

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver - available only 
 for lenghts up to 1512mm

08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA 35
with low cover

with cover 070, 072 and 090

Description

Single, 53mm wide and 35mm high, pendant, surface and 
wall mounted luminaires with light characteristics suitable 
for direct illumination of representational areas, corridors, 
stairs, receptions and shops. Luminaires are produced from 
an extruded aluminium profi le. In silver anodised version 
the end caps are screwed into the profi le with two stainless 
steel screws (on request it is possible to supply a version 
without screws), in painted version the end caps are 
smooth, without visible screws. External LED driver in white 
painted (RAL 9003 matt) ceiling rose is delivered 
as part of the luminaire. 

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

802-70-01170- bbb 0- tt aa - xx ee

802-70-01170-0900-0408‒0800
KVADRA 35 HI LED L1170mm, opal cover 
090, 4000K, CRI >80, anodised, external 
dimmable DALI LED driver, without EM

802-71-01170-0700-0309‒0200
KVADRA 35 LI LED L1170mm, clear micro 
prismatic cover 070, 3000K, CRI >80, silver 

RAL9006 MS, external non-dimmable LED driver, 
without EM

external LED driver in separate 

gear box – ceiling rose
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KVADRA 35 HI LED

KVADRA 35 HI LED single luminaires, with high intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED 
driver in separate gear box -  ceiling rose, 230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
KVADRA 35 HI LED L600 802-70-00600-0700 802-70-00600-0720 802-70-00600-0900 1722 21 600
KVADRA 35 HI LED L942 802-70-00942-0700 802-70-00942-0720 802-70-00942-0900 2755 32 942
KVADRA 35 HI LED L1170 802-70-01170-0700 802-70-01170-0720 802-70-01170-0900 3444 36 1170
KVADRA 35 HI LED L1512 802-70-01512-0700 802-70-01512-0720 802-70-01512-0900 4477 49 1512
KVADRA 35 HI LED L1740 802-70-01740-0700 802-70-01740-0720 802-70-01740-0900 5166 55 1740
KVADRA 35 HI LED L2310 802-70-02310-0700 802-70-02310-0720 802-70-02310-0900 6888 71 2310
KVADRA 35 HI LED L2880 802-70-02880-0700 802-70-02880-0720 802-70-02880-0900 8610 87 2880

KVADRA 35 LI LED

KVADRA 35 LI LED single luminaires, with low intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED 
driver in separate gear box -  ceiling rose, 230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
KVADRA 35 LI LED L600 802-71-00600-0700 802-71-00600-0720 802-71-00600-0900 861 11 600
KVADRA 35 LI LED L942 802-71-00942-0700 802-71-00942-0720 802-71-00942-0900 1378 17 942
KVADRA 35 LI LED L1170 802-71-01170-0700 802-71-01170-0720 802-71-01170-0900 1722 21 1170
KVADRA 35 LI LED L1512 802-71-01512-0700 802-71-01512-0720 802-71-01512-0900 2239 27 1512
KVADRA 35 LI LED L1740 802-71-01740-0700 802-71-01740-0720 802-71-01740-0900 2583 30 1740
KVADRA 35 LI LED L2310 802-71-02310-0700 802-71-02310-0720 802-71-02310-0900 3444 36 2310
KVADRA 35 LI LED L2880 802-71-02880-0700 802-71-02880-0720 802-71-02880-0900 4305 46 2880

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl uxes of luminaires with cover 070 are higher, luminous fl ux 
of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with one 2m long suspension and 2m long connecting cable between LED driver and luminaire. 

To suspend the luminaire, it is necessary to order suspensions.

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000

2
External LED driver in separate gear box - ceiling rose
(linear or compact) part of luminaire

REALIZATION ............PAGE 20
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

039   high opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 
 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA 35
with high cover

with cover 039

Description

Single, 53mm wide and 70mm high, pendant, 
surface and wall mounted luminaires with wide 
light characteristics suitable for direct illumination 
of representational areas, corridors, stairs, receptions 
and shops. Luminaires are produced from an extruded 
aluminium profi le. In silver anodised version the end 
caps are screwed into the profi le with two stainless 
steel screws (on request it is possible to supply a version 
without screws), in painted version the end caps 
are smooth, without visible screws. 

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

802-70-01170- bbb 0- tt aa - xx ee

802-70-01170-0390-0408‒0800
KVADRA 35 HI LED L1170mm, high opal 
cover 039, 4000K, CRI >80,  anodised, 
dimmable DALI LED driver, without EM

802-70-01170-0390-0309‒0200
KVADRA 35 HI LED L1170mm, high opal 
cover 039, 3000K, CRI >80, silver 

RAL9006 MS, non-dimmable LED driver, 
without EM

802-71-01170-0390-0103‒0800
KVADRA 35 LI LED L1170mm, high opal 
cover 039, 3000K, CRI >90, white RAL9003 

matt, dimmable DALI LED driver,
without EM
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KVADRA 35 HI LED

KVADRA 35 HI LED single luminaires, with high intensity LED light source, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 
230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with OP cover 039 Ф (lm) P (W) L (mm)
KVADRA 35 HI LED L600 802-70-00600-0390 1792 21 600
KVADRA 35 HI LED L942 802-70-00942-0390 2867 32 942
KVADRA 35 HI LED L1170 802-70-01170-0390 3584 36 1170
KVADRA 35 HI LED L1512 802-70-01512-0390 4659 49 1512
KVADRA 35 HI LED L1740 802-70-01740-0390 5376 55 1740
KVADRA 35 HI LED L2310 802-70-02310-0390 7168 71 2310
KVADRA 35 HI LED L2880 802-70-02880-0390 8960 87 2880

KVADRA 35 LI LED

KVADRA 35 LI LED single luminaires, with low intensity LED light source, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 
230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with OP cover 039 Ф (lm) P (W) L (mm)
KVADRA 35 LI LED L600 802-71-00600-0390 896 11 600
KVADRA 35 LI LED L942 802-71-00942-0390 1434 17 942
KVADRA 35 LI LED L1170 802-71-01170-0390 1792 21 1170
KVADRA 35 LI LED L1512 802-71-01512-0390 2330 27 1512
KVADRA 35 LI LED L1740 802-71-01740-0390 2688 30 1740
KVADRA 35 LI LED L2310 802-71-02310-0390 3584 36 2310
KVADRA 35 LI LED L2880 802-71-02880-0390 4480 46 2880

Luminous fl ux is stated for luminaires with light source 840.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 518.  

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000
2 Wire suspension for supply 518 940-518-a01-000 940-518-a21-000 940-518-a31-000 940-518-a11-000
3 Transparent power supply cable 3x1 mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1 mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM 

KVADRA 53

with cover 070, 072 and 090

Description

Single, 53mm wide and 53mm high, pendant and surface 
mounted luminaires suitable for direct illumination 
of offi  ces, representational areas, corridors, stairs, receptions 
and shops. Luminaires are produced from an extruded 
aluminium profi le. In silver anodised version the end caps 
are screwed into the profi le with two stainless steel screws 
(on request it is possible to supply version without screws), 
in painted version the end caps are smooth, without visible 
screws. 

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

804-70-01170- bbb 0- tt aa - xx ee

804-70-01170-0900-0408-0800
KVADRA 53 HI LED L1170mm, opal cover 
090, 4000K, CRI >80, anodised, dimmable 

DALI LED driver, without EM

804-71-01170-0700-0103-0200
KVADRA 53 LI LED L1170mm, clear micro 
prismatic cover 070, 3000K, CRI >90, white 
RAL9003 matt, non-dimmable LED driver, 

without EM
/ 78 /



1-10V

1 32 43 4

KVADRA 53 HI LED

KVADRA 53 HI LED single luminaires, with high intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block  

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
KVADRA 53 HI LED L600 804-70-00600-0700 804-70-00600-0720 804-70-00600-0900 1722 21 600
KVADRA 53 HI LED L942 804-70-00942-0700 804-70-00942-0720 804-70-00942-0900 2755 32 942
KVADRA 53 HI LED L1170 804-70-01170-0700 804-70-01170-0720 804-70-01170-0900 3444 36 1170
KVADRA 53 HI LED L1512 804-70-01512-0700 804-70-01512-0720 804-70-01512-0900 4477 49 1512
KVADRA 53 HI LED L1740 804-70-01740-0700 804-70-01740-0720 804-70-01740-0900 5166 55 1740
KVADRA 53 HI LED L2310 804-70-02310-0700 804-70-02310-0720 804-70-02310-0900 6888 71 2310
KVADRA 53 HI LED L2880 804-70-02880-0700 804-70-02880-0720 804-70-02880-0900 8610 87 2880

KVADRA 53 LI LED

KVADRA 53 LI LED single luminaires, with low intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block  

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
KVADRA 53 LI LED L600 804-71-00600-0700 804-71-00600-0720 804-71-00600-0900 861 11 600
KVADRA 53 LI LED L942 804-71-00942-0700 804-71-00942-0720 804-71-00942-0900 1378 17 942
KVADRA 53 LI LED L1170 804-71-01170-0700 804-71-01170-0720 804-71-01170-0900 1722 21 1170
KVADRA 53 LI LED L1512 804-71-01512-0700 804-71-01512-0720 804-71-01512-0900 2239 27 1512
KVADRA 53 LI LED L1740 804-71-01740-0700 804-71-01740-0720 804-71-01740-0900 2583 30 1740
KVADRA 53 LI LED L2310 804-71-02310-0700 804-71-02310-0720 804-71-02310-0900 3444 36 2310
KVADRA 53 LI LED L2880 804-71-02880-0700 804-71-02880-0720 804-71-02880-0900 4305 46 2880

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux of 
luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 519.  

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 319 with nickel ceiling rose 940-319-500-000 940-319-520-000 940-319-530-000 940-319-510-000
2 Wire suspension for supply 519 940-519-a01-000 940-519-a21-000 940-519-a31-000 940-519-a11-000
3 Transparent power supply cable 3x1 mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1 mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

REALIZATION ......PAGE 6 & 7
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA 53 W

with cover 070, 072 and 090

Description

Single, 53mm wide and 53mm high, wall mounted 
luminaires suitable for direct or indirect illumination 
of representational areas, corridors, stairs, receptions 
and shops. Luminaires are produced from an extruded 
aluminium profi le. In silver anodised version the end 
caps are screwed into the profi le with two stainless steel 
screws (on request it is possible to supply version without 
screws), in painted version the end caps are smooth, 
without visible screws. Luminaires are delivered with 
wall bracket in the colour of the luminaire. In standard 
versions, LED driver is placed in the wall bracket.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

804-60-01170- bbb 0- tt aa - xx ee

804-60-01170-0900-0408‒0800
KVADRA 53 W HI LED L1170mm, opal 
cover 090, 4000K, CRI >80, anodised, 
dimmable DALI LED driver, without EM

804-61-01170-0720-0202‒0200
KVADRA 53 W LI LED L1170mm, satine 
micro prismatic cover 072, 4000K, CRI >90, 
black RAL9005 matt, non-dimmable LED 

driver, without EM
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550

88

35
53

L

KVADRA 53 W

KVADRA 53 W HI LED

KVADRA 53 W HI LED single wall mounted luminaires, with high intensity LED light source, for direct or indirect illumination, non-dimmable (xx=02) or dimmable 
1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block and 550mm long wall bracket in the colour of the luminaire 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
KVADRA 53 W HI LED L600 804-60-00600-0700 804-60-00600-0720 804-60-00600-0900 1722 21 600
KVADRA 53 W HI LED L942 804-60-00942-0700 804-60-00942-0720 804-60-00942-0900 2755 32 942
KVADRA 53 W HI LED L1170 804-60-01170-0700 804-60-01170-0720 804-60-01170-0900 3444 37 1170
KVADRA 53 W HI LED L1512 804-60-01512-0700 804-60-01512-0720 804-60-01512-0900 4477 49 1512

KVADRA 53 W LI LED

KVADRA 53 W LI LED single wall mounted luminaires, with low intensity LED light source, for direct or indirect illumination, non-dimmable (xx=02) or dimmable 
1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block and 550mm long wall bracket in the colour of the luminaire 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
KVADRA 53 W LI LED L600 804-61-00600-0700 804-61-00600-0720 804-61-00600-0900 861 11 600
KVADRA 53 W LI LED L942 804-61-00942-0700 804-61-00942-0720 804-61-00942-0900 1378 17 942
KVADRA 53 W LI LED L1170 804-61-01170-0700 804-61-01170-0720 804-61-01170-0900 1722 21 1170
KVADRA 53 W LI LED L1512 804-61-01512-0700 804-61-01512-0720 804-61-01512-0900 2239 27 1512

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux of 
luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

KVADRA 53 W ..........PAGE 39
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA 53 WU

with cover 070, 072 and 090

Description

Single, 53mm wide and 53mm high, wall mounted 
luminaires suitable for direct, direct-indirect or indirect 
decorative illumination of representational areas, corridors, 
stairs, receptions and shops. Luminaires are produced from 
an extruded aluminium U shaped profi le. Luminires shine 
parallel with wall ‒ up or down (luminaires can be turned 
upside down) or into wall. Luminaires are supplied with wall 
brackets in the colour of the luminaire.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

804-64-01170- bbb 0- tt aa - xx ee

804-64-01170-0900-0408-0800
KVADRA 53 WU HI LED L1170mm, opal 
cover 090, 4000K, CRI >80, anodised, 
dimmable DALI LED driver, without EM, 
with 150mm long wall brackets

804-67-01170-0720-0202-0200
KVADRA 53 WU LI LED L1170mm, satine 
micro prismatic cover 072, 4000K, CRI >90, 
black RAL9005 matt, non-dimmable LED 
driver, without EM, with 300mm long wall 

brackets

53
150/300

53
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KVADRA 53 WU HI LED 150 D
KVADRA 53 WU HI LED single wall mounted luminaires, with high intensity LED light source, for direct or indirect illumination, non-dimmable (xx=02) or dimmable 
1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block and 150mm long wall brackets in the colour of the luminaire 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L1 (mm) L2 (mm)
KVADRA 53 WU HI LED L600 804-64-00600-0700 804-64-00600-0720 804-64-00600-0900 1722 21 600 150
KVADRA 53 WU HI LED L942 804-64-00942-0700 804-64-00942-0720 804-64-00942-0900 2755 32 942 150
KVADRA 53 WU HI LED L1170 804-64-01170-0700 804-64-01170-0720 804-64-01170-0900 3444 37 1170 150
KVADRA 53 WU HI LED L1512 804-64-01512-0700 804-64-01512-0720 804-64-01512-0900 4477 49 1512 150

KVADRA 53 WU LI LED 150 D
KVADRA 53 WU LI LED single wall mounted luminaires, with low intensity LED light source, for direct or indirect illumination, non-dimmable (xx=02) or dimmable 
1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block and 150mm long wall brackets in the colour of the luminaire 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L1 (mm) L2 (mm)
KVADRA 53 WU LI LED L600 804-65-00600-0700 804-65-00600-0720 804-65-00600-0900 861 11 600 150
KVADRA 53 WU LI LED L942 804-65-00942-0700 804-65-00942-0720 804-65-00942-0900 1378 17 942 150
KVADRA 53 WU LI LED L1170 804-65-01170-0700 804-65-01170-0720 804-65-01170-0900 1722 21 1170 150
KVADRA 53 WU LI LED L1512 804-65-01512-0700 804-65-01512-0720 804-65-01512-0900 2239 27 1512 150

KVADRA 53 WU HI LED 300 D
KVADRA 53 WU HI LED single wall mounted luminaires, with high intensity LED light source, for direct or indirect illumination, non-dimmable (xx=02) or dimmable 
1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block and 300mm long wall brackets in the colour of the luminaire  

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L1 (mm) L2 (mm)
KVADRA 53 WU HI LED L600 804-66-00600-0700 804-66-00600-0720 804-66-00600-0900 1722 21 600 300
KVADRA 53 WU HI LED L942 804-66-00942-0700 804-66-00942-0720 804-66-00942-0900 2755 32 942 300
KVADRA 53 WU HI LED L1170 804-66-01170-0700 804-66-01170-0720 804-66-01170-0900 3444 37 1170 300
KVADRA 53 WU HI LED L1512 804-66-01512-0700 804-66-01512-0720 804-66-01512-0900 4477 49 1512 300

KVADRA 53 WU LI LED 300 D
KVADRA 53 WU LI LED single wall mounted luminaires, with low intensity LED light source, for direct or indirect illumination, non-dimmable (xx=02) or dimmable 
1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block and 300mm long wall brackets in the colour of the luminaire

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L1 (mm) L2 (mm)
KVADRA 53 WU LI LED L600 804-67-00600-0700 804-67-00600-0720 804-67-00600-0900 861 11 600 300
KVADRA 53 WU LI LED L942 804-67-00942-0700 804-67-00942-0720 804-67-00942-0900 1378 17 942 300
KVADRA 53 WU LI LED L1170 804-67-01170-0700 804-67-01170-0720 804-67-01170-0900 1722 21 1170 300
KVADRA 53 WU LI LED L1512 804-67-01512-0700 804-67-01512-0720 804-67-01512-0900 2239 27 1512 300

KVADRA 53 WU HI LED 150 D/I
KVADRA 53 WU HI LED single wall mounted luminaires, with high intensity LED light source, for direct-indirect illumination (into the wall), non-dimmable (xx=02) or 
dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block and 150mm long wall brackets in the colour of the luminaire 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L1 (mm) L2 (mm)
KVADRA 53 WU HI LED L600 D/I 804-68-00600-0700 804-68-00600-0720 804-68-00600-0900 1378 17 600 150
KVADRA 53 WU HI LED L942 D/I 804-68-00942-0700 804-68-00942-0720 804-68-00942-0900 2411 25 942 150
KVADRA 53 WU HI LED L1170 D/I 804-68-01170-0700 804-68-01170-0720 804-68-01170-0900 3100 35 1170 150
KVADRA 53 WU HI LED L1512 D/I 804-68-01512-0700 804-68-01512-0720 804-68-01512-0900 4133 43 1512 150

KVADRA 53 WU HI LED 300 D/I
KVADRA 53 WU HI LED single wall mounted luminaires, with high intensity LED light source, for direct-indirect illumination (into the wall), non-dimmable (xx=02) or 
dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block and 300mm long wall brackets in the colour of the luminaire 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L1 (mm) L2 (mm)
KVADRA 53 WU HI LED L600 D/I 804-69-00600-0700 804-69-00600-0720 804-69-00600-0900 1378 17 600 300
KVADRA 53 WU HI LED L942 D/I 804-69-00942-0700 804-69-00942-0720 804-69-00942-0900 2411 25 942 300
KVADRA 53 WU HI LED L1170 D/I 804-69-01170-0700 804-69-01170-0720 804-69-01170-0900 3100 35 1170 300
KVADRA 53 WU HI LED L1512 D/I 804-69-01512-0700 804-69-01512-0720 804-69-01512-0900 4133 43 1512 300

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux of 
luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

KVADRA 53 WU .......PAGE 39
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover
059   dropped smooth opal polycarbonate cover
990   high effi  ciency double parabolic louver 

 made of MIRO + satine cover over LEDs
991   high effi  ciency double parabolic louver 

 made of MIRO   + clear linear collimator 60° 
 over LEDs

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM
01   1h EM 3W without push button and without autotest
02   1h EM 3W with push button and without autotest
03   1h EM 3W with push button and with autotest 
04   3h EM 3W without push button and without autotest
05   3h EM 3W with push button and without autotest
06   3h EM 3W with push button and with autotest 
Luminaires can be supplied with 4W emergency module or DALI emergency module upon request.

KVADRA 70

with cover 070, 072 and 090

with cover 059

with louver 990 and 991

Description

Single, 53mm wide and 70mm high, pendant, surface and 
wall mounted luminaires suitable for direct illumination 
of offi  ces, representational areas, corridors, stairs, 
receptions and shops. Using a trimless installation set, 
luminaires can be also reccesed into the ceiling. Luminaires 
are produced from an extruded aluminium profi le. In silver 
anodised version the end caps are screwed into the profi le 
with two stainless steel screws (on request it is possible 
to supply version without screws), in painted version the 
end caps are smooth, without visible screws. Luminaire 
lenghts are optimised to ensure homogenous illumination 
without dark spots at the ends. Luminaires are available 
in modulation lenght of 57mm. More information about 
lenghts, technical parameters and possible combinations 
can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

805-70-01170- bbb 0- tt aa - xx ee

805-70-01170-0900-0408-0800 
KVADRA 70 HI LED L1170mm, opal cover 
090, 4000K, CRI >80, anodised, dimmable 

DALI LED driver, without EM

 805-70-01170-0900-0309-0200 
KVADRA 70 HI LED L1170mm, opal cover 090, 

3000K, CRI >80, silver RAL 9006 MS, 
non-dimmable LED driver, without EM

805-71-01170-0700-0103-0801
KVADRA 70 LI LED L1170mm, clear micro 
prismatic cover 070, 3000K, CRI >90, white 
RAL 9003 matt, dimmable DALI LED driver, 
1h EM 3W without push button and without 

autotest
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KVADRA 70 HI LED

KVADRA 70 HI LED single luminaires, with high intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block  

Type Order code Luminaire

with cover with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090   with OP cover 

059   Ф (lm) P (W) L (mm)

KVADRA 70 HI LED L600 805-70-00600-0700 805-70-00600-0720 805-70-00600-0900 805-70-00600-0590 1722 21 600
KVADRA 70 HI LED L942 805-70-00942-0700 805-70-00942-0720 805-70-00942-0900 805-70-00942-0590 2755 32 942
KVADRA 70 HI LED L1170 805-70-01170-0700 805-70-01170-0720 805-70-01170-0900 805-70-01170-0590 3444 36 1170
KVADRA 70 HI LED L1512 805-70-01512-0700 805-70-01512-0720 805-70-01512-0900 805-70-01512-0590 4477 49 1512
KVADRA 70 HI LED L1740 805-70-01740-0700 805-70-01740-0720 805-70-01740-0900 805-70-01740-0590 5166 55 1740
KVADRA 70 HI LED L2310 805-70-02310-0700 805-70-02310-0720 805-70-02310-0900 805-70-02310-0590 6888 71 2310
KVADRA 70 HI LED L2880 805-70-02880-0700 805-70-02880-0720 805-70-02880-0900 805-70-02880-0590 8610 87 2880

Type Order code Luminaire

with louver with louver 990 and satine cover with louver 991 and clear optics Ф (lm) P (W) L (mm)
KVADRA 70 HI LED L600 805-70-00600-9900 805-70-00600-9910 1898 21 600
KVADRA 70 HI LED L942 805-70-00942-9900 805-70-00942-9910 3037 32 942
KVADRA 70 HI LED L1170 805-70-01170-9900 805-70-01170-9910 3797 36 1170
KVADRA 70 HI LED L1512 805-70-01512-9900 805-70-01512-9910 4936 49 1512
KVADRA 70 HI LED L1740 805-70-01740-9900 805-70-01740-9910 5695 55 1740
KVADRA 70 HI LED L2310 805-70-02310-9900 805-70-02310-9910 7594 71 2310
KVADRA 70 HI LED L2880 805-70-02880-9900 805-70-02880-9910 9492 87 2880

KVADRA 70 LI LED

KVADRA 70 LI LED single luminaires, with low intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block  

Type Order code Luminaire

with cover with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090   with OP cover 

059   Ф (lm) P (W) L (mm)

KVADRA 70 LI LED L600 805-71-00600-0700 805-71-00600-0720 805-71-00600-0900 805-71-00600-0590 861 11 600
KVADRA 70 LI LED L942 805-71-00942-0700 805-71-00942-0720 805-71-00942-0900 805-71-00942-0590 1378 17 942
KVADRA 70 LI LED L1170 805-71-01170-0700 805-71-01170-0720 805-71-01170-0900 805-71-01170-0590 1722 21 1170
KVADRA 70 LI LED L1512 805-71-01512-0700 805-71-01512-0720 805-71-01512-0900 805-71-01512-0590 2239 27 1512
KVADRA 70 LI LED L1740 805-71-01740-0700 805-71-01740-0720 805-71-01740-0900 805-71-01740-0590 2583 30 1740
KVADRA 70 LI LED L2310 805-71-02310-0700 805-71-02310-0720 805-71-02310-0900 805-71-02310-0590 3444 36 2310
KVADRA 70 LI LED L2880 805-71-02880-0700 805-71-02880-0720 805-71-02880-0900 805-71-02880-0590 4305 46 2880

Type Order code Luminaire

with louver with louver 990  and satine cover with louver 991 and clear optics Ф (lm) P (W) L (mm)
KVADRA 70 LI LED L600 805-71-00600-9900 805-71-00600-9910 949 11 600
KVADRA 70 LI LED L942 805-71-00942-9900 805-71-00942-9910 1519 17 942
KVADRA 70 LI LED L1170 805-71-01170-9900 805-71-01170-9910 1898 21 1170
KVADRA 70 LI LED L1512 805-71-01512-9900 805-71-01512-9910 2468 27 1512
KVADRA 70 LI LED L1740 805-71-01740-9900 805-71-01740-9910 2848 30 1740
KVADRA 70 LI LED L2310 805-71-02310-9900 805-71-02310-9910 3797 36 2310
KVADRA 70 LI LED L2880 805-71-02880-9900 805-71-02880-9910 4746 46 2880

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090 or louver 990. Luminous fl uxes of luminaires with louver 991 or cover 070 
and 059 are higher, luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“), LED driver type („xx“) and emergency unit type („ee“) must be specifi ed when placing order.

KVADRA 70 ........PAGE 40, 41
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PENDANT LUMINAIRES
To suspend the luminaire, it is necessary to order suspensions and power supply cable.
Ceiling rose colour must be specifi ed for suspensions type 518 a 522. 

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000
2 Wire suspension for supply 518 940-518-a01-000 940-518-a21-000 940-518-a31-000 940-518-a11-000
3 Tiltable wire suspension 322 with nickel ceiling rose 940-322-500-000 940-322-520-000 940-322-530-000 940-322-510-000
4 Tiltable wire suspension for supply 522 940-522-a01-000 940-522-a21-000 940-522-a31-000 940-522-a11-000
5 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
6 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

7
Transparent power supply cable 7x1mm2 (for dimmable luminaires 
with EM) 941-603-000-000 941-603-020-000 941-603-030-000 941-603-010-000

WALL MOUNTED LUMINAIRES
For wall mounted installation, it is necessary to order KVADRA 70 KN2 brackets. 
Upon request, luminaires can be supplied with additional hole for power supply led through KN2 bracket to the wall. 

KN2 wall bracket colour ("a" in order code)
2   black RAL 9005 matt ‒ on request
3   white RAL 9003 matt ‒ standard
4   other RAL (must be specifi ed) ‒ on request

8   anodised (standard)
9   silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code
8 Wall bracket KVADRA 70 KN2 (1pc) 805-900-a00-062

KVADRA 70
accessories
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Trimless set is designed for installation of KVADRA 70 luminaires into plasterboard ceilings. Trimless set is available in two versions ‒ for one layer (12,5mm 
thick) or two layers (25mm thick) ceilings. Trimless set consists of aluminium frame, steel brackets and screws for fi xing into the ceiling. For trimless set 
installation, it is also necessary to order installation tool.

Type Order code Mounting hole

12,5mm thick plasterboard 25mm thick plasterboard width x lenght (mm)
KVADRA 70 L600 trimless set 805-12-70-00600 805-25-70-00600 60x607
KVADRA 70 L942 trimless set 805-12-70-00942 805-25-70-00942 60x949
KVADRA 70 L1170 trimless set 805-12-70-01170 805-25-70-01170 60x1177
KVADRA 70 L1512 trimless set 805-12-70-01512 805-25-70-01512 60x1519
KVADRA 70 L1740 trimless set 805-12-70-01740 805-25-70-01740 60x1747
KVADRA 70 L2310 trimless set 805-12-70-02310 805-25-70-02310 60x2317
KVADRA 70 L2880 trimless set 805-12-70-02880 805-25-70-02880 60x2887

Accessories

Pic. Type Order code
1A, 1B, 1C, 1D Installation tool for trimless set  KVADRA 70 (A+B+C+D) 805-909-800-000

ceiling

KVADRA 70

trimless set 

TRIMLESS RECESSED LUMINAIRES
For trimless installation, it is necessary to order trimless set.
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

052   optics 17° with black circular dark-light baffl  e, 
 spacing 50mm

054   optics 36° with black circular dark-light baffl  e, 
 spacing 50mm

102   optics 17° with black circular dark-light baffl  e, 
 spacing 100mm

104   optics 36° with black circular dark-light baffl  e, 
 spacing 100mm

062   optics 17° with black dark-light baffl  e 
 with lamellas shield, spacing 50mm 

064   optics 36° with black dark-light baffl  e 
 with lamellas shield, spacing 50mm

LED light source ("tt" in order code)

03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA 70 SPOT

with optics

Description

Single, 53mm wide and 70mm high, pendant and surface 
mounted luminaires suitable for direct illumination of offi  ces, 
representational ares, corridors, stairs, receptions and shops. 
Luminaires are produced from an extruded aluminium 
profi le. In silver anodised version the end caps are screwed 
into the profi le with two stainless steel screws (on request 
it is possible to supply version without screws), in painted 
version the end caps are smooth, without visible screws. 
Luminaires are available in modulation lenght of 50mm. 
External LED driver placed in white painted (RAL 9003 matt) 
ceiling rose is part of luminaire. More information about 
lenghts, technical parameters and possible combinations 
can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

805-76-01206- bbb 0- tt aa - xx ee

805-76-1206-0620-0408-0800
KVADRA 70 SPOT HI LED L1206mm, optics 
17° with black dark-light baffl  e with 
lamellas shield, spacing 50mm, 4000K, 
CRI >80, anodised, external dimmable 

DALI LED driver, without EM

805-77-1206-1040-0302-0200
KVADRA 70 SPOT LI LED L1206mm, optics 
36° with black circular dark-light baffl  e, 
spacing 100mm, 3000K, CRI >80, black RAL 
9005 matt, external non-dimmable LED 

driver, without EM

external LED driver in separate 

gear box - ceiling rose

70

53
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KVADRA 70 SPOT HI LED

KVADRA 70 SPOT HI LED single luminaires, with high intensity LED light source, for direct illumination, external non-dimmable (xx=02) or dimmable DALI (xx=08) LED 
driver in separate gear box ‒ ceiling box, 230V/50Hz, IP20, with one fi ve-pole terminal block, with circular dark-light baffl  e or dark-light baffl  e with lamellas shield

Type Order code Luminaire

with optics 17° with optics 052 with optics 102 with optics 062 Ф (lm) P (W) L (mm)
KVADRA 70 SPOT HI LED L406 805-76-00406-0520 ̶ 805-76-00406-0620 1939 20 406
KVADRA 70 SPOT HI LED L606 805-76-00606-0520 805-76-00606-1020 805-76-00606-0620 2908 28 606
KVADRA 70 SPOT HI LED L906 805-76-00906-0520 805-76-00906-1020 805-76-00906-0620 4362 42 906
KVADRA 70 SPOT HI LED L1206 805-76-01206-0520 805-76-01206-1020 805-76-01206-0620 5817 56 1206
KVADRA 70 SPOT HI LED L1506 805-76-01506-0520 805-76-01506-1020 805-76-01506-0620 7271 69 1506
KVADRA 70 SPOT HI LED L1806 805-76-01806-0520 805-76-01806-1020 805-76-01806-0620 8725 82 1806
KVADRA 70 SPOT HI LED L2406 805-76-02406-0520 805-76-02406-1020 805-76-02406-0620 11633 108 2406
KVADRA 70 SPOT HI LED L3006 805-76-03006-0520 805-76-03006-1020 805-76-03006-0620 14542 132 3006

Type Order code Luminaire

with optics 36° with optics 054 with optics 104 with optics 064 Ф (lm) P (W) L (mm)
KVADRA 70 SPOT HI LED L406 805-76-00406-0540 ̶ 805-76-00406-0640 1729 20 406
KVADRA 70 SPOT HI LED L606 805-76-00606-0540 805-76-00606-1040 805-76-00606-0640 2593 28 606
KVADRA 70 SPOT HI LED L906 805-76-00906-0540 805-76-00906-1040 805-76-00906-0640 3889 42 906
KVADRA 70 SPOT HI LED L1206 805-76-01206-0540 805-76-01206-1040 805-76-01206-0640 5186 56 1206
KVADRA 70 SPOT HI LED L1506 805-76-01506-0540 805-76-01506-1040 805-76-01506-0640 6482 69 1506
KVADRA 70 SPOT HI LED L1806 805-76-01806-0540 805-76-01806-1040 805-76-01806-0640 7779 82 1806
KVADRA 70 SPOT HI LED L2406 805-76-02406-0540 805-76-02406-1040 805-76-02406-0640 10372 108 2406
KVADRA 70 SPOT HI LED L3006 805-76-03006-0540 805-76-03006-1040 805-76-03006-0640 12965 132 3006

KVADRA 70 SPOT LI LED

KVADRA 70 SPOT LI LED single luminaires, with low intensity LED light source, for direct illumination, external non-dimmable (xx=02) or dimmable DALI (xx=08) LED 
driver in separate gear box ‒ ceiling box, 230V/50Hz, IP20, with one fi ve-pole terminal block, with circular dark-light baffl  e or dark-light baffl  e with lamellas shield

Type Order code Luminaire

with optics 17° with optics 052 with optics 102 with optics 062 Ф (lm) P (W) L (mm)
KVADRA 70 SPOT LI LED L406 805-77-00406-0520 ̶ 805-77-00406-0620 1036 11 406
KVADRA 70 SPOT LI LED L606 805-77-00606-0520 805-77-00606-1020 805-77-00606-0620 1554 15 606
KVADRA 70 SPOT LI LED L906 805-77-00906-0520 805-77-00906-1020 805-77-00906-0620 2331 21 906
KVADRA 70 SPOT LI LED L1206 805-77-01206-0520 805-77-01206-1020 805-77-01206-0620 3108 28 1206
KVADRA 70 SPOT LI LED L1506 805-77-01506-0520 805-77-01506-1020 805-77-01506-0620 3884 34 1506
KVADRA 70 SPOT LI LED L1806 805-77-01806-0520 805-77-01806-1020 805-77-01806-0620 4661 40 1806
KVADRA 70 SPOT LI LED L2406 805-77-02406-0520 805-77-02406-1020 805-77-02406-0620 6215 54 2406
KVADRA 70 SPOT LI LED L3006 805-77-03006-0520 805-77-03006-1020 805-77-03006-0620 7769 66 3006

Type Order code Luminaire

with optics 36° with optics 054 with optics 104 with optics 064 Ф (lm) P (W) L (mm)
KVADRA 70 SPOT LI LED L406 805-77-00406-0540 ̶ 805-77-00406-0640 924 11 406
KVADRA 70 SPOT LI LED L606 805-77-00606-0540 805-77-00606-1040 805-77-00606-0640 1385 15 606
KVADRA 70 SPOT LI LED L906 805-77-00906-0540 805-77-00906-1040 805-77-00906-0640 2078 21 906
KVADRA 70 SPOT LI LED L1206 805-77-01206-0540 805-77-01206-1040 805-77-01206-0640 2771 28 1206
KVADRA 70 SPOT LI LED L1506 805-77-01506-0540 805-77-01506-1040 805-77-01506-0640 3463 34 1506
KVADRA 70 SPOT LI LED L1806 805-77-01806-0540 805-77-01806-1040 805-77-01806-0640 4156 40 1806
KVADRA 70 SPOT LI LED L2406 805-77-02406-0540 805-77-02406-1040 805-77-02406-0640 5541 54 2406
KVADRA 70 SPOT LI LED L3006 805-77-03006-0540 805-77-03006-1040 805-77-03006-0640 6926 66 3006

Luminous fl ux is stated for luminaires with light source 840 and optics with spacing 50mm. Luminous fl ux of luminaires with spacing 100mm is 50% lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

Luminaire is supplied with 2m long suspension and 2m long connecting cable between LED driver and luminaire. 
To suspend the luminaire, it is necessary to order suspensions.

Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000
2 External LED driver in separate gear box - ceiling rose part of luminaire

KVADRA 70 SPOT ...................... 
..................................PAGE 59, 61
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

Luminaires can be supplied with emergency unit upon request. More information at www.inge.cz.

KVADRA 70 S
system of pendant and surface mounted luminaires

with cover 070, 072 and 090

Description

Universal modular system of luminaires designed for creating lines 
or structures. System KVADRA 70 S is suitable for complex projects 
of conference and entrance halls, reconstructions of old industrial 
buildings, offi  ces, representational areas, corridors and shops.
KVADRA 70 S system off ers maximal user freedom during the 
designing of a particular lighting solution. Luminaires are produced 
as middle and end modules which can be joined together with 
connectors. Luminaire lenghts are optimised to ensure homogenous 
illumination without dark spots in luminaire connections and at the 
ends of luminaires. Luminaires are available in modulation lenght 
of 57mm. More information about lenghts, tecnical parameters and 
possible combinations can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

805-50-01725- bbb 0- tt aa - xx ee

805-50-01725-0900-0408-0800
KVADRA 70 S HI LED L1725mm, end 
module, opal cover 090, 4000K, CRI >80, 
anodised, dimmable DALI LED driver, 

without EM

805-52-01828-0700-0303-0800
KVADRA 70 S HI LED L1828mm, middle 
module, clear micro prismatic cover 070, 
3000K, CRI >80, white RAL 9003 matt, 
dimmable DALI LED driver, without EM/ 90 /
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END LUMINAIRES KVADRA 70 S HI LED

KVADRA 70 HI LED end luminaires, with high intensity LED light source, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with two fi ve-pole terminal 
blocks and through wiring 5x1,5mm2  

Type Order code Luminaire

with cover with clear MP cover 
070

with satine MP 
cover 072

with OP 
cover 090   Ф (lm) P (W) L (mm)

KVADRA 70 S HI LED L1497 DALI 805-50-01497-0700 805-50-01497-0720 805-50-01497-0900 4477 49 1497
KVADRA 70 S HI LED L1611 DALI 805-50-01611-0700 805-50-01611-0720 805-50-01611-0900 4822 50 1611
KVADRA 70 S HI LED L1725 DALI 805-50-01725-0700 805-50-01725-0720 805-50-01725-0900 5166 55 1725
KVADRA 70 S HI LED L1839 DALI 805-50-01839-0700 805-50-01839-0720 805-50-01839-0900 5510 57 1839
KVADRA 70 S HI LED L1953 DALI 805-50-01953-0700 805-50-01953-0720 805-50-01953-0900 5855 61 1953
KVADRA 70 S HI LED L2067 DALI 805-50-02067-0700 805-50-02067-0720 805-50-02067-0900 6199 64 2067
KVADRA 70 S HI LED L2181 DALI 805-50-02181-0700 805-50-02181-0720 805-50-02181-0900 6544 68 2181
KVADRA 70 S HI LED L2295 DALI 805-50-02295-0700 805-50-02295-0720 805-50-02295-0900 6888 71 2295
KVADRA 70 S HI LED L2409 DALI 805-50-02409-0700 805-50-02409-0720 805-50-02409-0900 7232 74 2409
KVADRA 70 S HI LED L2523 DALI 805-50-02523-0700 805-50-02523-0720 805-50-02523-0900 7577 79 2523
KVADRA 70 S HI LED L2637 DALI 805-50-02637-0700 805-50-02637-0720 805-50-02637-0900 7921 81 2637
KVADRA 70 S HI LED L2751 DALI 805-50-02751-0700 805-50-02751-0720 805-50-02751-0900 8266 85 2751
KVADRA 70 S HI LED L2865 DALI 805-50-02865-0700 805-50-02865-0720 805-50-02865-0900 8610 87 2865

MIDDLE LUMINAIRES KVADRA 70 S HI LED

KVADRA 70 HI LED middle luminaires, with high intensity LED light source, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with two fi ve-pole terminal 
blocks and through wiring 5x1,5mm2  

Type Order code Luminaire

with cover with clear MP 
cover 070

with satine MP 
cover 072

with OP 
cover 090   Ф (lm) P (W) L (mm)

KVADRA 70 S HI LED L1828 DALI 805-52-01828-0700 805-52-01828-0720 805-52-01828-0900 5510 57 1828
KVADRA 70 S HI LED L1942 DALI 805-52-01942-0700 805-52-01942-0720 805-52-01942-0900 5855 61 1942
KVADRA 70 S HI LED L2056 DALI 805-52-02056-0700 805-52-02056-0720 805-52-02056-0900 6199 64 2056
KVADRA 70 S HI LED L2170 DALI 805-52-02170-0700 805-52-02170-0720 805-52-02170-0900 6544 68 2170
KVADRA 70 S HI LED L2284 DALI 805-52-02284-0700 805-52-02284-0720 805-52-02284-0900 6888 71 2284
KVADRA 70 S HI LED L2398 DALI 805-52-02398-0700 805-52-02398-0720 805-52-02398-0900 7232 74 2398
KVADRA 70 S HI LED L2512 DALI 805-52-02512-0700 805-52-02512-0720 805-52-02512-0900 7577 79 2512
KVADRA 70 S HI LED L2626 DALI 805-52-02626-0700 805-52-02626-0720 805-52-02626-0900 7921 81 2626
KVADRA 70 S HI LED L2740 DALI 805-52-02740-0700 805-52-02740-0720 805-52-02740-0900 8266 85 2740
KVADRA 70 S HI LED L2854 DALI 805-52-02854-0700 805-52-02854-0720 805-52-02854-0900 8610 87 2854

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux of 
luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and emergency unit type („ee“) must be specifi ed when placing order.

To connect end luminaires and middle luminaires, it is necessary to order direct connectors K2 (see KVADRA 70 S accessories).

REALIZATION ..PAGE 6, 7, 27

Fully illuminated connectors KVADRA 70 S (see KVADRA 70 S accessories)
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Pic. Type Order code

 
a KVADRA 70 K1 silver anodised end cap with screws 805-901-800-000
b KVADRA 70 S K2 direct connector 805-902-800-030 (same for KVADRA-R 70 S)

with cover with clear MP
cover 070

with satine MP 
cover 072 with OP cover 090

c KVADRA 70 S K3 HI LED fully illuminated T connector 575x575mm 805-52-00003-0700 805-52-00003-0720 805-52-00003-0900
d KVADRA 70 S K4 HI LED fully illuminated X connector 575x575mm 805-52-00004-0700 805-52-00004-0720 805-52-00004-0900
e KVADRA 70 S K5 HI LED fully illuminated L connector 575x575mm 805-52-00005-0700 805-52-00005-0720 805-52-00005-0900

PENDANT LUMINAIRES
To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 518. 

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000
2 Wire suspension for supply 518 940-518-a01-000 940-518-a21-000 940-518-a31-000 940-518-a11-000
3 Transparent power supply cable 5x1 mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

4
Transparent power supply cable 7x1 mm2 (for dimmable luminaires 
with EM) 941-603-000-000 941-603-020-000 941-603-030-000 941-603-010-000

5 Connecting wires 5x1,5mm2, lenght 400mm  940-700-400-045
6 Connecting wires 7x1,5mm2, lenght 400mm 940-700-400-047

KVADRA 70 S
accessories
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TRIMLESS SET FOR END LUMINAIRES KVADRA 70 S

Type Order code Mounting hole

12,5mm thick plasterboard 25mm thick plasterboard width x lenght (mm)
KVADRA 70 S L1497 trimless set 805-50-12-01497 805-50-25-01497 60x1501
KVADRA 70 S L1611 trimless set 805-50-12-01611 805-50-25-01611 60x1615
KVADRA 70 S L1725 trimless set 805-50-12-01725 805-50-25-01725 60x1729
KVADRA 70 S L1839 trimless set 805-50-12-01839 805-50-25-01839 60x1843
KVADRA 70 S L1953 trimless set 805-50-12-01953 805-50-25-01953 60x1957
KVADRA 70 S L2067 trimless set 805-50-12-02067 805-50-25-02067 60x2071
KVADRA 70 S L2181 trimless set 805-50-12-02181 805-50-25-02181 60x2185
KVADRA 70 S L2295 trimless set 805-50-12-02295 805-50-25-02295 60x2299
KVADRA 70 S L2409 trimless set 805-50-12-02409 805-50-25-02409 60x2413
KVADRA 70 S L2523 trimless set 805-50-12-02523 805-50-25-02523 60x2527
KVADRA 70 S L2637 trimless set 805-50-12-02637 805-50-25-02637 60x2641
KVADRA 70 S L2751 trimless set 805-50-12-02751 805-50-25-02751 60x2755
KVADRA 70 S L2865 trimless set 805-50-12-02865 805-50-25-02865 60x2869

TRIMLESS SET FOR MIDDLE LUMINAIRES KVADRA 70 S

Type Order code Mounting hole 

12,5mm thick plasterboard 25mm thick plasterboard width x lenght (mm)
KVADRA 70 S L1828 trimless set 805-52-12-01828 805-52-25-01828 60x1828
KVADRA 70 S L1942 trimless set 805-52-12-01942 805-52-25-01942 60x1942
KVADRA 70 S L2056 trimless set 805-52-12-02056 805-52-25-02056 60x2056
KVADRA 70 S L2170 trimless set 805-52-12-02170 805-52-25-02170 60x2170
KVADRA 70 S L2284 trimless set 805-52-12-02284 805-52-25-02284 60x2284
KVADRA 70 S L2398 trimless set 805-52-12-02398 805-52-25-02398 60x2398
KVADRA 70 S L2512 trimless set 805-52-12-02512 805-52-25-02512 60x2512
KVADRA 70 S L2626 trimless set 805-52-12-02626 805-52-25-02626 60x2626
KVADRA 70 S L2740 trimless set 805-52-12-02740 805-52-25-02740 60x2740
KVADRA 70 S L2854 trimless set 805-52-12-02854 805-52-25-02854 60x2854

TRIMLESS SET FOR CONNECTORS KVADRA 70 S

Type Order code Mounting hole

12,5mm thick plasterboard 25mm thick plasterboard width x lenght (mm)
KVADRA 70 S connector K3 trimless set 805-52-12-00003 805-52-25-00003 60x575x579
KVADRA 70 S connector K4 trimless set 805-52-12-00004 805-52-25-00004 60x575x575
KVADRA 70 S connector K5 trimless set 805-52-12-00005 805-52-25-00005 60x579x579

Accessories

Pic. Type Order code
1A, 1B, 1C, 1D Installation tool for trimless set  KVADRA 70 (A+B+C+D) 805-909-800-000

TRIMLESS RECESSED LUMINAIRES

For trimless installation, it is necessary to order trimless set.
Trimless set is designed for installation of KVADRA 70 luminaires 
into plasterboard ceilings. Trimless set is available in two versions 
‒ for one layer (12,5mm thick) or two layers (25mm thick) ceilings. 
Trimless set consists of aluminium frame, steel brackets and 
screws for fi xing into the ceiling. For trimless set installation, it is 
also necessary to order installation tool.

ceiling

KVADRA 70 S

trimless set 
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA 70 WIN

with cover 070, 072 and 090

Description

Single square and rectangular shaped pendant, surface and 
wall mounted luminaires suitable for direct illumination 
of offi  ces, representational areas, corridors, stairs, receptions 
and shops. The frames of the luminaires are produced 
from an extruded aluminum profi le. Luminaire lenghts are 
optimised to ensure homogenous illumination without dark 
spots in the corners. Luminaires are available in modulation 
lenght of 57mm. More information about lenghts, technical 
parameters and possible combinations can be found 
at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

805-80-00637- bbb 0- tt aa - xx ee

805-80-00637-0900-0409-0800
KVADRA 70 WIN HI LED 637x637mm, opal 
cover 090, 4000K, CRI >80, silver RAL 9006 
MS, dimmable DALI LED driver, without EM

805-81-00637-0700-0108-0800
KVADRA 70 WIN LI LED 637x637mm, clear 
micro prismatic cover 070,  3000K, CRI >90, 
anodised, dimmable DALI LED driver, 

without EM/ 94 /
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L1

53

KVADRA 70 WIN HI LED

KVADRA 70 WIN HI LED single luminaires, with high intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with one 
fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L2xL1 (mm)
KVADRA 70 WIN HI LED 352x637 805-80-30637-0700 805-80-30637-0720 805-80-30637-0900 5166 55 352x637
KVADRA 70 WIN HI LED 352x922 805-80-30922-0700 805-80-30922-0720 805-80-30922-0900 6888 71 352x922
KVADRA 70 WIN HI LED 352x1207 805-80-31207-0700 805-80-31207-0720 805-80-31207-0900 8610 87 352x1207
KVADRA 70 WIN HI LED 352x1492 805-80-31492-0700 805-80-31492-0720 805-80-31492-0900 10332 110 352x1492
KVADRA 70 WIN HI LED 637x637 805-80-00637-0700 805-80-00637-0720 805-80-00637-0900 6888 71 637x637
KVADRA 70 WIN HI LED 637x922 805-80-60922-0700 805-80-60922-0720 805-80-60922-0900 8610 87 637x922
KVADRA 70 WIN HI LED 637x1207 805-80-61207-0700 805-80-61207-0720 805-80-61207-0900 10332 110 637x1207
KVADRA 70 WIN HI LED 637x1492 805-80-61492-0700 805-80-61492-0720 805-80-61492-0900 12054 128 352x1492
KVADRA 70 WIN HI LED 922x922 805-80-00922-0700 805-80-00922-0720 805-80-00922-0900 10332 110 922x922
KVADRA 70 WIN HI LED 922x1207 805-80-91207-0700 805-80-91207-0720 805-80-91207-0900 12054 128 922x1207
KVADRA 70 WIN HI LED 922x1492 805-80-91492-0700 805-80-91492-0720 805-80-91492-0900 13776 142 922x1492
KVADRA 70 WIN HI LED 1207x1207 805-80-01207-0700 805-80-01207-0720 805-80-01207-0900 13776 142 1207x1207
KVADRA 70 WIN HI LED 1492x1492 805-80-01492-0700 805-80-01492-0720 805-80-01492-0900 17220 174 1492x1492

KVADRA 70 WIN LI LED

KVADRA 70 WIN LI LED single luminaires, with low intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with 
one fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L2xL1 (mm)
KVADRA 70 WIN LI LED 352x637 805-81-30637-0700 805-81-30637-0720 805-81-30637-0900 2583 30 352x637
KVADRA 70 WIN LI LED 352x922 805-81-30922-0700 805-81-30922-0720 805-81-30922-0900 3444 36 352x922
KVADRA 70 WIN LI LED 352x1207 805-81-31207-0700 805-81-31207-0720 805-81-31207-0900 4305 46 352x1207
KVADRA 70 WIN LI LED 352x1492 805-81-31492-0700 805-81-31492-0720 805-81-31492-0900 5166 55 352x1492
KVADRA 70 WIN LI LED 637x637 805-81-00637-0700 805-81-00637-0720 805-81-00637-0900 3444 36 637x637
KVADRA 70 WIN LI LED 637x922 805-81-60922-0700 805-81-60922-0720 805-81-60922-0900 4305 46 637x922
KVADRA 70 WIN LI LED 637x1207 805-81-61207-0700 805-81-61207-0720 805-81-61207-0900 5166 55 637x1207
KVADRA 70 WIN LI LED 637x1492 805-81-61492-0700 805-81-61492-0720 805-81-61492-0900 6027 62 352x1492
KVADRA 70 WIN LI LED 922x922 805-81-00922-0700 805-81-00922-0720 805-81-00922-0900 5166 55 922x922
KVADRA 70 WIN LI LED 922x1207 805-81-91207-0700 805-81-91207-0720 805-81-91207-0900 6027 62 922x1207
KVADRA 70 WIN LI LED 922x1492 805-81-91492-0700 805-81-91492-0720 805-81-91492-0900 6888 72 922x1492
KVADRA 70 WIN LI LED 1207x1207 805-81-01207-0700 805-81-01207-0720 805-81-01207-0900 6888 72 1207x1207
KVADRA 70 WIN LI LED 1492x1492 805-81-01492-0700 805-81-01492-0720 805-81-01492-0900 8610 87 1492x1492

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux 
of luminaires with cover 072 is lower.
Type of LEDs („tt“) and luminaire colour („aa“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. Ceiling rose colour must be specifi ed for suspensions type 518.  
Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000
2 Wire suspension for supply 518 940-518-a01-000 940-518-a21-000 940-518-a31-000 940-518-a11-000
3 Transparent power supply cable 5x1 mm2 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

REALIZATION ....PAGE 10, 31
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

 with rim for mounting hole covering

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover
059   dropped smooth opal polycarbonate cover
990   high effi  ciency double parabolic louver 

 made of MIRO + satine cover over LEDs
991   high effi  ciency double parabolic louver 

 made of MIRO + clear linear collimator 60° 
 over LEDs

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM
01   1h EM 3W without push button and without autotest
02   1h EM 3W with push button and without autotest
03   1h EM 3W with push button and with autotest 
04   3h EM 3W without push button and without autotest
05   3h EM 3W with push button and without autotest
06   3h EM 3W with push button and with autotest 
Luminaires can be supplied with 4W emergency module or DALI emergency module upon request.

KVADRA-R 70

with cover 070, 072 and 090

with cover 059

with louver 990 and 991

Description

Single 70mm wide, recessed luminaires suitable for 
illumination of offi  ces, representational areas, corridors, 
stairs, receptions and shops. Luminaires are produced 
from an extruded 70mm wide aluminium profi le with 
10mm wide rims for covering the mounting holes. 
Luminaires are supplied with brackets for installation 
into plasterboard or other 1-25mm thick ceilings. 
Luminaire lenghts are optimised to ensure homogenous 
illumination without dark spots at the ends. Luminaires 
are available in modulation lenght of 57mm. More 
information about lenghts, technical parameters and 
possible combinations can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

806-70-01188- bbb 0- tt aa - xx ee

806-70-01188-0590-0408-0800
KVADRA-R 70 HI LED L1188mm, dropped 
opal cover 059, 4000K, CRI >80, anodised, 
dimmable DALI LED driver, without EM

806-70-01188-0900-0309-0200
KVADRA-R 70 HI LED L1188mm, opal cover 
090, 3000K, CRI >80, silver RAL9006 MS, 
non-dimmable LED driver, without EM

806-71-01188-0700-0103-0801
KVADRA-R 70 LI LED L1188mm, clear micro 
prismatic cover 070, 3000K, CRI >90, white 
RAL 9003 matt, dimmable DALI LED driver, 
1h EM 3W without push button and without 

autotest
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1-10V

KVADRA-R 70 HI LED

KVADRA-R 70 HI LED single recessed luminaires, with high intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) 
or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block  

Type Order code Luminaire
Mounting 

hole

with cover with clear MP 
cover 070

with satine MP 
cover 072

with OP 
cover 090   

with OP 
cover 059   Ф (lm) P (W) (mm)

KVADRA-R 70 HI LED L618 806-70-00618-0700 806-70-00618-0720 806-70-00618-0900 806-70-00618-0590 1722 21 58x604
KVADRA-R 70 HI LED L960 806-70-00960-0700 806-70-00960-0720 806-70-00960-0900 806-70-00960-0590 2755 32 58x946
KVADRA-R 70 HI LED L1188 806-70-01188-0700 806-70-01188-0720 806-70-01188-0900 806-70-01188-0590 3444 36 58x1174
KVADRA-R 70 HI LED L1530 806-70-01530-0700 806-70-01530-0720 806-70-01530-0900 806-70-01530-0590 4477 49 58x1516
KVADRA-R 70 HI LED L1758 806-70-01758-0700 806-70-01758-0720 806-70-01758-0900 806-70-01758-0590 5166 55 58x1744
KVADRA-R 70 HI LED L2328 806-70-02328-0700 806-70-02328-0720 806-70-02328-0900 806-70-02328-0590 6888 71 58x2314
KVADRA-R 70 HI LED L2898 806-70-02898-0700 806-70-02898-0720 806-70-02898-0900 806-70-02898-0590 8610 87 58x2884

Type Order code Luminaire
Mounting 

hole

with louver with louver 990 and satine cover with louver 991 and clear optics Ф (lm) P (W) (mm)

KVADRA-R 70 HI LED L618 806-70-00618-9900 806-70-00618-9910 1898 21 58x604
KVADRA-R 70 HI LED L960 806-70-00960-9900 806-70-00960-9910 3037 32 58x946
KVADRA-R 70 HI LED L1188 806-70-01188-9900 806-70-01188-9910 3797 36 58x1174
KVADRA-R 70 HI LED L1530 806-70-01530-9900 806-70-01530-9910 4936 49 58x1516
KVADRA-R 70 HI LED L1758 806-70-01758-9900 806-70-01758-9910 5695 55 58x1744
KVADRA-R 70 HI LED L2328 806-70-02328-9900 806-70-02328-9910 7594 71 58x2314
KVADRA-R 70 HI LED L2898 806-70-02898-9900 806-70-02898-9910 9492 87 58x2884

KVADRA-R 70 LI LED

KVADRA-R 70 LI LED single recessed luminaires, with low intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) 
or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire
Mounting 

hole

with cover with clear MP 
cover 070

with satine MP 
cover 072

with OP 
cover 090   

with OP 
cover 059   Ф (lm) P (W) (mm)

KVADRA-R 70 LI LED L618 806-71-00618-0700 806-71-00618-0720 806-71-00618-0900 806-71-00618-0590 861 11 58x604
KVADRA-R 70 LI LED L960 806-71-00960-0700 806-71-00960-0720 806-71-00960-0900 806-71-00960-0590 1378 17 58x946
KVADRA-R 70 LI LED L1188 806-71-01188-0700 806-71-01188-0720 806-71-01188-0900 806-71-01188-0590 1722 21 58x1174
KVADRA-R 70 LI LED L1530 806-71-01530-0700 806-71-01530-0720 806-71-01530-0900 806-71-01530-0590 2239 27 58x1516
KVADRA-R 70 LI LED L1758 806-71-01758-0700 806-71-01758-0720 806-71-01758-0900 806-71-01758-0590 2583 30 58x1744
KVADRA-R 70 LI LED L2328 806-71-02328-0700 806-71-02328-0720 806-71-02328-0900 806-71-02328-0590 3444 36 58x2314
KVADRA-R 70 LI LED L2898 806-71-02898-0700 806-71-02898-0720 806-71-02898-0900 806-71-02898-0590 4305 46 58x2884

Type Order code Luminaire
Mounting 

hole

with louver with louver 990 and satine cover with louver 991 and clear optics Ф (lm) P (W) (mm)

KVADRA-R 70 LI LED L618 806-71-00618-9900 806-71-00618-9910 949 11 58x604
KVADRA-R 70 LI LED L960 806-71-00960-9900 806-71-00960-9910 1519 17 58x946
KVADRA-R 70 LI LED L1188 806-71-01188-9900 806-71-01188-9910 1898 21 58x1174
KVADRA-R 70 LI LED L1530 806-71-01530-9900 806-71-01530-9910 2468 27 58x1516
KVADRA-R 70 LI LED L1758 806-71-01758-9900 806-71-01758-9910 2848 30 58x1744
KVADRA-R 70 LI LED L2328 806-71-02328-9900 806-71-02328-9910 3797 36 58x2314
KVADRA-R 70 LI LED L2898 806-71-02898-9900 806-71-02898-9910 4746 46 58x2884

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090 or louver 990. Luminous fl uxes of luminaires with louver 991 or cover 070 and 
059 are higher, luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“), LED driver type („xx“) and emergency unit type („ee“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with swivel installation brackets for 1-25mm thick ceilings.

REALIZATION ....PAGE 15, 31
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

               with rim for mounting hole covering

Lower optical part ("bbb" in order code)

052   optics 17° with black circular dark-light baffl  e, 
 spacing 50mm

054   optics 36° with black circular dark-light baffl  e, 
 spacing 50mm

102   optics 17° with black circular dark-light baffl  e, 
 spacing 100mm

104   optics 36° with black circular dark-light baffl  e, 
 spacing 100mm

062   optics 17° with black dark-light baffl  e 
 with lamellas shield, spacing 50mm 

064   optics 36° with black dark-light baffl  e 
 with lamellas shield, spacing 50mm

LED light source ("tt" in order code)

03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA-R 70 SPOT

with optics

Description

Single 70mm wide, recessed luminaires suitable for 
illumination of representational areas, corridors, stairs, 
receptions and shops. Luminaires are produced from 
70mm wide extruded aluminum profi le with 10mm 
wide rims for covering the mounting holes. Luminaires 
are supplied with installation brackets for plasterboard 
or other 1-25mm thick ceilings. Luminaires are available 
in modulation lenght of 50mm. External LED driver 
placed in black painted (RAL 9005 matt) ceiling rose 
is part of luminaire. More information about lenghts, 
technical parameters and possible combinations can 
be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

806-76-01224- bbb 0- tt aa - xx ee

806-76-1224-0620-0408-0800
KVADRA-R 70 SPOT HI LED L1224mm, 

optics 17° with black dark-light baffl  e with 
lamellas shield, spacing 50mm,  4000K, 
CRI >80, anodised, dimmable DALI LED 

driver, without EM

806-77-1224-1040-0302-0200
KVADRA-R 70 SPOT LI LED L1224mm, black 
optics 36° with black circular dark-light 
baffl  e, spacing 100mm, 3000K, CRI >80, 
black RAL 9005 matt, non-dimmable LED 

driver, without EM

external LED driver in separate 

gear box - ceiling rose
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KVADRA-R 70 SPOT HI LED

KVADRA-R 70 SPOT HI LED single recessed luminaires, with high intensity LED light source, for direct illumination, external non-dimmable (xx=02) or dimmable DALI (xx=08) 
LED driver in separate gear box ‒ ceiling box, 230V/50Hz, IP20, with one fi ve-pole terminal block, with circular dark-light baffl  e or dark-light baffl  e with lamellas shield

Type Order code Luminaire
Mounting 

hole

with optics 17° with optics 052 with optics 102 with optics 062 Ф (lm) P (W) (mm)
KVADRA-R 70 SPOT HI LED L424 806-76-00424-0520 ̶ 806-76-00406-0620 1939 20 58x410
KVADRA-R 70 SPOT HI LED L624 806-76-00624-0520 806-76-00624-1020 806-76-00624-0620 2908 28 58x610
KVADRA-R 70 SPOT HI LED L924 806-76-00924-0520 806-76-00924-1020 806-76-00924-0620 4362 42 58x910
KVADRA-R 70 SPOT HI LED L1224 806-76-01224-0520 806-76-01224-1020 806-76-01224-0620 5817 56 58x1210
KVADRA-R 70 SPOT HI LED L1524 806-76-01524-0520 806-76-01524-1020 806-76-01524-0620 7271 69 58x1510
KVADRA-R 70 SPOT HI LED L1824 806-76-01824-0520 806-76-01824-1020 806-76-01824-0620 8725 82 58x1810
KVADRA-R 70 SPOT HI LED L2424 806-76-02424-0520 806-76-02424-1020 806-76-02424-0620 11633 108 58x2410
KVADRA-R 70 SPOT HI LED L3024 806-76-03024-0520 806-76-03024-1020 806-76-03024-0620 14542 132 58x3010

Type Order code Luminaire
Mounting 

hole

with optics 36° with optics 054 with optics 104 with optics 064 Ф (lm) P (W) (mm)
KVADRA-R 70 SPOT HI LED L424 806-76-00406-0540 ̶ 806-76-00406-0640 1729 20 58x410
KVADRA-R 70 SPOT HI LED L624 806-76-00624-0540 806-76-00624-1040 806-76-00624-0640 2593 28 58x610
KVADRA-R 70 SPOT HI LED L924 806-76-00924-0540 806-76-00924-1040 806-76-00924-0640 3889 42 58x910
KVADRA-R 70 SPOT HI LED L1224 806-76-01224-0540 806-76-01224-1040 806-76-01224-0640 5186 56 58x1210
KVADRA-R 70 SPOT HI LED L1524 806-76-01524-0540 806-76-01524-1040 806-76-01524-0640 6482 69 58x1510
KVADRA-R 70 SPOT HI LED L1824 806-76-01824-0540 806-76-01824-1040 806-76-01824-0640 7779 82 58x1810
KVADRA-R 70 SPOT HI LED L2424 806-76-02424-0540 806-76-02424-1040 806-76-02424-0640 10372 108 58x2410
KVADRA-R 70 SPOT HI LED L3024 806-76-03024-0540 806-76-03024-1040 806-76-03024-0640 12965 132 58x3010

KVADRA-R 70 SPOT LI LED

KVADRA-R 70 SPOT LI LED single recessed luminaires, with low intensity LED light source, for direct illumination, external non-dimmable (xx=02) or dimmable DALI (xx=08) 
LED driver in separate gear box ‒ ceiling box, 230V/50Hz, IP20, with one fi ve-pole terminal block, with circular dark-light baffl  e or dark-light baffl  e with lamellas shield

Type Order code Luminaire
Mounting 

hole

with optics 17° with optics 052 with optics 102 with optics 062 Ф (lm) P (W) (mm)
KVADRA-R 70 SPOT LI LED L424 806-77-00406-0520 ̶ 806-77-00406-0620 1036 11 58x410
KVADRA-R 70 SPOT LI LED L624 806-77-00624-0520 806-77-00624-1020 806-77-00624-0620 1554 15 58x610
KVADRA-R 70 SPOT LI LED L924 806-77-00924-0520 806-77-00924-1020 806-77-00924-0620 2331 21 58x910
KVADRA-R 70 SPOT LI LED L1224 806-77-01224-0520 806-77-01224-1020 806-77-01224-0620 3108 28 58x1210
KVADRA-R 70 SPOT LI LED L1524 806-77-01524-0520 806-77-01524-1020 806-77-01524-0620 3884 34 58x1510
KVADRA-R 70 SPOT LI LED L1824 806-77-01824-0520 806-77-01824-1020 806-77-01824-0620 4661 40 58x1810
KVADRA-R 70 SPOT LI LED L2424 806-77-02424-0520 806-77-02424-1020 806-77-02424-0620 6215 54 58x2410
KVADRA-R 70 SPOT LI LED L3024 806-77-03024-0520 806-77-03024-1020 806-77-03024-0620 7769 66 58x3010

Type Order code Luminaire
Mounting 

hole

with optics 36° with optics 054 with optics 104 with optics 064 Ф (lm) P (W)  (mm)
KVADRA-R 70 SPOT LI LED L424 806-77-00406-0540 ̶ 806-77-00406-0640 924 11 58x410
KVADRA-R 70 SPOT LI LED L624 806-77-00624-0540 806-77-00624-1040 806-77-00624-0640 1385 15 58x610
KVADRA-R 70 SPOT LI LED L924 806-77-00924-0540 806-77-00924-1040 806-77-00924-0640 2078 21 58x910
KVADRA-R 70 SPOT LI LED L1224 806-77-01224-0540 806-77-01224-1040 806-77-01224-0640 2771 28 58x1210
KVADRA-R 70 SPOT LI LED L1524 806-77-01524-0540 806-77-01524-1040 806-77-01524-0640 2463 34 58x1510
KVADRA-R 70 SPOT LI LED L1824 806-77-01824-0540 806-77-01824-1040 806-77-01824-0640 4156 40 58x1810
KVADRA-R 70 SPOT LI LED L2424 806-77-02424-0540 806-77-02424-1040 806-77-02424-0640 5541 54 58x2410
KVADRA-R 70 SPOT LI LED L3024 806-77-03024-0540 806-77-03024-1040 806-77-03024-0640 6926 66 58x3010

Luminous fl ux is stated for luminaires with light source 840 and optics with spacing 50mm. Luminous fl ux of luminaires with spacing 100mm is 50% lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with swivel installation brackets for 1-25mm thick ceilings.         
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072

090

70
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25

m
ax

 1
00

50
70

9090 Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

 with rim for mounting hole covering

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

Luminaires can be supplied with emergency unit upon request. More information at www.inge.cz.

KVADRA-R 70 S
system of recessed mounted luminaires

with cover 070, 072 and 090

Description

Universal modular system of luminaires designed for creating lines 
or structures. System KVADRA-R 70 S is suitable for complex projects 
of conference and entrance halls, reconstructions of old industrial 
buildings, offi  ces, representational areas, corridors and shops.
KVADRA-R 70 S system off ers maximal user freedom during the 
designing of a particular lighting solution. Luminaires are produced 
from an extruded 70mm wide aluminium profi le with 10mm wide 
rims for covering the mounting holes. Luminaires are supplied with 
brackets for installation into plasterboard or other 1-25mm thick 
ceilings. Luminaires are produced as middle and end modules which 
can be joined together with connectors. Luminaire lenghts are 
optimised to ensure homogenous illumination without dark spots 
at the ends. Luminaires are available in modulation lenght of 57mm. 
More information about lenghts, technical parameters and possible 
combinations can be found na www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

806-50-01734- bbb 0- tt aa - xx ee

806-50-01734-0900-0408-0800
KVADRA-R 70 S HI LED L1734mm, end 
module, opal cover 090, 4000K, CRI >80, 
anodised, dimmable DALI LED driver, 

without EM

806-52-01828-0700-0303-0800
KVADRA-R 70 S HI LED L1828mm, middle 
module, clear micro prismatic cover 070, 
3000K, CRI >80, white RAL 9003 matt, 
dimmable DALI LED driver, without EM/ 100 /



KVADRA-R 70 K1 KVADRA-R 70 S K2 KVADRA-R 70 S K3 KVADRA-R 70 S K4 KVADRA-R 70 S K5

END LUMINAIRES KVADRA-R 70 S HI LED

KVADRA-R 70 S HI LED end luminaires, with high intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, two 
fi ve-pole terminal blocks and through wiring 5x1,5mm2

Type Order code Luminaire Mounting hole

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) (mm)
KVADRA-R 70 S HI LED L1506 DALI 806-50-01506-0700 806-50-01506-0720 806-50-01506-0900 4477 49 58x1499
KVADRA-R 70 S HI LED L1620 DALI 806-50-01620-0700 806-50-01620-0720 806-50-01620-0900 4822 50 58x1613
KVADRA-R 70 S HI LED L1734 DALI 806-50-01734-0700 806-50-01734-0720 806-50-01734-0900 5166 55 58x1727
KVADRA-R 70 S HI LED L1848 DALI 806-50-01848-0700 806-50-01848-0720 806-50-01848-0900 5510 57 58x1841
KVADRA-R 70 S HI LED L1962 DALI 806-50-01962-0700 806-50-01962-0720 806-50-01962-0900 5855 61 58x1955
KVADRA-R 70 S HI LED L2076 DALI 806-50-02076-0700 806-50-02076-0720 806-50-02076-0900 6199 64 58x2069
KVADRA-R 70 S HI LED L2190 DALI 806-50-02190-0700 806-50-02190-0720 806-50-02190-0900 6544 68 58x2183
KVADRA-R 70 S HI LED L2304 DALI 806-50-02304-0700 806-50-02304-0720 806-50-02304-0900 6888 71 58x2297
KVADRA-R 70 S HI LED L2418 DALI 806-50-02418-0700 806-50-02418-0720 806-50-02418-0900 7232 74 58x2411
KVADRA-R 70 S HI LED L2532 DALI 806-50-02532-0700 806-50-02532-0720 806-50-02532-0900 7577 79 58x2525
KVADRA-R 70 S HI LED L2646 DALI 806-50-02646-0700 806-50-02646-0720 806-50-02646-0900 7921 81 58x2639
KVADRA-R 70 S HI LED L2760 DALI 806-50-02760-0700 806-50-02760-0720 806-50-02760-0900 8266 85 58x2753
KVADRA-R 70 S HI LED L2874 DALI 806-50-02874-0700 806-50-02874-0720 806-50-02874-0900 8610 87 58x2867

MIDDLE LUMINAIRES KVADRA-R 70 S HI LED

KVADRA-R 70 S HI LED middle luminaires, with high intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, 
two fi ve-pole terminal blocks and through wiring 5x1,5mm2

Type Order code Luminaire Mounting hole

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) (mm)
KVADRA-R 70 S HI LED L1828 DALI 806-52-01828-0700 806-52-01828-0720 806-52-01828-0900 5510 57 58x1828
KVADRA-R 70 S HI LED L1942 DALI 806-52-01942-0700 806-52-01942-0720 806-52-01942-0900 5855 61 58x1942
KVADRA-R 70 S HI LED L2056 DALI 806-52-02056-0700 806-52-02056-0720 806-52-02056-0900 6199 64 58x2056
KVADRA-R 70 S HI LED L2170 DALI 806-52-02170-0700 806-52-02170-0720 806-52-02170-0900 6544 68 58x2170
KVADRA-R 70 S HI LED L2284 DALI 806-52-02284-0700 806-52-02284-0720 806-52-02284-0900 6888 71 58x2284
KVADRA-R 70 S HI LED L2398 DALI 806-52-02398-0700 806-52-02398-0720 806-52-02398-0900 7232 74 58x2398
KVADRA-R 70 S HI LED L2512 DALI 806-52-02512-0700 806-52-02512-0720 806-52-02512-0900 7577 79 58x2512
KVADRA-R 70 S HI LED L2626 DALI 806-52-02626-0700 806-52-02626-0720 806-52-02626-0900 7921 81 58x2626
KVADRA-R 70 S HI LED L2740 DALI 806-52-02740-0700 806-52-02740-0720 806-52-02740-0900 8266 85 58x2740
KVADRA-R 70 S HI LED L2854 DALI 806-52-02854-0700 806-52-02854-0720 806-52-02854-0900 8610 87 58x2854

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux of 
luminaires with cover 072 is lower.

Type of LEDs („tt“) and luminaire colour („aa“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with swivel installation brackets for 1-25mm thick ceilings.
Type Order code
KVADRA-R 70 K1 silver anodised end cap with screws 806-901-800-000
KVADRA 70 S K2 direct connector 805-902-800-030 (same for KVADRA 70 S)

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090
KVADRA-R 70 S K3 HI LED fully illuminated T connector 575x575mm 806-52-00003-0700 806-52-00003-0720 806-52-00003-0900
KVADRA-R 70 S K4 HI LED fully illuminated X connector 575x575mm 806-52-00004-0700 806-52-00004-0720 806-52-00004-0900
KVADRA-R 70 S K5 HI LED fully illuminated L connector 575x575mm 806-52-00005-0700 806-52-00005-0720 806-52-00005-0900
Connecting wires 5x1,5mm2 lenght 400mm   940-700-400-045
Connecting wires 7x1,5mm2 lenght 400mm   940-700-400-047
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070

072

090

Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

 
 with rim for mounting hole covering

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA-R 70 WIN

with cover 070, 072 and 090

Description

Single square and rectangular shaped recessed 
luminaires suitable for direct illumination of offi  ces, 
representational areas, corridors, stairs, receptions and 
shops. The frames of the luminaires are produced from 
an extruded aluminum profi le. Luminaires are supplied 
with brackets for installation into plasterboard or other 
1-25mm thick ceilings. Luminaire lenghts are optimised 
to ensure homogenous illumination without dark spots 
in the corners. Luminaires are available in modulation 
lenght of 57mm. More information about lenghts, 
technical parameters and possible combinations can be 
found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

806-80-00654- bbb 0- tt aa - xx ee

806-80-00654-0900-0409-0800
KVADRA-R 70 WIN HI LED 654x654mm, 
opal cover 090, 4000K, CRI >80, silver 
RAL 9006 MS, dimmable DALI LED driver, 

without EM

806-81-00654-0700-0108-0800
KVADRA-R 70 WIN LI LED 654x654 mm, 
clear micro prismatic cover 070, 3000K, 
CRI >90, anodised, dimmable DALI LED 

driver, without EM

70

1-
25

m
ax

 1
00

50
70

90
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L1

L2

L3

L4

70 59

KVADRA-R 70 WIN HI LED

KVADRA-R 70 WIN HI LED single recessed luminaires, with high intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 
230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire
Mounting 

hole

with cover with clear MP 
cover 070

with satine MP 
cover 072

with OP 
cover 090   Ф (lm) P (W) L4xL3 

(mm)
KVADRA-R 70 WIN HI LED 369x654 806-80-30654-0700 806-80-30654-0720 806-80-30654-0900 5166 55 358x643
KVADRA-R 70 WIN HI LED 369x939 806-80-30939-0700 806-80-30939-0720 806-80-30939-0900 6888 71 358x928
KVADRA-R 70 WIN HI LED 369x1224 806-80-31224-0700 806-80-31224-0720 806-80-31224-0900 8610 87 358x1213
KVADRA-R 70 WIN HI LED 369x1509 806-80-31509-0700 806-80-31509-0720 806-80-31509-0900 10332 110 358x1498
KVADRA-R 70 WIN HI LED 654x654 806-80-00654-0700 806-80-00654-0720 806-80-00654-0900 6888 71 643x1213
KVADRA-R 70 WIN HI LED 654x939 806-80-60939-0700 806-80-60939-0720 806-80-60939-0900 8610 87 643x928
KVADRA-R 70 WIN HI LED 654x1224 806-80-61224-0700 806-80-61224-0720 806-80-61224-0900 10332 110 643x1213
KVADRA-R 70 WIN HI LED 654x1509 806-80-61509-0700 806-80-61509-0720 806-80-61509-0900 12054 128 643x1498
KVADRA-R 70 WIN HI LED 939x939 806-80-00939-0700 806-80-00939-0720 806-80-00939-0900 10332 110 928x928
KVADRA-R 70 WIN HI LED 939x1224 806-80-91224-0700 806-80-91224-0720 806-80-91224-0900 12054 128 928x1213
KVADRA-R 70 WIN HI LED 939x1509 806-80-91509-0700 806-80-91509-0720 806-80-91509-0900 13776 142 928x1498
KVADRA-R 70 WIN HI LED 1224x1224 806-80-01224-0700 806-80-01224-0720 806-80-01224-0900 13776 142 1213x1213
KVADRA-R 70 WIN HI LED 1509x1509 806-80-01509-0700 806-80-01509-0720 806-80-01509-0900 17220 174 1498x1498

KVADRA-R 70 WIN LI LED

KVADRA-R 70 WIN LI LED single recessed luminaires, with low intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 
230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire
Mounting 

hole

with cover with clear MP 
cover 070

with satine MP 
cover 072

with OP 
cover 090   Ф (lm) P (W) L4xL3 

(mm)
KVADRA-R 70 WIN LI LED 369x654 806-81-30654-0700 806-81-30654-0720 806-81-30654-0900 2583 30 358x643
KVADRA-R 70 WIN LI LED 369x939 806-81-30939-0700 806-81-30939-0720 806-81-30939-0900 3444 36 358x928
KVADRA-R 70 WIN LI LED 369x1224 806-81-31224-0700 806-81-31224-0720 806-81-31224-0900 4305 46 358x1213
KVADRA-R 70 WIN LI LED 369x1509 806-81-31509-0700 806-81-31509-0720 806-81-31509-0900 5166 55 358x1498
KVADRA-R 70 WIN LI LED 654x654 806-81-00654-0700 806-81-00654-0720 806-81-00654-0900 3444 36 643x1213
KVADRA-R 70 WIN LI LED 654x939 806-81-60939-0700 806-81-60939-0720 806-81-60939-0900 4305 46 643x928
KVADRA-R 70 WIN LI LED 654x1224 806-81-61224-0700 806-81-61224-0720 806-81-61224-0900 5166 55 643x1213
KVADRA-R 70 WIN LI LED 654x1509 806-81-61509-0700 806-81-61509-0720 806-81-61509-0900 6027 62 643x1498
KVADRA-R 70 WIN LI LED 939x939 806-81-00939-0700 806-81-00939-0720 806-81-00939-0900 5166 55 928x928
KVADRA-R 70 WIN LI LED 939x1224 806-81-91224-0700 806-81-91224-0720 806-81-91224-0900 6027 62 928x1213
KVADRA-R 70 WIN LI LED 939x1509 806-81-91509-0700 806-81-91509-0720 806-81-91509-0900 6888 72 928x1498
KVADRA-R 70 WIN LI LED 1224x1224 806-81-01224-0700 806-81-01224-0720 806-81-01224-0900 6888 72 1213x1213
KVADRA-R 70 WIN LI LED 1509x1509 806-81-01509-0700 806-81-01509-0720 806-81-01509-0900 8610 87 1498x1498

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux 
of luminaires with cover 072 is lower.

Type of LEDs („tt“) and luminaire colour („aa“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with swivel installation brackets for 1-25mm thick ceilings.

KVADRA-R 70 WIN Mounting hole
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072

Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover
990   high effi  ciency double parabolic louver 

 made of MIRO + satine cover over LEDs

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM
01   1h EM 3W without push button and without autotest
02   1h EM 3W with push button and without autotest
03   1h EM 3W with push button and with autotest 
04   3h EM 3W without push button and without autotest
05   3h EM 3W with push button and without autotest
06   3h EM 3W with push button and with autotest 
Luminaires can be supplied with 4W emergency module or DALI emergency module upon request.

KVADRA 80

with cover 070, 072 and 090

Description

Single, 53mm wide and 80mm high, pendant and surface 
mounted luminaires suitable for direct illumination 
of offi  ces, representational areas, corridors, stairs, receptions 
and shops. Luminaires are produced from an extruded 
aluminium profi le. In silver anodised version the end caps 
are screwed into the profi le with two stainless steel screws 
(on request it is possible to supply version without screws), 
in painted version the end caps are smooth, without 
visible screws. Luminaire lenghts are optimised to ensure 
homogenous illumination without dark spots at the ends. 
More information about lenghts, technical parameters and 
possible combinations can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

801-70-01170- bbb 0- tt aa - xx ee

801-70-01170-0900-0408-0800 
KVADRA 80 HI LED L1170mm, opal cover 
090, 4000K, CRI>80, anodised, dimmable 

DALI LED driver, without EM

801-70-01170-0900-0309-0200 
KVADRA 80 HI LED L1170mm, opal cover 
090, 3000K, CRI>80, silver RAL 9006 MS, 
non-dimmable LED driver, without EM

801-71-01170-0700-0103-0801
KVADRA 80 LI LED L1170mm, clear micro 
prismatic cover 070, 3000K, CRI>90, white 
RAL 9003 matt, dimmable DALI LED driver, 
1h EM 3W without push button and 

without autotest

optical 
part

with louver 990
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1-10V

KVADRA 80 HI LED

KVADRA 80 HI LED single luminaires, with high intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block  

Type Order code Luminaire

with cover/louver with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090   with louver 990 + satine cover Ф (lm) P (W) L (mm)

KVADRA 80 HI LED L600 801-70-00600-0700 801-70-00600-0720 801-70-00600-0900 801-70-00600-9900 1722 21 600
KVADRA 80 HI LED L942 801-70-00942-0700 801-70-00942-0720 801-70-00942-0900 801-70-00942-9900 2755 32 942
KVADRA 80 HI LED L1170 801-70-01170-0700 801-70-01170-0720 801-70-01170-0900 801-70-01170-9900 3444 36 1170
KVADRA 80 HI LED L1512 801-70-01512-0700 801-70-01512-0720 801-70-01512-0900 801-70-01512-9900 4477 49 1512
KVADRA 80 HI LED L1740 801-70-01740-0700 801-70-01740-0720 801-70-01740-0900 801-70-01740-9900 5166 55 1740
KVADRA 80 HI LED L2310 801-70-02310-0700 801-70-02310-0720 801-70-02310-0900 801-70-02310-9900 6888 71 2310
KVADRA 80 HI LED L2880 801-70-02880-0700 801-70-02880-0720 801-70-02880-0900 801-70-02880-9900 8610 87 2880

KVADRA 80 LI LED

KVADRA 80 LI LED single luminaires, with low intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block  

Type Order code Luminaire

with cover/louver with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090   with louver 990 + satine cover Ф (lm) P (W) L (mm)

KVADRA 80 LI LED L600 801-71-00600-0700 801-71-00600-0720 801-71-00600-0900 801-71-00600-9900 861 11 600
KVADRA 80 LI LED L942 801-71-00942-0700 801-71-00942-0720 801-71-00942-0900 801-71-00942-9900 1378 17 942
KVADRA 80 LI LED L1170 801-71-01170-0700 801-71-01170-0720 801-71-01170-0900 801-71-01170-9900 1722 21 1170
KVADRA 80 LI LED L1512 801-71-01512-0700 801-71-01512-0720 801-71-01512-0900 801-71-01512-9900 2239 27 1512
KVADRA 80 LI LED L1740 801-71-01740-0700 801-71-01740-0720 801-71-01740-0900 801-71-01740-9900 2583 30 1740
KVADRA 80 LI LED L2310 801-71-02310-0700 801-71-02310-0720 801-71-02310-0900 801-71-02310-9900 3444 36 2310
KVADRA 80 LI LED L2880 801-71-02880-0700 801-71-02880-0720 801-71-02880-0900 801-71-02880-9900 4305 46 2880

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl uxes of luminaires with louver 990 or cover 070 are higher. 
Luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“), LED driver type („xx“) and emergency unit type („ee“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 523.  

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 323 with nickel ceiling rose 940-323-500-000 940-323-520-000 940-323-530-000 940-323-510-000
2 Wire suspension for supply 523 940-523-a01-000 940-523-a21-000 940-523-a31-000 940-523-a11-000
3 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

5
Transparent power supply cable 7x1mm2 (for dimmable luminaires 
with EM) 941-603-000-000 941-603-020-000 941-603-030-000 941-603-010-000

KVADRA 80 ................PAGE 41
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990

072

Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover
990   high effi  ciency double parabolic louver 

 made of MIRO + satine cover over LEDs

Upper optical part ("y" in order code)

8   low opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM
01   1h EM 3W without push button and without autotest
02   1h EM 3W with push button and without autotest
03   1h EM 3W with push button and with autotest 
04   3h EM 3W without push button and without autotest
05   3h EM 3W with push button and without autotest
06   3h EM 3W with push button and with autotest 
Luminaires can be supplied with 4W emergency module or DALI emergency module upon request.

KVADRA 80 D/I

with cover 070, 072 and 090

Description

Single, 53mm wide and 80mm high, pendant luminaires 
suitable for direct-indirect illumination of offi  ces, 
representational areas, corridors, stairs, receptions and 
shops. Luminaires are produced from an extruded 
aluminium profi le. In silver anodised version the end caps 
are screwed into the profi le with two stainless steel screws 
(on request it is possible to supply version without screws), 
in painted version the end caps are smooth, without 
visible screws. Luminaire lenghts are optimised to ensure 
homogenous illumination without dark spots at the ends. 
More information about lenghts, technical parameters and 
possible combinations can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

801-72-01170- bbb y - tt aa - xx ee

801-72-01170-0908-0408-0800 
KVADRA 80 HI LED D/I L1170mm, lower 
opal cover 090, upper low opal cover, 
4000K, CRI>80, anodised, dimmable DALI 

LED driver, without EM

801-72-01170-0908-0309-0200 
KVADRA 80 HI LED D/I L1170mm, opal 
cover 090, upper low opal cover, 3000K, 
CRI>80, silver RAL 9006 MS, non-dimmable 

LED driver, without EM

801-73-01170-0708-0103-0801
KVADRA 80 LI LED D/I L1170mm, clear 
micro prismatic cover 070, upper low opal 
cover, 3000K, CRI>90, white RAL 9003 

matt, dimmable DALI LED driver, 1h EM 3W 
without push button and without autotest

optical part
upperlower

with louver 990
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1-10V

KVADRA 80 HI LED D/I

KVADRA 80 HI LED D/I single luminaires, with high intensity LED light source, for direct-indirect illumination, one common light circuit, non-dimmable 
(xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper low opal cover (y=8)

Type Order code Luminaire

with cover/louver with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090   with louver 990 + satine cover

ФD 
(lm)

ФI 
(lm)

P 
(W)

L 
(mm)

KVADRA 80 HI LED L600 D/I 801-72-00600-0708 801-72-00600-0728 801-72-00600-0908 801-72-00600-9908 1722 672 28 600
KVADRA 80 HI LED L942 D/I 801-72-00942-0708 801-72-00942-0728 801-72-00942-0908 801-72-00942-9908 2755 1008 40 942
KVADRA 80 HI LED L1170 D/I 801-72-01170-0708 801-72-01170-0728 801-72-01170-0908 801-72-01170-9908 3444 1344 49 1170
KVADRA 80 HI LED L1512 D/I 801-72-01512-0708 801-72-01512-0728 801-72-01512-0908 801-72-01512-9908 4477 1680 64 1512
KVADRA 80 HI LED L1740 D/I 801-72-01740-0708 801-72-01740-0728 801-72-01740-0908 801-72-01740-9908 5166 2016 74 1740

KVADRA 80 LI LED D/I

KVADRA 80 LI LED D/I single luminaires, with low intensity LED light source, for direct-indirect illumination, one common light circuit, non-dimmable (xx=02) 
or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper low opal cover (y=8)

Type Order code Luminaire

with cover/louver with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090   with louver 990 + satine cover

ФD 
(lm)

ФI 
(lm)

P 
(W)

L 
(mm)

KVADRA 80 LI LED L600 D/I 801-73-00600-0708 801-73-00600-0728 801-73-00600-0908 801-73-00600-9908 861 336 15 600
KVADRA 80 LI LED L942 D/I 801-73-00942-0708 801-73-00942-0728 801-73-00942-0908 801-73-00942-9908 1378 504 23 942
KVADRA 80 LI LED L1170 D/I 801-73-01170-0708 801-73-01170-0728 801-73-01170-0908 801-73-01170-9908 1722 672 29 1170
KVADRA 80 LI LED L1512 D/I 801-73-01512-0708 801-73-01512-0728 801-73-01512-0908 801-73-01512-9908 2239 840 33 1512
KVADRA 80 LI LED L1740 D/I 801-73-01740-0708 801-73-01740-0728 801-73-01740-0908 801-73-01740-9908 2583 1008 38 1740
KVADRA 80 LI LED L2310 D/I 801-73-02310-0708 801-73-02310-0728 801-73-02310-0908 801-73-02310-9908 2239 1344 50 2310
KVADRA 80 LI LED L2880 D/I 801-73-02880-0708 801-73-02880-0728 801-73-02880-0908 801-73-02880-9908 2583 1680 64 2880

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl uxes of luminaires with louver 990 or cover 070 are higher. 
Luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“), LED driver type („xx“) and emergency unit type („ee“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 523.  

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 323 with nickel ceiling rose 940-323-500-000 940-323-520-000 940-323-530-000 940-323-510-000
2 Wire suspension for supply 523 940-523-a01-000 940-523-a21-000 940-523-a31-000 940-523-a11-000
3 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

5
Transparent power supply cable 7x1mm2 (for dimmable luminaires 
with EM) 941-603-000-000 941-603-020-000 941-603-030-000 941-603-010-000
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

052   optics 17° with black circular dark-light baffl  e, 
 spacing 50mm

054   optics 36° with black circular dark-light baffl  e, 
 spacing 50mm

062   optics 17° with black dark-light baffl  e 
 with lamellas shield, spacing 50mm 

064   optics 36° with black dark-light baffl  e 
 with lamellas shield, spacing 50mm

Upper optical part ("y" in order code)

0   without upper optical part
8   low opal cover

LED light source ("tt" in order code)

03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA 80 SPOT

Description

Single, 53mm wide and 80mm high, pendant and surface 
mounted luminaires suitable for direct and direct-indirect 
illumination of offi  ces, representational ares, corridors, 
stairs, receptions and shops. Luminaires are produced 
from an extruded aluminium profi le. In silver anodised 
version the end caps are screwed into the profi le with 
two stainless steel screws (on request it is possible to 
supply version without screws), in painted version the 
end caps are smooth, without visible screws. More 
information about lenghts, technical parameters and 
possible combinations can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

801-78-01206- bbb y - tt aa - xx ee

801-78-1206-0628-0408-0800
KVADRA 80 SPOT HI LED D/I L1206mm, 
lower optics 17° with black dark-light 

baffl  e with lamellas shield, spacing 50mm, 
upper low opal cover, 4000K, CRI>80, 

silver anodised, dimmable DALI LED driver, 
without EM

801-77-1206-0540-0302-0200
KVADRA 80 SPOT HI LED D L1206mm, 
lower optics 36° with black circular dark-
light baffl  e, spacing 50mm, without upper 
optical part, 3000K, CRI>80, black RAL 9005 

matt, non-dimmable LED driver, 
without EM

optical part
upperlower

with upper cover 8

without upper optical part 0
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KVADRA 80 SPOT HI LED D

KVADRA 80 SPOT HI LED D single luminaires, with high intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable DALI (xx=08) LED 
driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, without upper optical part (y=0)

Type Order code Luminaire

with optics 17° and 36° with optics 052 with optics 054 with optics 062 with optics 064 Ф (lm) P (W) L (mm)
KVADRA 80 SPOT HI LED L606 801-76-00606-0520 801-76-00606-0540 801-76-00606-0620 801-76-00606-0640 2908 28 606
KVADRA 80 SPOT HI LED L906 801-76-00906-0520 801-76-00906-0540 801-76-00906-0620 801-76-00906-0640 4362 42 906
KVADRA 80 SPOT HI LED L1206 801-76-01206-0520 801-76-01206-0540 801-76-01206-0620 801-76-01206-0640 5817 56 1206
KVADRA 80 SPOT HI LED L1506 801-76-01506-0520 801-76-01506-0540 801-76-01506-0620 801-76-01506-0640 7271 69 1506
KVADRA 80 SPOT HI LED L1806 801-76-01806-0520 801-76-01806-0540 801-76-01806-0620 801-76-01806-0640 8725 82 1806

KVADRA 80 SPOT HI LED D/I

KVADRA 80 SPOT HI LED D/I single luminaires, with high intensity LED light source, for direct-indirect illumination, 1 common light circuit, non-dimmable (xx=02) or 
dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with low opal cover (y=8)

Type Order code Luminaire

with optics 17° and 36° with optics 052  with optics 054 with optics 062 with optics 064 ФD 
(lm)

ФI 
(lm)

P 
(W)

L 
(mm)

KVADRA 80 SPOT HI LED L606 D/I 801-78-00606-0528 801-78-00606-0548 801-78-00606-0628 801-78-00606-0648 2908 701 36 606
KVADRA 80 SPOT HI LED L906 D/I 801-78-00906-0528 801-78-00906-0548 801-78-00906-0628 801-78-00906-0648 4362 1051 54 906
KVADRA 80 SPOT HI LED L1206 D/I 801-78-01206-0528 801-78-01206-0548 801-78-01206-0628 801-78-01206-0648 5817 1402 72 1206

KVADRA 80 SPOT LI LED D

KVADRA 80 SPOT LI LED D single luminaires, with low intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable DALI (xx=08) LED 
driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, without upper optical part (y=0)

Type Order code Luminaire

with optics 17° and 36° with optics 052 with optics 054 with optics 062 with optics 064 Ф (lm) P (W) L (mm)
KVADRA 80 SPOT LI LED L606 801-77-00606-0520 801-77-00606-0540 801-77-00606-0620 801-77-00606-0640 1554 15 606
KVADRA 80 SPOT LI LED L906 801-77-00906-0520 801-77-00906-0540 801-77-00906-0620 801-77-00906-0640 2331 21 906
KVADRA 80 SPOT LI LED L1206 801-77-01206-0520 801-77-01206-0540 801-77-01206-0620 801-77-01206-0640 3108 28 1206
KVADRA 80 SPOT LI LED L1506 801-77-01506-0520 801-77-01506-0540 801-77-01506-0620 801-77-01506-0640 3884 34 1506
KVADRA 80 SPOT LI LED L1806 801-77-01806-0520 801-77-01806-0540 801-77-01806-0620 801-77-01806-0640 4661 40 1806
KVADRA 80 SPOT LI LED L2406 801-77-02406-0520 801-77-02406-0540 801-77-02406-0620 801-77-02406-0640 6215 54 2406
KVADRA 80 SPOT LI LED L3006 801-77-03006-0520 801-77-03006-0540 801-77-03006-0620 801-77-03006-0640 7769 66 3006

KVADRA 80 SPOT LI LED D/I

KVADRA 80 SPOT LI LED D/I single luminaires, with low intensity LED light source, for direct-indirect illumination, 1 common light circuit, non-dimmable (xx=02) or 
dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with low opal cover (y=8)

Type Order code Luminaire

with optics 17° and 36° with optics 052 with optics 054 with optics 062 with optics 064 ФD 
(lm)

ФI 
(lm)

P 
(W)

L 
(mm)

KVADRA 80 SPOT LI LED L606 D/I 801-79-00606-0528 801-79-00606-0548 801-79-00606-0628 801-79-00606-0648 1554 347 20 606
KVADRA 80 SPOT LI LED L906 D/I 801-79-00906-0528 801-79-00906-0548 801-79-00906-0628 801-79-00906-0648 2331 562 28 906
KVADRA 80 SPOT LI LED L1206 D/I 801-79-01206-0528 801-79-01206-0548 801-79-01206-0628 801-79-01206-0648 3108 749 36 1206
KVADRA 80 SPOT LI LED L1506 D/I 801-79-01506-0528 801-79-01506-0548 801-79-01506-0628 801-79-01506-0648 3884 936 46 1506
KVADRA 80 SPOT LI LED L1806 D/I 801-79-01806-0528 801-79-01806-0548 801-79-01806-0628 801-79-01806-0648 4661 2102 56 1806
KVADRA 80 SPOT LI LED L2406 D/I 801-79-02406-0528 801-79-02406-0548 801-79-02406-0628 801-79-02406-0648 6215 1752 72 2406

Luminous fl ux is stated for luminaires with optics 17°and light source 840. Luminous fl ux of luminaires with optics 36° is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 523. 
Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 323 with nickel ceiling rose 940-323-500-000 940-323-520-000 940-323-530-000 940-323-510-000
2 Wire suspension for supply 523 940-523-a01-000 940-523-a21-000 940-523-a31-000 940-523-a11-000
3 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

Upper optical part ("y" in order code)

8   low opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA 80 WIN

with cover 070, 072 and 090

Description

Single square and rectangular shaped pendant 
luminaires suitable for direct-indirect illumination 
of offi  ces, representational areas, corridors, stairs, 
receptions and shops. The frames of the luminaires are 
produced from 80mm high extruded aluminum profi le. 
Luminaire lenghts are optimised to ensure homogenous 
illumination without dark spots at the ends. More 
information about lenghts, technical parameters and 
possible combinations can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

801-82-00637- bbb y - tt aa - xx ee

801-82-00637-0908-0409-0800
KVADRA 80 WIN HI LED 637x637mm, one 
common light circuit, lower opal cover 090, 
upper low opal cover, 4000K, CRI>80, silver 
RAL 9006 MS, dimmable DALI LED driver, 

without EM

801-83-00637-0708-0108-0800
KVADRA 80 WIN HI LED 637x637mm, one 
common light circuit, lower clear micro 
prismatic cover 070, upper low opal cover, 
3000K, CRI>90, silver anodised, dimmable 

DALI LED driver, without EM

optical part
upperlower
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KVADRA 80 WIN HI LED D/I

KVADRA 80 WIN HI LED single luminaires, with high intensity LED light source, for direct-indirect illumination, one common light circuit, dimmable DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper low opal cover (y=8)

Type Order code Luminaire

with cover with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090   Ф D (lm) Ф l (lm) P (W) L2xL1 (mm)

KVADRA 80 WIN HI LED 352x637 D/I 801-82-30637-0708 801-82-30637-0728 801-82-30637-0908 5166 1389 68 352x637
KVADRA 80 WIN HI LED 352x922 D/I 801-82-30922-0708 801-82-30922-0728 801-82-30922-0908 6888 2083 98 352x922
KVADRA 80 WIN HI LED 352x1207 D/I 801-82-31207-0708 801-82-31207-0728 801-82-31207-0908 8610 2778 122 352x1207
KVADRA 80 WIN HI LED 352x1492 D/I 801-82-31492-0708 801-82-31492-0728 801-82-31492-0908 10332 3472 142 352x1492
KVADRA 80 WIN HI LED 637x637 D/I 801-82-00637-0708 801-82-00637-0728 801-82-00637-0908 6888 1389 85 637x637
KVADRA 80 WIN HI LED 637x922 D/I 801-82-60922-0708 801-82-60922-0728 801-82-60922-0908 8610 2083 114 637x922
KVADRA 80 WIN HI LED 637x1207 D/I 801-82-61207-0708 801-82-61207-0728 801-82-61207-0908 10332 2778 136 637x1207
KVADRA 80 WIN HI LED 637x1492 D/I 801-82-61492-0708 801-82-61492-0728 801-82-61492-0908 12054 3472 162 637x1492
KVADRA 80 WIN HI LED 922x922 D/I 801-82-00922-0708 801-82-00922-0728 801-82-00922-0908 10332 2778 136 922x922
KVADRA 80 WIN HI LED 922x1207 D/I 801-82-91207-0708 801-82-91207-0728 801-82-91207-0908 12054 3472 162 922x1207
KVADRA 80 WIN HI LED 922x1492 D/I 801-82-91492-0708 801-82-91492-0728 801-82-91492-0908 13776 4166 196 922x1492
KVADRA 80 WIN HI LED 1207x1207 D/I 801-82-01207-0708 801-82-01207-0728 801-82-01207-0908 13776 4166 196 1207x1207
KVADRA 80 WIN HI LED 1492x1492 D/I 801-82-01492-0708 801-82-01492-0728 801-82-01492-0908 17220 5555 248 1492x1492

KVADRA 80 WIN LI LED D/I

KVADRA 80 WIN LI LED single luminaires, with low intensity LED light source, for direct-indirect illumination, one common light circuit, dimmable DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper low opal cover (y=8)

Type Order code Luminaire

with cover with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090   Ф D (lm) Ф l (lm) P (W) L2xL1 (mm)

KVADRA 80 WIN LI LED 352x637 D/I 801-83-30637-0708 801-83-30637-0728 801-83-30637-0908 2583 694 35 352x637
KVADRA 80 WIN LI LED 352x922 D/I 801-83-30922-0708 801-83-30922-0728 801-83-30922-0908 3444 1042 49 352x922
KVADRA 80 WIN LI LED 352x1207 D/I 801-83-31207-0708 801-83-31207-0728 801-83-31207-0908 4305 1389 59 352x1207
KVADRA 80 WIN LI LED 352x1492 D/I 801-83-31492-0708 801-83-31492-0728 801-83-31492-0908 5166 1736 72 352x1492
KVADRA 80 WIN LI LED 637x637 D/I 801-83-00637-0708 801-83-00637-0728 801-83-00637-0908 3444 697 44 637x637
KVADRA 80 WIN LI LED 637x922 D/I 801-83-60922-0708 801-83-60922-0728 801-83-60922-0908 4305 1042 56 637x922
KVADRA 80 WIN LI LED 637x1207 D/I 801-83-61207-0708 801-83-61207-0728 801-83-61207-0908 5166 1389 68 637x1207
KVADRA 80 WIN LI LED 637x1492 D/I 801-83-61492-0708 801-83-61492-0728 801-83-61492-0908 6027 1736 80 637x1492
KVADRA 80 WIN LI LED 922x922 D/I 801-83-00922-0708 801-83-00922-0728 801-83-00922-0908 5166 1389 64 922x922
KVADRA 80 WIN LI LED 922x1207 D/I 801-83-91207-0708 801-83-91207-0728 801-83-91207-0908 6027 1736 80 922x1207
KVADRA 80 WIN LI LED 922x1492 D/I 801-83-91492-0708 801-83-91492-0728 801-83-91492-0908 5166 2083 98 922x1492
KVADRA 80 WIN LI LED 1207x1207 D/I 801-83-01207-0708 801-83-01207-0728 801-83-01207-0908 6888 2083 98 1207x1207
KVADRA 80 WIN LI LED 1492x1492 D/I 801-83-01492-0708 801-83-01492-0728 801-83-01492-0908 8610 2778 114 1492x1492

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux of 
luminaires with cover 072 is lower.

Type of LEDs („tt“) and luminaire colour („aa“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 523. 

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 323 with nickel ceiling rose 940-323-500-000 940-323-520-000 940-323-530-000 940-323-510-000
2 Wire suspension for supply 523 940-523-a01-000 940-523-a21-000 940-523-a31-000 940-523-a11-000
3 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

KVADRA 80 WIN

/ 111 /



070

072

090

8

990

059

3

991

10
6 11

4

53
50

10
6 12

2

53
50

10
6

53
50

Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover
059   dropped smooth opal polycarbonate cover
990   high effi  ciency double parabolic louver 

 made of MIRO + satine cover over LEDs
991   high effi  ciency double parabolic louver 

 made of MIRO + clear linear collimator 60° 
 over LEDs

Upper optical part ("y" in order code)

3   raised opal cover
8   low opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Module type ("nn" in order code)

72  HI LED light source and 1 common light circuit
73  LI LED light source and 1 common light circuit
74  HI LED light source and 2 separate light circuits
75  LI LED light source and 2 separate light circuits

Emergency unit (EM) ("ee" in order code)
00   without EM
Luminaires can be supplied with emergency unit upon request. More information at www.inge.cz.

KVADRA 106

with cover  
070, 072 and 090
and upper cover 3

with cover 059
and upper cover 3

with louver 990 and 991
and upper cover 8

Description

Single, 53mm wide and 106mm high, pendant luminaires 
suitable for direct-indirect illumination of offi  ces, 
representational areas, corridors, stairs, receptions and 
shops. Luminaires are produced from an aluminium 
profi le. In silver anodised version the end caps are 
screwed into the profi le with four stainless steel screws, 
in painted version the end caps are smooth, without 
visible screws. Upper opal cover ensures maximum 
effi  ciency and uniformity of light for indirect illumination. 
Luminaires are supplied in versions with one or two 
independent circuits for direct and indirect illumination.

 Order code 

 Example 

LEDmodule type electrical 
equipment

luminaire
colour

emergency
unit

803- nn -01170- bbb y - tt aa - xx ee

803-74-01170-0708-0403-0800
KVADRA 106 HI LED L1170mm, 2 separate 
light circuits, lower clear micro prismatic 
cover 070, upper lower opal cover,  4000K, 
CRI>80, white RAL 9003 matt, dimmable 

DALI LED drivers, without EM

803-73-01170-0903-0103-0200
KVADRA 106 LI LED L1170mm, 1 common 
light circuit, lower opal cover 090, upper 
raised opal cover,  3000K, CRI>90, white 
RAL 9003 matt, non-dimmable LED driver, 

without EM

optical part
upperlower
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1-10V

KVADRA 106 HI LED

KVADRA 106 HI LED single pendant luminaires, with high intensity LED light source, for direct-indirect illumination, one common circuit (nn=72) or two 
separate light circuits (nn=74), non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal 
block, with upper low opal cover (y=8) or raised opal cover (y=3)

Type Order code Luminaire

with cover with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090   with OP cover 

059   Ф (lm) P (W) L (mm)

KVADRA 106 HI LED L1170 803-nn-01170-070y 803-nn-01170-072y 803-nn-01170-090y 803-nn-01170-059y 6888 74 1170
KVADRA 106 HI LED L1512 803-nn-01512-070y 803-nn-01512-072y 803-nn-01512-090y 803-nn-01512-059y 8954 98 1512
KVADRA 106 HI LED L1740 803-nn-01740-070y 803-nn-01740-072y 803-nn-01740-090y 803-nn-01740-059y 10332 110 1740
KVADRA 106 HI LED L2310 803-nn-02310-070y 803-nn-02310-072y 803-nn-02310-090y 803-nn-02310-059y 13776 142 2310
KVADRA 106 HI LED L2880 803-nn-02880-070y 803-nn-02880-072y 803-nn-02880-090y 803-nn-02880-059y 17220 174 2880

Type Order code Luminaire

with louver with louver 990 and satine cover with louver 991 and clear optics Ф (lm) P (W) L (mm)
KVADRA 106 HI LED L1170 803-nn-01170-990y 803-nn-01170-991y 7241 74 1170
KVADRA 106 HI LED L1512 803-nn-01512-990y 803-nn-01512-991y 9413 98 1512
KVADRA 106 HI LED L1740 803-nn-01740-990y 803-nn-01740-991y 10861 110 1740
KVADRA 106 HI LED L2310 803-nn-02310-990y 803-nn-02310-991y 14482 142 2310
KVADRA 106 HI LED L2880 803-nn-02880-990y 803-nn-02880-991y 19102 174 2880

KVADRA 106 LI LED

KVADRA 106 LI LED single pendant luminaires, with low intensity LED light source, for direct-indirect illumination, one common circuit (nn=73) or two 
separate light circuits (nn=75), non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal 
block, with upper low opal cover (y=8) or raised opal cover (y=3)

Type Order code Luminaire

with cover with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090   with OP cover 

059   Ф (lm) P (W) L (mm)

KVADRA 106 LI LED L1170 803-nn-01170-070y 803-nn-01170-072y 803-nn-01170-090y 803-nn-01170-059y 3444 42 1170
KVADRA 106 LI LED L1512 803-nn-01512-070y 803-nn-01512-072y 803-nn-01512-090y 803-nn-01512-059y 4478 54 1512
KVADRA 106 LI LED L1740 803-nn-01740-070y 803-nn-01740-072y 803-nn-01740-090y 803-nn-01740-059y 5166 60 1740
KVADRA 106 LI LED L2310 803-nn-02310-070y 803-nn-02310-072y 803-nn-02310-090y 803-nn-02310-059y 6888 72 2310
KVADRA 106 LI LED L2880 803-nn-02880-070y 803-nn-02880-072y 803-nn-02880-090y 803-nn-02880-059y 8610 92 2880

Type Order code Luminaire

with louver with louver 990 and satine cover with louver 991 and clear optics Ф (lm) P (W) L (mm)
KVADRA 106 LI LED L1170 803-nn-01170-990y 803-nn-01170-991y 3620 42 1170
KVADRA 106 LI LED L1512 803-nn-01512-990y 803-nn-01512-991y 4707 54 1512
KVADRA 106 LI LED L1740 803-nn-01740-990y 803-nn-01740-991y 5431 60 1740
KVADRA 106 LI LED L2310 803-nn-02310-990y 803-nn-02310-991y 7241 72 2310
KVADRA 106 LI LED L2880 803-nn-02880-990y 803-nn-02880-991y 9051 92 2880

Luminous fl ux is stated for luminaires with light source 840, lower opal cover 090 or louver 990 and upper low opal cover. Luminous fl uxes of luminaires with 
louver 991 or cover 070 and 059 are higher. Luminous fl ux of luminaires with cover 072 is lower.

Type of module („nn“), upper optical part („y“), type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable.
Ceiling rose colour must be specifi ed for suspensions type 521. 
Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 900 940-900-500-000 940-900-520-000 940-900-530-000 940-900-510-000
2 Wire suspension for supply 521 940-521-a01-000 940-521-a21-000 940-521-a31-000 940-521-a11-000
3 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

5
Transparent power supply cable 7x1mm2 (for dimmable luminaires 
with EM) 941-603-000-000 941-603-020-000 941-603-030-000 941-603-010-000

KVADRA 106 .....PAGE 42, 43
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

Upper optical part ("y" in order code)

3   raised opal cover
8   low opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K 
 (available only for LI LED luminaires with one 
 common light circuit)

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
08   dimmable DALI LED driver

Module type ("nn" in order code)

62  HI LED light source and 1 common light circuit
63  LI LED light source and 1 common light circuit
64  HI LED light source and 2 separate light circuits
65  LI LED light source and 2 separate light circuits

Emergency unit (EM) ("ee" in order code)
00   without EM

KVADRA 106 W

with lower cover 
070, 072 and 090

Description

Single, 53mm wide and 106mm high, wall mounted 
luminaires suitable for direct, direct-indirect or indirect 
decorative illumination of representational areas, 
corridors, stairs, receptions and shops. Luminaires 
are produced from an extruded aluminium profi le. 
In silver anodised version the end caps are screwed into 
the profi le with four stainless steel screws (on request 
it is possible to supply version without screws), in painted 
version the end caps are smooth, without visible screws. 
Luminaires are delivered with wall bracket in the colour 
of the luminaire. 

 Order code 

 Example 

LEDmodule type electrical 
equipment

luminaire
colour

emergency
unit

803- nn -01170- bbb y - tt aa - xx ee

803-64-01170-0908-0403‒0800
KVADRA 106 W HI LED L1170mm, 

2 separate light circuits, lower opal cover 
090, upper low opal cover,  4000K, CRI>80, 
white RAL 9003 matt, dimmable DALI LED 

drivers, without EM

803-62-01170-0708-0103‒0800
KVADRA 106 W LI LED L1170mm, 

1 common light circuit, lower micro prismatic 
cover 070, upper low opal cover,  3000K, 
CRI>90, white RAL 9003 matt, dimmable 

DALI LED driver, without EM

optical part
upperlower
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KVADRA 106 W HI LED

KVADRA 106 W HI LED wall luminaires, with high intensity LED light source, for direct-indirect illumination, one common light circuit (nn=62), non-dimmable 
(xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper low opal cover (y=8) or raised opal cover (y=3) 
and 550mm long wall bracket in the colour of the luminaire

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
KVADRA 106 W HI LED L600 803-62-00600-070y 803-62-00600-072y 803-62-00600-090y 3444 42 600
KVADRA 106 W HI LED L942 803-62-00942-070y 803-62-00942-072y 803-62-00942-090y 5510 64 942
KVADRA 106 W HI LED L1170 803-62-01170-070y 803-62-01170-072y 803-62-01170-090y 6888 74 1170
KVADRA 106 W HI LED L1512 803-62-01512-070y 803-62-01512-072y 803-62-01512-090y 8954 98 1512

KVADRA 106 W HI LED

KVADRA 106 W HI LED wall luminaires, with high intensity LED light source, for direct-indirect illumination, two separate light circuit (nn=64), non-dimmable 
(xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper low opal cover (y=8) or raised opal cover (y=3) 
and 550mm long wall bracket in the colour of the luminaire

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
KVADRA 106 W HI LED L600 803-64-00600-070y 803-64-00600-072y 803-64-00600-090y 3444 42 600
KVADRA 106 W HI LED L942 803-64-00942-070y 803-64-00942-072y 803-64-00942-090y 5510 64 942
KVADRA 106 W HI LED L1170 803-64-01170-070y 803-64-01170-072y 803-64-01170-090y 6888 74 1170
KVADRA 106 W HI LED L1512 803-64-01512-070y 803-64-01512-072y 803-64-01512-090y 8954 98 1512

KVADRA 106 W LI LED

KVADRA 106 W LI LED wall luminaires, with low intensity LED light source, for direct-indirect illumination, one common light circuit (nn=63), non-dimmable 
(xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper low opal cover (y=8) or raised opal cover (y=3) 
and 550mm long wall bracket in the colour of the luminaire

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
KVADRA 106 W LI LED L600 803-63-00600-070y 803-63-00600-072y 803-63-00600-090y 1722 22 600
KVADRA 106 W LI LED L942 803-63-00942-070y 803-63-00942-072y 803-63-00942-090y 2756 34 942
KVADRA 106 W LI LED L1170 803-63-01170-070y 803-63-01170-072y 803-63-01170-090y 6888 72 1170
KVADRA 106 W LI LED L1512 803-63-01512-070y 803-63-01512-072y 803-63-01512-090y 8610 92 1512

KVADRA 106 W LI LED

KVADRA 106 W LI LED wall luminaires, with low intensity LED light source, for direct-indirect illumination, two separate light circuit (nn=65), non-dimmable 
(xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper low opal cover (y=8) or raised opal cover (y=3) 
and 550mm long wall bracket in the colour of the luminaire

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
KVADRA 106 W LI LED L600 803-65-00600-070y 803-65-00600-072y 803-65-00600-090y 1722 22 600
KVADRA 106 W LI LED L942 803-65-00942-070y 803-65-00942-072y 803-65-00942-090y 2756 34 942
KVADRA 106 W LI LED L1170 803-65-01170-070y 803-65-01170-072y 803-65-01170-090y 6888 72 1170
KVADRA 106 W LI LED L1512 803-65-01512-070y 803-65-01512-072y 803-65-01512-090y 8610 92 1512

Luminous fl ux is stated for luminaires with light source 840, lower opal cover 090 and upper low opal cover. Luminous fl ux of luminaires with cover 070 is 
higher, luminous fl ux of luminaires with cover 072 is lower.

Type of module („nn“), upper optical part („y“), type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

KVADRA 106 W ........PAGE 43
REALIZATION ............PAGE 18
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

Upper optical part ("y" in order code)

8   low opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM
Luminaires can be supplied with emergency unit upon request. More information at www.inge.cz.

KVADRA 106 S
system of pendant luminaires

with low cover
070, 072 and 090

Description

Universal modular system of luminaires designed for 
creating lines or structures. System KVADRA 106 S is 
suitable for complex projects of conference and entrance 
halls, reconstructions of old industrial buildings, offi  ces, 
representational areas, corridors and shops.
KVADRA 106 S system off ers maximal user freedom 
during the designing of a particular lighting solution. 
Luminaires are produced as middle and end modules 
which can be joined together with connectors. 
Luminaire lenghts are optimised to ensure homogenous 
illumination without dark spots in luminaire connections 
and at the ends of luminaires. Luminaires are available 
in modulation lenght of 57mm. More information about 
lenghts, technical parameters and possible combinations 
can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

803-54-01725- bbb y - tt aa - xx ee

803-54-01725-0908-0408-0800
KVADRA 106 S HI LED L1725mm, 

2 separate light circuits, end module, lower 
opal cover 090, upper low opal cover, 
4000K, CRI>80,  anodised, dimmable DALI 

LED drivers, without EM

803-56-01828-0708-0303-0800
KVADRA 106 S HI LED L1828mm, 2 separate 
light circuits, middle module, lower micro 
prismatic cover 070, upper low opal cover, 
3000K, CRI>80, white RAL 9003 matt, 
dimmable DALI LED drivers, without EM

optical part
upperlower
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END LUMINAIRES KVADRA 106 S HI LED

KVADRA 106 S HI LED end luminaires, with high intensity LED light source, two separate light circuits, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, 
with two fi ve-pole terminal blocks and through wiring 5x1,5mm2, with upper low opal cover (y=8)

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090  Ф (lm) P (W) L (mm)
KVADRA 106 S HI LED L1497 DALI 803-54-01497-0708 803-54-01497-0728 803-54-01497-0908 8954 98 1497
KVADRA 106 S HI LED L1611 DALI 803-54-01611-0708 803-54-01611-0728 803-54-01611-0908 9644 100 1611
KVADRA 106 S HI LED L1725 DALI 803-54-01725-0708 803-54-01725-0728 803-54-01725-0908 10332 110 1725
KVADRA 106 S HI LED L1839 DALI 803-54-01839-0708 803-54-01839-0728 803-54-01839-0908 11020 114 1839
KVADRA 106 S HI LED L1953 DALI 803-54-01953-0708 803-54-01953-0728 803-54-01953-0908 11710 122 1953
KVADRA 106 S HI LED L2067 DALI 803-54-02067-0708 803-54-02067-0728 803-54-02067-0908 12398 128 2067
KVADRA 106 S HI LED L2181 DALI 803-54-02181-0708 803-54-02181-0728 803-54-02181-0908 13088 136 2181
KVADRA 106 S HI LED L2295 DALI 803-54-02295-0708 803-54-02295-0728 803-54-02295-0908 13776 142 2295
KVADRA 106 S HI LED L2409 DALI 803-54-02409-0708 803-54-02409-0728 803-54-02409-0908 14464 148 2409
KVADRA 106 S HI LED L2523 DALI 803-54-02523-0708 803-54-02523-0728 803-54-02523-0908 15154 158 2523
KVADRA 106 S HI LED L2637 DALI 803-54-02637-0708 803-54-02637-0728 803-54-02637-0908 15842 162 2637
KVADRA 106 S HI LED L2751 DALI 803-54-02751-0708 803-54-02751-0728 803-54-02751-0908 16532 170 2751
KVADRA 106 S HI LED L2865 DALI 803-54-02865-0708 803-54-02865-0728 803-54-02865-0908 17220 174 2865

MIDDLE LUMINAIRES KVADRA 106 S HI LED

KVADRA 106 S HI LED middle luminaires, with high intensity LED light source, two separate light circuits, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, 
with two fi ve-pole terminal blocks and through  wiring 5x1,5mm2, with upper low opal cover (y=8)

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090  Ф (lm) P (W) L (mm)
KVADRA 106 S HI LED L1828 DALI 803-56-01828-0708 803-56-01828-0728 803-56-01828-0908 11020 114 1828
KVADRA 106 S HI LED L1942 DALI 803-56-01942-0708 803-56-01942-0728 803-56-01942-0908 11710 122 1942
KVADRA 106 S HI LED L2056 DALI 803-56-02056-0708 803-56-02056-0728 803-56-02056-0908 12398 128 2056
KVADRA 106 S HI LED L2170 DALI 803-56-02170-0708 803-56-02170-0728 803-56-02170-0908 13088 136 2170
KVADRA 106 S HI LED L2284 DALI 803-56-02284-0708 803-56-02284-0728 803-56-02284-0908 13776 142 2284
KVADRA 106 S HI LED L2398 DALI 803-56-02398-0708 803-56-02398-0728 803-56-02398-0908 14464 148 2398
KVADRA 106 S HI LED L2512 DALI 803-56-02512-0708 803-56-02512-0728 803-56-02512-0908 15154 158 2512
KVADRA 106 S HI LED L2626 DALI 803-56-02626-0708 803-56-02626-0728 803-56-02626-0908 15842 162 2626
KVADRA 106 S HI LED L2740 DALI 803-56-02740-0708 803-56-02740-0728 803-56-02740-0908 16532 170 2740
KVADRA 106 S HI LED L2854 DALI 803-56-02854-0708 803-56-02854-0728 803-56-02854-0908 17220 174 2854

Luminous fl ux is stated for luminaires with light source 840, lower opal cover 090 and upper low opal cover. Luminous fl ux of luminaires with cover 070 is 
higher, luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“), LED driver type („xx“) and type of emergency unit („ee“) must be specifi ed when placing order.

To connect end luminaires and middle luminaires, it is necessary to order direct connectors K2 (see KVADRA 106 S accessories).
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KVADRA 106 S
accessories

KVADRA 106 S luminaires can be connected using K2 connectors. End luminaires and middle luminaires are supplied without direct connectors 
KVADRA 106 S K2. Fully illuminated connectors T, X and L are supplied with direct connectors K2.

Fully iIlluminated T, X and L connectors are manufactured in version for direct illumination (nn = 50) or in version for direct-indirect illumination with one 
common light circuit (nn = 52). Connectors cannot be supplied with two independent light circuits.

Type of connectors KVADRA 106 S ("nn" in order code)

50  for direct illumination
52  for direct-indirect illumination with 1 common light circuit

Pic. Type Description Order code

 
a KVADRA 106 K1 silver anodised end cap with screws 803-901-800-000 
b KVADRA 106 S K2 direct connector 803-902-800-030

with lower cover with clear cover 070 with satine MP 
cover 072 with OP cover 090

c KVADRA 106 S K3 HI LED fully illuminated T connector 575x575mm 803-nn-00003-0700 803-nn-00003-0720 803-nn-00003-0900
d KVADRA 106 S K4 HI LED fully illuminated X connector 575x575mm 803-nn-00004-0700 803-nn-00004-0720 803-nn-00004-0900
e KVADRA 106 S K5 HI LED fully illuminated L connector 575x575mm 803-nn-00005-0700 803-nn-00005-0720 803-nn-00005-0900
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PENDANT LUMINAIRES

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable.
Ceiling rose colour must be specifi ed for suspensions type 521. 

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 900 940-900-500-000 940-900-520-000 940-900-530-000 940-900-510-000
2 Wire suspension for supply 521 940-521-a01-000 940-521-a21-000 940-521-a31-000 940-521-a11-000
3 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000
4 Transparent power supply cable 7x1mm2 (for dimmable luminaires with EM) 941-603-000-000 941-603-020-000 941-603-030-000 941-603-010-000

5 Connecting wires 5x1,5mm2, lenght 400mm  940-700-400-045
6 Connecting wires 7x1,5mm2,  lenght 400mm 940-700-400-047
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

pendant - external LED driver is placed in separate gear box ‒ ceiling rose
surface mounted - external LED driver in separate gear box 
must be placed separately into the ceiling or wall

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver - available only 
 for lenght up to 1512mm

08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

LINEA 40
with low cover

with cover 070, 072 and 090

Description

Single, 80mm wide and 40mm high, pendant, surface 
and wall mounted luminaires with light characteristics 
suitable for direct illumination of representational areas, 
corridors, stairs, receptions and shops. Luminaires are 
produced from an extruded aluminium profi le. In silver 
anodised version the end caps are screwed into the 
profi le with two stainless steel screws (on request it is 
possible to supply a version without screws), in painted 
version the end caps are smooth, without visible screws. 
External LED driver in white painted (RAL 9003 matt) 
ceiling rose is delivered as part of the luminaire. 

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

809-70-01170- bbb 0- tt aa - xx ee

809-70-01170-0900-0408-0800
LINEA 40 HI LED L1170mm, opal cover 
090, 4000K, CRI>80, anodised, external 
dimmable DALI LED driver, without EM

809-71-01170-0700-0309-0200
LINEA 40 LI LED L1170mm, clear micro 
prismatic cover 070, 3000K, CRI>80, silver 
RAL 9006 MS, external non-dimmable LED 

driver, without EM

external driver in separate gear box 

- ceiling rose

80

40
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1-10V

LINEA 40 HI LED

LINEA 40 HI LED single luminaires, with high intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED 
driver in separate gear box -  ceiling rose, 230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
LINEA 40 HI LED L600 809-70-00600-0700 809-70-00600-0720 809-70-00600-0900 1722 21 600
LINEA 40 HI LED L942 809-70-00942-0700 809-70-00942-0720 809-70-00942-0900 2755 32 942
LINEA 40 HI LED L1170 809-70-01170-0700 809-70-01170-0720 809-70-01170-0900 3444 36 1170
LINEA 40 HI LED L1512 809-70-01512-0700 809-70-01512-0720 809-70-01512-0900 4477 49 1512
LINEA 40 HI LED L1740 809-70-01740-0700 809-70-01740-0720 809-70-01740-0900 5166 55 1740
LINEA 40 HI LED L2310 809-70-02310-0700 809-70-02310-0720 809-70-02310-0900 6888 71 2310
LINEA 40 HI LED L2880 809-70-02880-0700 809-70-02880-0720 809-70-02880-0900 8610 87 2880

LINEA 40 LI LED

LINEA 40 LI LED single luminaires, with low intensity LED light source, external non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver 
in separate gear box -  ceiling rose, 230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
LINEA 40 LI LED L600 809-71-00600-0700 809-71-00600-0720 809-71-00600-0900 861 11 600
LINEA 40 LI LED L942 809-71-00942-0700 809-71-00942-0720 809-71-00942-0900 1378 17 942
LINEA 40 LI LED L1170 809-71-01170-0700 809-71-01170-0720 809-71-01170-0900 1722 21 1170
LINEA 40 LI LED L1512 809-71-01512-0700 809-71-01512-0720 809-71-01512-0900 2239 27 1512
LINEA 40 LI LED L1740 809-71-01740-0700 809-71-01740-0720 809-71-01740-0900 2583 30 1740
LINEA 40 LI LED L2310 809-71-02310-0700 809-71-02310-0720 809-71-02310-0900 3444 36 2310
LINEA 40 LI LED L2880 809-71-02880-0700 809-71-02880-0720 809-71-02880-0900 4305 46 2880

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux 
of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with one 2m long suspension and 2m long connecting cable between LED driver and luminaire.
To suspend the luminaire, it is necessary to order suspensions.

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000

2
External LED driver in separate gear box - ceiling rose 
(linear or compact) part of luminaire
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 mattt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

039   high opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

LINEA 40
with high cover

with cover 039

Description

Single, 80mm wide and 80mm high, pendant, 
surface and wall mounted luminaires with wide 
light characteristics suitable for direct illumination 
of representational areas, corridors, stairs, receptions 
and shops. Luminaires are produced from an extruded 
aluminium profi le. In silver anodised version the end 
caps are screwed into the profi le with two stainless 
steel screws (on request it is possible to supply a version 
without screws), in painted version the end caps are 
smooth, without visible screws. 

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

809-70-01170- bbb 0- tt aa - xx ee

809-70-01170-0390-0408-0800
LINEA 40 HI LED L1170mm, high opal 
cover 039, 4000K, CRI>80, anodised, 
dimmable DALI LED driver, without EM

809-70-01170-0390-0309-0200
LINEA 40 HI LED L1170mm, high opal 
cover 039, 3000K, CRI>80, silver RAL 9006 
MS, non-dimmable LED driver, without EM

809-71-01170-0390-0103-0800
LINEA 40 LI LED L1170mm, high opal cover 
039, 3000K, CRI>90, white RAL 9003 matt, 

dimmable DALI LED driver, 
without EM/ 122 /
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1-10V

LINEA 40 HI LED

LINEA 40 HI LED single luminaires, with high intensity LED light source, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 
230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with OP cover 039 Ф (lm) P (W) L (mm)
LINEA 40 HI LED L600 809-70-00600-0390 1792 21 600
LINEA 40 HI LED L942 809-70-00942-0390 2867 32 942
LINEA 40 HI LED L1170 809-70-01170-0390 3584 36 1170
LINEA 40 HI LED L1512 809-70-01512-0390 4659 49 1512
LINEA 40 HI LED L1740 809-70-01740-0390 5376 55 1740
LINEA 40 HI LED L2310 809-70-02310-0390 7168 71 2310
LINEA 40 HI LED L2880 809-70-02880-0390 8960 87 2880

LINEA 40 LI LED

LINEA 40 LI LED single luminaires, with low intensity LED light source, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 
230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with OP cover 039 Ф (lm) P (W) L (mm)
LINEA 40 LI LED L600 809-71-00600-0390 896 11 600
LINEA 40 LI LED L942 809-71-00942-0390 1434 17 942
LINEA 40 LI LED L1170 809-71-01170-0390 1792 21 1170
LINEA 40 LI LED L1512 809-71-01512-0390 2330 27 1512
LINEA 40 LI LED L1740 809-71-01740-0390 2688 30 1740
LINEA 40 LI LED L2310 809-71-02310-0390 3584 36 2310
LINEA 40 LI LED L2880 809-71-02880-0390 4480 46 2880

Luminous fl ux is stated for luminaires with light source 840.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions.
Ceiling rose colour must be specifi ed for suspensions type 518.  

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000
2 Wire suspension for supply 518 940-518-a01-000 940-518-a21-000 940-518-a31-000 940-518-a11-000
3 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover
057   tiltable optics +/- 30° with clear MP cover
990   high effi  ciency double parabolic louver 

 made of MIRO + satine cover over LEDs

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM
01   1h EM 3W without push button and without autotest
02   1h EM 3W with push button and without autotest
03   1h EM 3W with push button and with autotest 
04   3h EM 3W without push button and without autotest
05   3h EM 3W with push button and without autotest
06   3h EM 3W with push button and with autotest 
Luminaires can be supplied with 4W emergency module or DALI emergency module upon request.

LINEA 80

with cover 070, 072 and 090

with tiltable optics 057

with louver 990

Description

Single, 80mm wide and 80mm 
high, pendant, surface and wall 
mounted luminaires suitable for direct 
illumination of offi  ces, representational 
areas, corridors, stairs, receptions and 
shops. Using a trimless installation set, 
luminaires can be also reccesed into 
the ceiling. Luminaires are produced 
from an extruded aluminium profi le. 
In silver anodised version the end 
caps are screwed into the profi le 
with four stainless steel screws (on 
request it is possible to supply version 
without screws), in painted version 
the end caps are smooth, without 
visible screws. Luminaire lenghts are 
optimised to ensure homogenous 
illumination without dark spots 
at the ends. Luminaires are available 
in modulation lenght of 57mm. More 
information about lenghts, technical 
parameters and possible combinations 
can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

807-70-01170- bbb 0- tt aa - xx ee

807-70-01170-0570-0408-0800
LINEA 80 HI LED L1170mm, tiltable optics 
057, 4000K, CRI>80, anodised, dimmable 

DALI LED driver, without EM

807-70-01170-0900-0309-0200
LINEA 80 HI LED L1170mm, opal cover 090, 
3000K, CRI>80, silver RAL 9006 MS, 
non-dimmable LED driver, without EM

807-71-01170-0700-0103-0801
LINEA 80 LI LED L1170mm, clear micro 
prismatic cover 070, 3000K, CRI>90, white 
RAL 9003 matt, dimmable DALI LED driver, 
1h emergency unit 3W without push button 

and without autotest
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1-10V

LINEA 80 HI LED

LINEA 80 HI LED single luminaires, with high intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
LINEA 80 HI LED L600 807-70-00600-0700 807-70-00600-0720 807-70-00600-0900 1722 21 600
LINEA 80 HI LED L942 807-70-00942-0700 807-70-00942-0720 807-70-00942-0900 2755 32 942
LINEA 80 HI LED L1170 807-70-01170-0700 807-70-01170-0720 807-70-01170-0900 3444 36 1170
LINEA 80 HI LED L1512 807-70-01512-0700 807-70-01512-0720 807-70-01512-0900 4477 49 1512
LINEA 80 HI LED L1740 807-70-01740-0700 807-70-01740-0720 807-70-01740-0900 5166 55 1740
LINEA 80 HI LED L2310 807-70-02310-0700 807-70-02310-0720 807-70-02310-0900 6888 71 2310
LINEA 80 HI LED L2880 807-70-02880-0700 807-70-02880-0720 807-70-02880-0900 8610 87 2880

Type Order code Luminaire

with louver/optics with louver 990 and satine cover with tiltable optics 057 Ф (lm) P (W) L (mm)
LINEA 80 HI LED L600 807-70-00600-9900 807-70-00600-0570 1898 21 600
LINEA 80 HI LED L942 807-70-00942-9900 807-70-00942-0570 3037 32 942
LINEA 80 HI LED L1170 807-70-01170-9900 807-70-01170-0570 3797 36 1170
LINEA 80 HI LED L1512 807-70-01512-9900 807-70-01512-0570 4936 49 1512
LINEA 80 HI LED L1740 807-70-01740-9900 807-70-01740-0570 5695 55 1740
LINEA 80 HI LED L2310 807-70-02310-9900 807-70-02310-0570 7594 71 2310
LINEA 80 HI LED L2880 807-70-02880-9900 807-70-02880-0570 9492 87 2880

LINEA 80 LI LED

LINEA 80 LI LED single luminaires, with low intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L (mm)
LINEA 80 LI LED L600 807-71-00600-0700 807-71-00600-0720 807-71-00600-0900 861 11 600
LINEA 80 LI LED L942 807-71-00942-0700 807-71-00942-0720 807-71-00942-0900 1378 17 942
LINEA 80 LI LED L1170 807-71-01170-0700 807-71-01170-0720 807-71-01170-0900 1722 21 1170
LINEA 80 LI LED L1512 807-71-01512-0700 807-71-01512-0720 807-71-01512-0900 2239 27 1512
LINEA 80 LI LED L1740 807-71-01740-0700 807-71-01740-0720 807-71-01740-0900 2583 30 1740
LINEA 80 LI LED L2310 807-71-02310-0700 807-71-02310-0720 807-71-02310-0900 3444 36 2310
LINEA 80 LI LED L2880 807-71-02880-0700 807-71-02880-0720 807-71-02880-0900 4305 46 2880

Type Order code Luminaire

with louver/optics with louver 990 and satine cover with tiltable optics 057 Ф (lm) P (W) L (mm)
LINEA 80 LI LED L600 807-71-00600-9900 807-71-00600-0570 949 11 600
LINEA 80 LI LED L942 807-71-00942-9900 807-71-00942-0570 1519 17 942
LINEA 80 LI LED L1170 807-71-01170-9900 807-71-01170-0570 1898 21 1170
LINEA 80 LI LED L1512 807-71-01512-9900 807-71-01512-0570 2468 27 1512
LINEA 80 LI LED L1740 807-71-01740-9900 807-71-01740-0570 2848 30 1740
LINEA 80 LI LED L2310 807-71-02310-9900 807-71-02310-0570 3797 36 2310
LINEA 80 LI LED L2880 807-71-02880-9900 807-71-02880-0570 4746 46 2880

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090 or louver 990. Luminous fl uxes of luminaires with louver 991 or cover 070 
and 059 are higher, luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“), LED driver type („xx“) and emergency unit type („ee“) must be specifi ed when placing order.

LINEA 80 ..............PAGE 44, 45
REALIZATION ............PAGE 13
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PENDANT LUMINAIRES
To suspend the luminaire, it is necessary to order suspensions and power supply cable.
Ceiling rose colour must be specifi ed for suspensions type 518 a 522. 

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000
2 Wire suspension for supply 518 940-518-a01-000 940-518-a21-000 940-518-a31-000 940-518-a11-000
3 Tiltable wire suspension 322 with nickel ceiling rose 940-322-500-000 940-322-520-000 940-322-530-000 940-322-510-000
4 Tiltable wire suspension for supply 522 940-522-a01-000 940-522-a21-000 940-522-a31-000 940-522-a11-000
5 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
6 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

7
Transparent power supply cable 7x1mm2 (for dimmable luminaires 
with EM) 941-603-000-000 941-603-020-000 941-603-030-000 941-603-010-000

WALL MOUNTED LUMINAIRES
For wall mounted installation, it is necessary to order KVADRA 70 KN2 brackets. 
Upon request, luminaires can be supplied with additional hole for power supply led through KN2 bracket to the wall. 

KN2 wall bracket colour ("a" in order code)
2   black RAL 9005 matt ‒ on request
3   white RAL 9003 matt ‒ standard
4   other RAL (must be specifi ed) ‒ on request

8   anodised (standard)
9   silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code
8 Wall bracket KVADRA 70 KN2 (1pc) 805-900-a00-062

LINEA 80
accessories

/ 126 /



1B1A 1C

97
80

25

12
,5

144

80
87

124

Trimless set is designed for installation of LINEA 80 luminaires into plasterboard ceilings. Trimless set is available in two versions ‒ for one layer (12,5mm thick) 
or two layers (25mm thick) ceilings. Trimless set consists of aluminium frame, steel brackets and screws for fi xing into the ceiling. For trimless set installation, 
it is also necessary to order installation tool.

Type Order code Mounting hole

12,5mm thick plasterboard 25mm thick plasterboard width x lenght (mm)
LINEA 80 L600 trimless set 807-70-12-00600 807-70-25-00600 87x607
LINEA 80 L942 trimless set 807-70-12-00942 807-70-25-00942 87x949
LINEA 80 L1170 trimless set 807-70-12-01170 807-70-25-01170 87x1177
LINEA 80 L1512 trimless set 807-70-12-01512 807-70-25-01512 87x1519
LINEA 80 L1740 trimless set 807-70-12-01740 807-70-25-01740 87x1747
LINEA 80 L2310 trimless set 807-70-12-02310 807-70-25-02310 87x2317
LINEA 80 L2880 trimless set 807-70-12-02880 807-70-25-02880 87x2887

Accessories

Pic. Type Order code
1A, 1B, 1C, 1D Installation tool for trimless set  LINEA 80 (A+B+C+D) 807-909-800-000

ceiling

LINEA 80

trimless set 

TRIMLESS RECESSED LUMINAIRES
For trimless installation, it is necessary to order trimless set.

1D
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

Luminaires can be supplied with emergency unit upon request. More information at www.inge.cz.

LINEA 80 S
system of pendant and surface mounted luminaires

with cover 070, 072 and 090

Description

Universal modular system of luminaires designed for creating lines 
or structures. System LINEA 80 S is suitable for complex projects of 
conference and entrance halls, reconstructions of old industrial buildings, 
offi  ces, representational areas, corridors and shops.
LINEA 80 S system off ers maximal user freedom during the designing 
of a particular lighting solution. Luminaires are produced as middle and 
end modules which can be joined together with connectors. Luminaire 
lenghts are optimised to ensure homogenous illumination without dark 
spots in luminaire connections and at the ends of luminaires. Luminaires are 
available in modulation lenght of 57mm. More information about lenghts, 
technical parameters and possible combinations can be found 
at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

807-50-01725- bbb 0- tt aa - xx ee

807-50-01725-0900-0408-0800
LINEA 80 S HI LED L1725mm, end module, 
opal cover 090, 4000K, CRI>80, anodised, 
dimmable DALI LED driver, without EM

807-52-01828-0700-0303-0800
LINEA 80 S HI LED L1828mm, middle 
module, clear micro prismatic cover 070, 
3000K, CRI>80, white RAL 9003 matt, 
dimmable DALI LED driver, without EM
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END LUMINAIRES LINEA 80 S HI LED

LINEA 80 HI LED end luminaires, with high intensity LED light source, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with two fi ve-pole terminal blocks 
and through wiring 5x1,5mm2 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090  Ф (lm) P (W) L (mm)
LINEA 80 S HI LED L1497 DALI 807-50-01497-0700 807-50-01497-0720 807-50-01497-0900 4477 49 1497
LINEA 80 S HI LED L1611 DALI 807-50-01611-0700 807-50-01611-0720 807-50-01611-0900 4822 50 1611
LINEA 80 S HI LED L1725 DALI 807-50-01725-0700 807-50-01725-0720 807-50-01725-0900 5166 55 1725
LINEA 80 S HI LED L1839 DALI 807-50-01839-0700 807-50-01839-0720 807-50-01839-0900 5510 57 1839
LINEA 80 S HI LED L1953 DALI 807-50-01953-0700 807-50-01953-0720 807-50-01953-0900 5855 61 1953
LINEA 80 S HI LED L2067 DALI 807-50-02067-0700 807-50-02067-0720 807-50-02067-0900 6199 64 2067
LINEA 80 S HI LED L2181 DALI 807-50-02181-0700 807-50-02181-0720 807-50-02181-0900 6544 68 2181
LINEA 80 S HI LED L2295 DALI 807-50-02295-0700 807-50-02295-0720 807-50-02295-0900 6888 71 2295
LINEA 80 S HI LED L2409 DALI 807-50-02409-0700 807-50-02409-0720 807-50-02409-0900 7232 74 2409
LINEA 80 S HI LED L2523 DALI 807-50-02523-0700 807-50-02523-0720 807-50-02523-0900 7577 79 2523
LINEA 80 S HI LED L2637 DALI 807-50-02637-0700 807-50-02637-0720 807-50-02637-0900 7921 81 2637
LINEA 80 S HI LED L2751 DALI 807-50-02751-0700 807-50-02751-0720 807-50-02751-0900 8266 85 2751
LINEA 80 S HI LED L2865 DALI 807-50-02865-0700 807-50-02865-0720 807-50-02865-0900 8610 87 2865

MIDDLE LUMINAIRES LINEA 80 S HI LED

LINEA 80 HI LED middle luminaires, with high intensity LED light source, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with two fi ve-pole terminal 
blocks and through wiring 5x1,5mm2

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090  Ф (lm) P (W) L (mm)
LINEA 80 S HI LED L1828 DALI 807-52-01828-0700 807-52-01828-0720 807-52-01828-0900 5510 57 1828
LINEA 80 S HI LED L1942 DALI 807-52-01942-0700 807-52-01942-0720 807-52-01942-0900 5855 61 1942
LINEA 80 S HI LED L2056 DALI 807-52-02056-0700 807-52-02056-0720 807-52-02056-0900 6199 64 2056
LINEA 80 S HI LED L2170 DALI 807-52-02170-0700 807-52-02170-0720 807-52-02170-0900 6544 68 2170
LINEA 80 S HI LED L2284 DALI 807-52-02284-0700 807-52-02284-0720 807-52-02284-0900 6888 71 2284
LINEA 80 S HI LED L2398 DALI 807-52-02398-0700 807-52-02398-0720 807-52-02398-0900 7232 74 2398
LINEA 80 S HI LED L2512 DALI 807-52-02512-0700 807-52-02512-0720 807-52-02512-0900 7577 79 2512
LINEA 80 S HI LED L2626 DALI 807-52-02626-0700 807-52-02626-0720 807-52-02626-0900 7921 81 2626
LINEA 80 S HI LED L2740 DALI 807-52-02740-0700 807-52-02740-0720 807-52-02740-0900 8266 85 2740
LINEA 80 S HI LED L2854 DALI 807-52-02854-0700 807-52-02854-0720 807-52-02854-0900 8610 87 2854

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux of 
luminaires with cover 072 is lower.
Type of LEDs („tt“), luminaire colour („aa“) and emergency unit type („ee“) must be specifi ed when placing order.

To connect end luminaires and middle luminaires, it is necessary to order direct connectors K2 (see LINEA 80 S accessories).

LINEA 80 S  .................PAGE 45

Fully illuminated connectors LINEA 80 S (see LINEA 80 S accessories)
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Pic. Type Order code

 
a LINEA 80 SK1 silver anodised end cap with screws 807-901-800-000
b LINEA 80 SK2 direct connector 807-902-800-030 (same for LINEA-R 80 S)

with cover with clear MP 
cover 070

with satine MP 
cover 072 with OP cover 090

c LINEA 80 SK3 HI LED fully illuminated T connector 575x575mm 807-52-00003-0700 807-52-00003-0720 807-52-00003-0900
d LINEA 80 SK4 HI LED fully illuminated X connector 575x575mm 807-52-00004-0700 807-52-00004-0720 807-52-00004-0900
e LINEA 80 SK5 HI LED fully illuminated L connector 575x575mm 807-52-00005-0700 807-52-00005-0720 807-52-00005-0900

PENDANT LUMINAIRES
To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 518. 

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000
2 Wire suspension for supply 518 940-518-a01-000 940-518-a21-000 940-518-a31-000 940-518-a11-000
3 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000
4 Transparent power supply cable 7x1mm2 (for dimmable luminaires with EM) 941-603-000-000 941-603-020-000 941-603-030-000 941-603-010-000

5 Connecting wires 5x1,5mm2, lenght 400mm  940-700-400-045
6 Connecting wires 7x1,5mm2, lenght 400mm 940-700-400-047

LINEA 80 S
accessories
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ceiling

LINEA 80 S

trimless set 

TRIMLESS SET FOR END LUMINAIRES LINEA 80 S

Type Order code Mounting hole

12,5mm thick plasterboard 25mm thick plasterboard width x lenght (mm)
LINEA 80 S L1497 trimless set 807-50-12-01497 807-50-25-01497 87x1501
LINEA 80 S L1611 trimless set 807-50-12-01611 807-50-25-01611 87x1615
LINEA 80 S L1725 trimless set 807-50-12-01725 807-50-25-01725 87x1730
LINEA 80 S L1839 trimless set 807-50-12-01839 807-50-25-01839 87x1843
LINEA 80 S L1953 trimless set 807-50-12-01953 807-50-25-01953 87x1954
LINEA 80 S L2067 trimless set 807-50-12-02067 807-50-25-02067 87x2071
LINEA 80 S L2181 trimless set 807-50-12-02181 807-50-25-02181 87x2185
LINEA 80 S L2295 trimless set 807-50-12-02295 807-50-25-02295 87x2299
LINEA 80 S L2409 trimless set 807-50-12-02409 807-50-25-02409 87x2413
LINEA 80 S L2523 trimless set 807-50-12-02523 807-50-25-02523 87x2524
LINEA 80 S L2637 trimless set 807-50-12-02637 807-50-25-02637 87x2755
LINEA 80 S L2751 trimless set 807-50-12-02751 807-50-25-02751 87x2641
LINEA 80 S L2865 trimless set 807-50-12-02865 807-50-25-02865 87x2869

TRIMLESS SET FOR MIDDLE LUMINAIRES LINEA 80 S

Type Order code Mounting hole 

12,5mm thick plasterboard 25mm thick plasterboard width x lenght (mm)
LINEA 80 S L1828 trimless set 807-52-12-01828 807-52-25-01828 87x1828
LINEA 80 S L1942 trimless set 807-52-12-01942 807-52-25-01942 87x1942
LINEA 80 S L2056 trimless set 807-52-12-02056 807-52-25-02056 87x2056
LINEA 80 S L2170 trimless set 807-52-12-02170 807-52-25-02170 87x2170
LINEA 80 S L2284 trimless set 807-52-12-02284 807-52-25-02284 87x2284
LINEA 80 S L2398 trimless set 807-52-12-02398 807-52-25-02398 87x2398
LINEA 80 S L2512 trimless set 807-52-12-02512 807-52-25-02512 87x2512
LINEA 80 S L2626 trimless set 807-52-12-02626 807-52-25-02626 87x2626
LINEA 80 S L2740 trimless set 807-52-12-02740 807-52-25-02740 87x2740
LINEA 80 S L2854 trimless set 807-52-12-02854 807-52-25-02854 87x2854

TRIMLESS SET FOR CONNECTORS LINEA 80 S

Type Order code Mounting hole

12,5mm thick plasterboard 25mm thick plasterboard width x lenght (mm)
LINEA 80 S connector K3 trimless set 807-52-12-00003 807-52-25-00003 87x575x579
LINEA 80 S connector K4 trimless set 807-52-12-00004 807-52-25-00004 87x575x575
LINEA 80 S connector K5 trimless set 807-52-12-00005 807-52-25-00005 87x579x579

Accessories

Pic. Type Order code
1A, 1B, 1C, 1D Installation tool for trimless set  LINEA 80 S (A+B+C+D) 807-909-800-000

TRIMLESS RECESSED LUMINAIRES

For trimless installation, it is necessary to order trimless set.
Trimless set is designed for installation of LINEA 80 S 
luminaires into plasterboard ceilings. Trimless set is available 
in two versions ‒ for one layer (12,5mm thick) or two layers 
(25mm thick) ceilings. Trimless set consists of aluminium 
frame, steel brackets and screws for fi xing into the ceiling. 
For trimless set installation, it is also necessary to order 
installation tool.

1D
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

LINEA 80 WIN

with cover 070, 072 and 090

Description

Single square and rectangular shaped pendant, 
surface and wall mounted luminaires suitable for direct 
illumination of offi  ces, representational areas, corridors, 
stairs, receptions and shops. The frames of the luminaires 
are produced from an extruded aluminum profi le. 
Luminaire lenghts are optimised to ensure homogenous 
illumination without dark spots in the corners. Luminaires 
are available in modulation lenght of 57mm. More 
information about lenghts, technical parameters and 
possible combinations can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

807-80-00637- bbb 0- tt aa - xx ee

807-80-00637-0900-0409-0800
LINEA 80 WIN HI LED 637x637mm, opal 
cover 090, 4000K, CRI>80, silver RAL 9006 
MS, dimmable DALI LED driver, without EM

807-81-00637-0700-0108-0800
LINEA 80 WIN LI LED 637x637mm, clear 
micro prismatic cover 070, 3000K, CRI>90, 
anodised, dimmable DALI LED driver, 

without EM/ 132 /
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LINEA 80 WIN HI LED

LINEA 80 WIN HI LED single luminaires, with high intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with one 
fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L2xL1 (mm)
LINEA 80 WIN HI LED 352x637 807-80-30637-0700 807-80-30637-0720 807-80-30637-0900 5166 55 352x637
LINEA 80 WIN HI LED 352x922 807-80-30922-0700 807-80-30922-0720 807-80-30922-0900 6888 71 352x922
LINEA 80 WIN HI LED 352x1207 807-80-31207-0700 807-80-31207-0720 807-80-31207-0900 8610 87 352x1207
LINEA 80 WIN HI LED 352x1492 807-80-31492-0700 807-80-31492-0720 807-80-31492-0900 10332 110 352x1492
LINEA 80 WIN HI LED 637x637 807-80-00637-0700 807-80-00637-0720 807-80-00637-0900 6888 71 637x637
LINEA 80 WIN HI LED 637x922 807-80-60922-0700 807-80-60922-0720 807-80-60922-0900 8610 87 637x922
LINEA 80 WIN HI LED 637x1207 807-80-61207-0700 807-80-61207-0720 807-80-61207-0900 10332 110 637x1207
LINEA 80 WIN HI LED 637x1492 807-80-61492-0700 807-80-61492-0720 807-80-61492-0900 12054 128 352x1492
LINEA 80 WIN HI LED 922x922 807-80-00922-0700 807-80-00922-0720 807-80-00922-0900 10332 110 922x922
LINEA 80 WIN HI LED 922x1207 807-80-91207-0700 807-80-91207-0720 807-80-91207-0900 12054 128 922x1207
LINEA 80 WIN HI LED 922x1492 807-80-91492-0700 807-80-91492-0720 807-80-91492-0900 13776 142 922x1492
LINEA 80 WIN HI LED 1207x1207 807-80-01207-0700 807-80-01207-0720 807-80-01207-0900 13776 142 1207x1207
LINEA 80 WIN HI LED 1492x1492 807-80-01492-0700 807-80-01492-0720 807-80-01492-0900 17220 174 1492x1492

LINEA 80 WIN LI LED

LINEA 80 WIN LI LED single luminaires, with low intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with one 
fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L2xL1 (mm)
LINEA 80 WIN LI LED 352x637 807-81-30637-0700 807-81-30637-0720 807-81-30637-0900 2583 30 352x637
LINEA 80 WIN LI LED 352x922 807-81-30922-0700 807-81-30922-0720 807-81-30922-0900 3444 36 352x922
LINEA 80 WIN LI LED 352x1207 807-81-31207-0700 807-81-31207-0720 807-81-31207-0900 4305 46 352x1207
LINEA 80 WIN LI LED 352x1492 807-81-31492-0700 807-81-31492-0720 807-81-31492-0900 5166 55 352x1492
LINEA 80 WIN LI LED 637x637 807-81-00637-0700 807-81-00637-0720 807-81-00637-0900 3444 36 637x637
LINEA 80 WIN LI LED 637x922 807-81-60922-0700 807-81-60922-0720 807-81-60922-0900 4305 46 637x922
LINEA 80 WIN LI LED 637x1207 807-81-61207-0700 807-81-61207-0720 807-81-61207-0900 5166 55 637x1207
LINEA 80 WIN LI LED 637x1492 807-81-61492-0700 807-81-61492-0720 807-81-61492-0900 6027 62 352x1492
LINEA 80 WIN LI LED 922x922 807-81-00922-0700 807-81-00922-0720 807-81-00922-0900 5166 55 922x922
LINEA 80 WIN LI LED 922x1207 807-81-91207-0700 807-81-91207-0720 807-81-91207-0900 6027 62 922x1207
LINEA 80 WIN LI LED 922x1492 807-81-91492-0700 807-81-91492-0720 807-81-91492-0900 6888 72 922x1492
LINEA 80 WIN LI LED 1207x1207 807-81-01207-0700 807-81-01207-0720 807-81-01207-0900 6888 72 1207x1207
LINEA 80 WIN LI LED 1492x1492 807-81-01492-0700 807-81-01492-0720 807-81-01492-0900 8610 87 1492x1492

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux 
of luminaires with cover 072 is lower.

Type of LEDs („tt“) and luminaire colour („aa“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. Ceiling rose colour must be specifi ed for suspensions type 518.  
Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 318 with nickel ceiling rose 940-318-500-000 940-318-520-000 940-318-530-000 940-318-510-000
2 Wire suspension for supply 518 940-518-a01-000 940-518-a21-000 940-518-a31-000 940-518-a11-000
3 Transparent power supply cable 5x1mm2 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

LINEA 80 WIN ...........PAGE 45
REALIZATION ............PAGE 32

LINEA 80 WIN
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

 
  with rim for mounting hole covering

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover
057   tiltable optics +/- 30° with clear MP cover
990   high effi  ciency double parabolic louver 

 made of MIRO + satine cover over LEDs

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM
01   1h EM 3W without push button and without autotest
02   1h EM 3W with push button and without autotest
03   1h EM 3W with push button and with autotest 
04   3h EM 3W without push button and without autotest
05   3h EM 3W with push button and without autotest
06   3h EM 3W with push button and with autotest 
Luminaires can be supplied with 4W emergency module or DALI emergency module upon request.

LINEA-R 80

with cover 070, 072 and 090

with tiltable optics 057

with louver 990

Description

Single 100mm wide, recessed luminaires suitable for 
illumination of offi  ces, representational areas, corridors, 
stairs, receptions and shops. Luminaires are produced 
from an extruded 100mm wide aluminium profi le with 
12mm wide rims for covering the mounting holes. 
Luminaires are supplied with brackets for installation 
into plasterboard or other 1-25mm thick ceilings. 
Luminaire lenghts are optimised to ensure homogenous 
illumination without dark spots at the ends. Luminaires 
are available in modulation lenght of 57mm. More 
information about lenghts, technical parameters and 
possible combinations can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

808-70-01188- bbb 0- tt aa - xx ee

808-70-01188-0570-0408-0800
LINEA-R 80 HI LED L1188mm, tiltable 
optics 057, 4000K, CRI>80, anodised, 
dimmable DALI LED driver, without EM

808-70-01188-0900-0309-0200
LINEA-R 80 HI LED L1188mm, opal 

cover 090, 3000K, CRI>80, silver RAL 9006 
MS, non-dimmable LED driver, without EM

808-71-01188-0700-0103-0801
LINEA-R 80 LI LED L1188mm, clear micro 
prismatic cover 070, 3000K, CRI>90, white 
RAL 9003 matt, dimmable DALI LED driver, 
1h emergency unit 3W without push button 

and without autotest

100
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ax
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LINEA-R 80 HI LED

LINEA-R 80 HI LED single recessed luminaires, with high intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) 
or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire Mounting hole

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) (mm)
LINEA-R 80 HI LED L618 808-70-00618-0700 808-70-00618-0720 808-70-00618-0900 1722 21 88x604
LINEA-R 80 HI LED L960 808-70-00960-0700 808-70-00960-0720 808-70-00960-0900 2755 32 88x946
LINEA-R 80 HI LED L1188 808-70-01188-0700 808-70-01188-0720 808-70-01188-0900 3444 36 88x1174
LINEA-R 80 HI LED L1530 808-70-01530-0700 808-70-01530-0720 808-70-01530-0900 4477 49 88x1516
LINEA-R 80 HI LED L1758 808-70-01758-0700 808-70-01758-0720 808-70-01758-0900 5166 55 88x1744
LINEA-R 80 HI LED L2328 808-70-02328-0700 808-70-02328-0720 808-70-02328-0900 6888 71 88x2314
LINEA-R 80 HI LED L2898 808-70-02898-0700 808-70-02898-0720 808-70-02898-0900 8610 87 88x2884

Type Order code Luminaire Mounting hole

with louver/optics with louver 990 and satine cover with tiltable optics 057 Ф (lm) P (W) (mm)
LINEA-R 80 HI LED L618 808-70-00618-9900 808-70-00618-0570 1898 21 88x604
LINEA-R 80 HI LED L960 808-70-00960-9900 808-70-00960-0570 3037 32 88x946
LINEA-R 80 HI LED L1188 808-70-01188-9900 808-70-01188-0570 3797 36 88x1174
LINEA-R 80 HI LED L1530 808-70-01530-9900 808-70-01530-0570 4936 49 88x1516
LINEA-R 80 HI LED L1758 808-70-01758-9900 808-70-01758-0570 5895 55 88x1744
LINEA-R 80 HI LED L2328 808-70-02328-9900 808-70-02328-0570 7594 71 88x2314
LINEA-R 80 HI LED L2898 808-70-02898-9900 808-70-02898-0570 9492 87 88x2884

LINEA-R 80 LI LED

LINEA-R 80 LI LED single recessed luminaires, with low intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or 
DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block

Type Order code Luminaire Mounting hole

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) (mm)
LINEA-R 80 LI LED L618 808-71-00618-0700 808-71-00618-0720 808-71-00618-0900 861 11 88x604
LINEA-R 80 LI LED L960 808-71-00960-0700 808-71-00960-0720 808-71-00960-0900 1377 17 88x946
LINEA-R 80 LI LED L1188 808-71-01188-0700 808-71-01188-0720 808-71-01188-0900 1722 21 88x1174
LINEA-R 80 LI LED L1530 808-71-01530-0700 808-71-01530-0720 808-71-01530-0900 2239 27 88x1516
LINEA-R 80 LI LED L1758 808-71-01758-0700 808-71-01758-0720 808-71-01758-0900 2583 30 88x1744
LINEA-R 80 LI LED L2328 808-71-02328-0700 808-71-02328-0720 808-71-02328-0900 3444 36 88x2314
LINEA-R 80 LI LED L2898 808-71-02898-0700 808-71-02898-0720 808-71-02898-0900 4305 46 88x2884

Type Order code Luminaire Mounting hole

with louver/optics with louver 990 and satine cover with tiltable optics 057 Ф (lm) P (W) (mm)
LINEA-R 80 LI LED L618 808-71-00618-9900 808-71-00618-0570 949 11 88x604
LINEA-R 80 LI LED L960 808-71-00960-9900 808-71-00960-0570 1519 17 88x946
LINEA-R 80 LI LED L1188 808-71-01188-9900 808-71-01188-0570 1898 21 88x1174
LINEA-R 80 LI LED L1530 808-71-01530-9900 808-71-01530-0570 2468 27 88x1516
LINEA-R 80 LI LED L1758 808-71-01758-9900 808-71-01758-0570 2848 30 88x1744
LINEA-R 80 LI LED L2328 808-71-02328-9900 808-71-02328-0570 3797 36 88x2314
LINEA-R 80 LI LED L2898 808-71-02898-9900 808-71-02898-0570 4746 46 88x2884

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090 or louver 990. Luminous fl uxes of luminaires with louver 991 or cover 070 
and 059 are higher, luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“), LED driver type („xx“) and emergency unit type („ee“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with swivel installation brackets for 1-25mm thick ceilings.
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

 with rim for mounting hole covering

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM
Luminaires can be supplied with emergency unit upon request. More information at www.inge.cz.

LINEA-R 80 S
system of recessed mounted luminaires

with cover 070, 072 and 090

Description

Universal modular system of luminaires designed for 
creating lines or structures. System LINEA-R 80 S is 
suitable for complex projects of conference and entrance 
halls, reconstructions of old industrial buildings, offi  ces, 
representational areas, corridors and shops.
LINEA-R 80 S system off ers maximal user freedom 
during the designing of a particular lighting solution. 
Luminaires are produced from an extruded 100mm wide 
aluminium profi le with 12mm wide rims for covering the 
mounting holes. Luminaires are supplied with brackets 
for installation into plasterboard or other 1-25mm thick 
ceilings. Luminaires are produced as middle and end 
modules which can be joined together with connectors. 
Luminaire lenghts are optimised to ensure homogenous 
illumination without dark spots at the ends. Luminaires 
are available in modulation lenght of 57mm. More 
information about lenghts, technical parameters and 
possible combinations can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

808-50-01734- bbb 0- tt aa - xx ee

808-50-01734-0900-0408-0800
LINEA-R 80 S HI LED L1734mm, end 
module, opal cover 090, 4000K, CRI>80, 
anodised, dimmable DALI LED driver, 

without EM

808-52-01828-0700-0303-0800
LINEA-R 80 S HI LED L1828mm, middle 
module, clear micro prismatic cover 070, 
3000K, CRI>80, white RAL 9003 matt, 
dimmable DALI LED driver, without EM/ 136 /



LINEA-R 80 K1 LINEA-R 80 S K2 LINEA-R 80 S K3 LINEA-R 80 S K4 LINEA-R 80 S K5

END LUMINAIRES LINEA-R 80 S HI LED

LINEA-R 80 S HI LED end luminaires, with high intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, two fi ve-
pole terminal blocks and through wiring 5x1,5mm2

Type Order code Luminaire Mounting hole

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) (mm)
LINEA-R 80 S HI LED L1506 DALI 808-50-01506-0700 808-50-01506-0720 808-50-01506-0900 4477 49 88x1499
LINEA-R 80 S HI LED L1620 DALI 808-50-01620-0700 808-50-01620-0720 808-50-01620-0900 4822 50 88x1613
LINEA-R 80 S HI LED L1734 DALI 808-50-01734-0700 808-50-01734-0720 808-50-01734-0900 5166 55 88x1727
LINEA-R 80 S HI LED L1848 DALI 808-50-01848-0700 808-50-01848-0720 808-50-01848-0900 5510 57 88x1841
LINEA-R 80 S HI LED L1962 DALI 808-50-01962-0700 808-50-01962-0720 808-50-01962-0900 5855 61 88x1955
LINEA-R 80 S HI LED L2076 DALI 808-50-02076-0700 808-50-02076-0720 808-50-02076-0900 6199 64 88x2069
LINEA-R 80 S HI LED L2190 DALI 808-50-02190-0700 808-50-02190-0720 808-50-02190-0900 6544 68 88x2183
LINEA-R 80 S HI LED L2304 DALI 808-50-02304-0700 808-50-02304-0720 808-50-02304-0900 6888 71 88x2297
LINEA-R 80 S HI LED L2418 DALI 808-50-02418-0700 808-50-02418-0720 808-50-02418-0900 7232 74 88x2411
LINEA-R 80 S HI LED L2532 DALI 808-50-02532-0700 808-50-02532-0720 808-50-02532-0900 7577 79 88x2525
LINEA-R 80 S HI LED L2646 DALI 808-50-02646-0700 808-50-02646-0720 808-50-02646-0900 7921 81 88x2639
LINEA-R 80 S HI LED L2760 DALI 808-50-02760-0700 808-50-02760-0720 808-50-02760-0900 8266 85 88x2753
LINEA-R 80 S HI LED L2874 DALI 808-50-02874-0700 808-50-02874-0720 808-50-02874-0900 8610 87 88x2867

MIDDLE LUMINAIRES LINEA-R 80 S HI LED

LINEA-R 80 S HI LED middle luminaires, with high intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, two 
fi ve-pole terminal blocks and through wiring 5x1,5mm2

Type Order code Luminaire Mounting hole

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) (mm)
LINEA-R 80 S HI LED L1828 DALI 808-52-01828-0700 808-52-01828-0720 808-52-01828-0900 5510 57 88x1828
LINEA-R 80 S HI LED L1942 DALI 808-52-01942-0700 808-52-01942-0720 808-52-01942-0900 5855 61 88x1942
LINEA-R 80 S HI LED L2056 DALI 808-52-02056-0700 808-52-02056-0720 808-52-02056-0900 6199 64 88x2056
LINEA-R 80 S HI LED L2170 DALI 808-52-02170-0700 808-52-02170-0720 808-52-02170-0900 6544 68 88x2170
LINEA-R 80 S HI LED L2284 DALI 808-52-02284-0700 808-52-02284-0720 808-52-02284-0900 6888 71 88x2284
LINEA-R 80 S HI LED L2398 DALI 808-52-02398-0700 808-52-02398-0720 808-52-02398-0900 7232 74 88x2398
LINEA-R 80 S HI LED L2512 DALI 808-52-02512-0700 808-52-02512-0720 808-52-02512-0900 7577 79 88x2512
LINEA-R 80 S HI LED L2626 DALI 808-52-02626-0700 808-52-02626-0720 808-52-02626-0900 7921 81 88x2626
LINEA-R 80 S HI LED L2740 DALI 808-52-02740-0700 808-52-02740-0720 808-52-02740-0900 8266 85 88x2740
LINEA-R 80 S HI LED L2854 DALI 808-52-02854-0700 808-52-02854-0720 808-52-02854-0900 8610 87 88x2854

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux 
of luminaires with cover 072 is lower.

Type of LEDs („tt“) and luminaire colour („aa“) must be specifi ed when placing order.
Accessories

Luminaires are supplied with swivel installation brackets for 1-25mm thick ceilings.
Type Order code

LINEA-R 80 K1 silver anodised end cap with screws 808-901-800-000
LINEA 80 S K2 direct connector 805-902-800-030 (same for LINEA 80 S)

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090
LINEA-R 80 S K3 HI LED fully illuminated T connector 575x575mm 808-52-00003-0700 808-52-00003-0720 808-52-00003-0900
LINEA-R 80 S K4 HI LED fully illuminated X connector 575x575mm 808-52-00004-0700 808-52-00004-0720 808-52-00004-0900
LINEA-R 80 S K5 HI LED fully illuminated L connector 575x575mm 808-52-00005-0700 808-52-00005-0720 808-52-00005-0900
Connecting wires 5x1,5mm2, lenght 400mm   940-700-400-045
Connecting wires 7x1,5mm2, lenght 400mm   940-700-400-047
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

 
 with rim for mounting hole covering

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   smooth opal polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

LINEA-R 80 WIN

with cover 070, 072 and 090

Description

Single square and rectangular shaped recessed luminaires 
suitable for direct illumination of offi  ces, representational 
areas, corridors, stairs, receptions and shops. The frames 
of the luminaires are produced from extruded aluminum 
profi le. Luminaires are supplied with brackets for installation 
into plasterboard or other 1-25mm thick ceilings. Luminaire 
lenghts are optimised to ensure homogenous illumination 
without dark spots in the corners. Luminaires are available 
in modulation lenght of 57mm. More information about 
lenghts, technical parameters and possible combinations 
can be found at www.inge.cz.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

808-80-00658- bbb 0- tt aa - xx ee

808-80-00658-0900-0409-0800
LINEA-R 80 WIN HI LED 658x658mm, opal 
cover 090, 4000K, CRI>80, silver RAL 9006 
MS, dimmable DALI LED driver, without EM

808-81-00658-0700-0108-0800
LINEA-R 80 WIN LI LED 658x658mm, clear 
micro prismatic cover 070, 3000K, CRI>90, 
anodised, dimmable DALI LED driver, 

without EM/ 138 /
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100 87

LINEA-R 80 WIN HI LED

LINEA 80 WIN HI LED single recessed luminaires, with high intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 230V/50Hz, 
IP20, with one fi ve-pole terminal block

Type Order code Luminaire
Mounting

hole

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L4xL3 (mm)
LINEA-R 80 WIN HI LED 373x658 808-80-30658-0700 808-80-30658-0720 808-80-30658-0900 5166 55 358x643
LINEA-R 80 WIN HI LED 373x943 808-80-30943-0700 808-80-30943-0720 808-80-30943-0900 6888 71 358x928
LINEA-R 80 WIN HI LED 373x1228 808-80-31228-0700 808-80-31228-0720 808-80-31228-0900 8610 87 358x1213
LINEA-R 80 WIN HI LED 373x1513 808-80-31513-0700 808-80-31513-0720 808-80-31513-0900 10332 110 358x1498
LINEA-R 80 WIN HI LED 658x658 808-80-00658-0700 808-80-00658-0720 808-80-00658-0900 6888 71 643x1213
LINEA-R 80 WIN HI LED 658x943 808-80-60943-0700 808-80-60943-0720 808-80-60943-0900 8610 87 643x928
LINEA-R 80 WIN HI LED 658x1228 808-80-61228-0700 808-80-61228-0720 808-80-61228-0900 10332 110 643x1213
LINEA-R 80 WIN HI LED 658x1513 808-80-61513-0700 808-80-61513-0720 808-80-61513-0900 12054 128 643x1498
LINEA-R 80 WIN HI LED 943x943 808-80-00943-0700 808-80-00943-0720 808-80-00943-0900 10332 110 928x928
LINEA-R 80 WIN HI LED 943x1228 808-80-91228-0700 808-80-91228-0720 808-80-91228-0900 12054 128 928x1213
LINEA-R 80 WIN HI LED 943x1513 808-80-91513-0700 808-80-91513-0720 808-80-91513-0900 13776 142 928x1498
LINEA-R 80 WIN HI LED 1228x1228 808-80-01228-0700 808-80-01228-0720 808-80-01228-0900 13776 142 1213x1213
LINEA-R 80 WIN HI LED 1513x1513 808-80-01513-0700 808-80-01513-0720 808-80-01513-0900 17220 174 1498x1498

LINEA-R 80 WIN LI LED

LINEA 80 WIN LI LED single recessed luminaires, with low intensity LED light source, for direct illumination, dimmable DALI (xx=08) LED driver, 230V/50Hz, 
IP20, with one fi ve-pole terminal block

Type Order code Luminaire
Mounting

hole

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090   Ф (lm) P (W) L4xL3 (mm)
LINEA-R 80 WIN LI LED 373x658 808-81-30658-0700 808-81-30658-0720 808-81-30658-0900 2583 30 358x643
LINEA-R 80 WIN LI LED 373x943 808-81-30943-0700 808-81-30943-0720 808-81-30943-0900 3444 36 358x928
LINEA-R 80 WIN LI LED 373x1228 808-81-31228-0700 808-81-31228-0720 808-81-31228-0900 4305 46 358x1213
LINEA-R 80 WIN LI LED 373x1513 808-81-31513-0700 808-81-31513-0720 808-81-31513-0900 5166 55 358x1498
LINEA-R 80 WIN LI LED 658x658 808-81-00658-0700 808-81-00658-0720 808-81-00658-0900 3444 36 643x1213
LINEA-R 80 WIN LI LED 658x943 808-81-60943-0700 808-81-60943-0720 808-81-60943-0900 4305 46 643x928
LINEA-R 80 WIN LI LED 658x1228 808-81-61228-0700 808-81-61228-0720 808-81-61228-0900 5166 55 643x1213
LINEA-R 80 WIN LI LED 658x1513 808-81-61513-0700 808-81-61513-0720 808-81-61513-0900 6027 62 643x1498
LINEA-R 80 WIN LI LED 943x943 808-81-00943-0700 808-81-00943-0720 808-81-00943-0900 5166 55 928x928
LINEA-R 80 WIN LI LED 943x1228 808-81-91228-0700 808-81-91228-0720 808-81-91228-0900 6027 62 928x1213
LINEA-R 80 WIN LI LED 943x1513 808-81-91513-0700 808-81-91513-0720 808-81-91513-0900 6888 72 928x1498
LINEA-R 80 WIN LI LED 1228x1228 808-81-01228-0700 808-81-01228-0720 808-81-01228-0900 6888 72 1213x1213
LINEA-R 80 WIN LI LED 1513x1513 808-81-01513-0700 808-81-01513-0720 808-81-01513-0900 8610 87 1498x1498

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 070 is higher, luminous fl ux 
of luminaires with cover 072 is lower.

Type of LEDs („tt“) and luminaire colour („aa“) must be specifi ed when placing order.

Accessories

Luminaires are supplied with swivel installation brackets for 1-25mm thick ceilings.

LINEA-R 80 WIN Mounting hole
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
09   silver RAL 9006 MS (microstructure) ‒ standard

Installation

Lower optical part ("bbb" in order code)

060   polycarbonate prismatic satine cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM 

Luminaires can be supplied with emergency unit 
upon request. More information at www.inge.cz.

TLS

with cover 060

Description

Single, 136 mm wide and 49 mm high, surface and 
wall mounted luminaires with wide light characteristics 
suitable for direct illumination of representational areas, 
corridors, stairs, receptions and shops. Luminaires are 
produced from powder coated aluminium profi le.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

813-70-01170- bbb 0- tt aa - xx ee

813-70-01170-0600-0402-0800
TLS HI LED L1170mm, prismatic satine cover 
060, 4000K, CRI>80, black RAL 9005 matt, 
dimmable DALI LED driver, without EM

813-70-01170-0600-0309-0200
TLS HI LED L1170mm, prismatic satine 
cover 060, 3000K, CRI>80, silver RAL 9006 
MS, non-dimmable LED driver, without EM

813-71-01170-0600-0103-0200
TLS LI LED L1170mm, prismatic satine cover 
060, 3000K, CRI>90, white RAL 9003 matt, 
non-dimmable LED driver, without EM/ 140 /



TLS HI LED

TLS HI LED single luminaires, with high intensity LED light source, non-dimmable (xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one 
fi ve-pole terminal block

Type Order code Luminaire

with cover polycarbonate prismatic satine cover 060 Ф (lm) P (W) L (mm)
TLS HI LED L600 813-70-00600-0600 2128 21 600
TLS HI LED L942 813-70-00942-0600 3405 32 942
TLS HI LED L1170 813-70-01170-0600 4256 36 1170
TLS HI LED L1512 813-70-01512-0600 5533 49 1512
TLS HI LED L1740 813-70-01740-0600 6384 55 1740
TLS HI LED L2310 813-70-02310-0600 8512 71 2310
TLS HI LED L2880 813-70-02880-0600 10640 87 2880

TLS LI LED

TLS LI LED single luminaires, with low intensity LED light source, non-dimmable (xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one 
fi ve-pole terminal block

Type Order code Luminaire

with cover polycarbonate prismatic satine cover 060 Ф (lm) P (W) L (mm)
TLS LI LED L600 813-71-00600-0600 1064 11 600
TLS LI LED L942 813-71-00942-0600 1702 17 942
TLS LI LED L1170 813-71-01170-0600 2128 21 1170
TLS LI LED L1512 813-71-01512-0600 2766 27 1512
TLS LI LED L1740 813-71-01740-0600 3192 30 1740
TLS LI LED L2310 813-71-02310-0600 4256 36 2310
TLS LI LED L2880 813-71-02880-0600 5320 46 2880

Luminous fl ux is stated for luminaires with light source 840.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
09   silver RAL 9006 MS (microstructure) ‒ standard

Installation

Lower optical part ("bbb" in order code)

060   polycarbonate prismatic satine cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM 

Luminaires can be supplied with emergency unit 
upon request. More information at www.inge.cz.

TLC

with cover 060

Description

Single, 136mm wide and 59mm high, asymmetric wall 
mounted luminaires with wide light characteristics 
suitable for direct illumination of representational areas, 
corridors, stairs, receptions and shops. Luminaires are 
produced from powder coated aluminium profi le.

 Order code 

 Example 

LED electrical 
equipment

optical
part

luminaire
colour

emergency
unit

811-70-01170- bbb 0- tt aa - xx ee

811-70-01170-0600-0402-0800
TLC HI LED L1170mm, prismatic satine 
cover 060, 4000K, CRI>80, black RAL 9005 
matt, dimmable DALI LED driver, 

without EM

811-70-01170-0600-0309-0200
TLC HI LED L1170mm, prismatic satine 
cover 060, 3000K, CRI>80, silver RAL 9006 
MS, non-dimmable LED driver, without EM

811-71-01170-0600-0103-0200
TLC LI LED L1170mm, prismatic satine cover 
060, 3000K, CRI>90, white RAL 9003 matt, 
non-dimmable LED driver, without EM
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TLC HI LED

TLC HI LED single luminaires, with high intensity LED light source, non-dimmable (xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one 
fi ve-pole terminal block

Type Order code Luminaire

with cover polycarbonate prismatic satine cover 060 Ф (lm) P (W) L (mm)
TLC HI LED L600 811-70-00600-0600 1960 21 600
TLC HI LED L942 811-70-00942-0600 3136 32 942
TLC HI LED L1170 811-70-01170-0600 3920 36 1170
TLC HI LED L1512 811-70-01512-0600 5096 49 1512
TLC HI LED L1740 811-70-01740-0600 5880 55 1740
TLC HI LED L2310 811-70-02310-0600 7840 71 2310
TLC HI LED L2880 811-70-02880-0600 9800 87 2880

TLC LI LED

TLC LI LED single luminaires, with low intensity LED light source, non-dimmable (xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one 
fi ve-pole terminal block

Type Order code Luminaire

with cover polycarbonate prismatic satine cover 060 Ф (lm) P (W) L (mm)
TLC LI LED L600 811-71-00600-0600 980 11 600
TLC LI LED L942 811-71-00942-0600 1568 17 942
TLC LI LED L1170 811-71-01170-0600 1960 21 1170
TLC LI LED L1512 811-71-01512-0600 2548 27 1512
TLC LI LED L1740 811-71-01740-0600 2940 30 1740
TLC LI LED L2310 811-71-02310-0600 3920 36 2310
TLC LI LED L2880 811-71-02880-0600 4900 46 2880

Luminous fl ux is stated for luminaires with light source 840.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   anodised ‒ on request
09   silver RAL 9006 MS (microstructure) ‒ standard

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072  satine micro prismatic cover
090  opal cover

Upper optical part ("y" in order code)

1   white painted solid steel refl ector
5   "bullet" prismatic PMMA cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)

02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver 

Emergency unit (EM) ("ee" in order code)
00   without EM 

LAMBDA 153

with cover 070, 072 and 090

Description

Single, 56mm high and 153mm wide, pendant and 
surface mounted luminaires for direct and direct-indirect 
illumination of representational areas, corridors, stairs, 
receptions and shops. The frame of the luminaires is 
welded from aluminium profi le and fi nished by anodising 
or powder coating. There are two groups of three smooth 
grooves on the side of the profi le. In luminaires for 
direct-indirect illumination, the indirect part accounts for 
approximately 20% of the total luminous fl ux.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

916-70-01228- bbb y - tt aa - xx ee

916-70-01228-0705-0408-0800
LAMBDA 153 HI LED D/I L1228mm, lower 
clear micro prismatic cover 070, upper 
"bullet"prismatic PMMA cover, 4000K, 
CRI>80, anodised, dimmable DALI LED 

driver, without EM

916-71-01228-0901-0309-0200
LAMBDA 153 LI LED D L1228mm, lower opal 
cover 090, white painted solid steel refl ector, 

3000K, CRI>80, silver RAL 9006 MS, 
non-dimmable LED driver, without EM

optical part
upperlower
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1-10V

LAMBDA 153 HI LED

LAMBDA 153 HI LED single luminaires, with high intensity LED light source, for direct or direct-indirect illumination, non-dimmable (xx=02) or dimmable 
1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve pole terminal block, white painted solid steel reflector (y=1) or "bullet" prismatic 
PMMA cover (y=5)

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L (mm)
LAMBDA 153 HI LED L628 916-70-00628-070y 916-70-00628-072y 916-70-00628-090y 2184 21 628
LAMBDA 153 HI LED L928 916-70-00928-070y 916-70-00928-072y 916-70-00928-090y 3276 31 928
LAMBDA 153 HI LED L1228 916-70-01228-070y 916-70-01228-072y 916-70-01228-090y 4368 36 1228
LAMBDA 153 HI LED L1528 916-70-01528-070y 916-70-01528-072y 916-70-01528-090y 5460 49 1528

LAMBDA 153 LI LED

LAMBDA 153 LI LED single luminaires, with low intensity LED light source, for direct or direct-indirect illumination, non-dimmable (xx=02) or dimmable 1-10V 
(xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve pole terminal block, white painted solid steel reflector (y=1) or "bullet" prismatic PMMA 
cover (y=5)

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L (mm)
LAMBDA 153 LI LED L628 916-71-00628-070y 916-71-00628-072y 916-71-00628-090y 1092 11 628
LAMBDA 153 LI LED L928 916-71-00928-070y 916-71-00928-072y 916-71-00928-090y 1638 16 928
LAMBDA 153 LI LED L1228 916-71-01228-070y 916-71-01228-072y 916-71-01228-090y 2184 21 1228
LAMBDA 153 LI LED L1528 916-71-01528-070y 916-71-01528-072y 916-71-01528-090y 2730 26 1528

Luminous flux is stated for luminaires with light source 840 and clear MP cover 070. Luminous fluxes of luminaires with cover 072 and 090 are 
lower.

Type of upper optical part („y“), type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions.
Ceiling rose colour must be specifi ed for suspensions type 517.

Ceiling rose colour ("a" in order code)
2   black RAL 9005 matt ‒ on request
3   white RAL 9003 matt ‒ standard

4   other RAL (must be specifi ed) ‒ on request
9   silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 317 with nickel ceiling rose 940-317-500-000 940-317-520-000 940-317-530-000 940-317-510-000
2 Wire suspension for supply 517 940-517-a01-000 940-517-a21-000 940-517-a31-000 940-517-a11-000
3 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

LAMBDA 153  ...........PAGE 53
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
09   silver RAL 9006 MS (microstructure) ‒ standard

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072  satine micro prismatic cover
090  opal cover

Upper optical part ("y" in order code)

1   white painted solid steel refl ector
5   "bullet" prismatic PMMA cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)

02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver 

Emergency unit (EM) ("ee" in order code)
00   without EM 

LAMBDA 153 S
system of pendant and surface mounted luminaires

with cover 070, 072 and 090
Description

System LAMBDA 153 S is suitable 
for complex projects of conference 
and entrance halls, corridors and 
shops. Luminaires are produced as 
middle and end modules which can 
be joined together with connectors. 
The frame of the luminaires is 
welded from aluminium profi le and 
front connection plates. Luminaires 
are standardly fi nished by powder 
coating. There are two groups of three 
smooth grooves on the side of the 
profi le. In luminaires for direct-indirect 
illumination, the indirect part accounts 
for approximately 20% of the total 
luminous fl ux.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

916-50-01225- bbb y - tt aa - xx ee

916-50-01225-0705-0408-0800
LAMBDA 153 S HI LED D/I L1225 mm, end 
module, lower clear micro prismatic cover 
070, upper "bullet" prismatic PMMA cover, 
4000K, CRI>80, anodised, dimmable DALI 

LED driver, without EM

916-52-01222-0901-0309-0200
LAMBDA 153 S HI LED D L1222mm, middle 
module, lower opal cover 090, upper white 
painted solid steel refl ector, 3000K, CRI>80, 
silver RAL 9006 MS, non-dimmable LED 

driver, without EM

optical part
upperlower
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END LUMINAIRES LAMBDA 153 S HI LED

LAMBDA 153 S HI LED end luminaires, with high intensity LED light source, for direct or direct-indirect illumination, non-dimmable (xx=02) 
or dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with two five-pole terminal blocks and through wiring 5x1,5mm2, white painted solid steel 
reflector (y=1) or "bullet" prismatic PMMA cover (y=5) 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L (mm)
LAMBDA 153 S HI LED L625 916-50-00625-070y 916-50-00625-072y 916-50-00625-090y 2184 21 625
LAMBDA 153 S HI LED L925 916-50-00925-070y 916-50-00925-072y 916-50-00925-090y 3276 31 925
LAMBDA 153 S HI LED L1225 916-50-01225-070y 916-50-01225-072y 916-50-01225-090y 4368 36 1225
LAMBDA 153 S HI LED L1525 916-50-01525-070y 916-50-01525-072y 916-50-01525-090y 5460 49 1525

MIDDLE LUMINAIRES LAMBDA 153 S HI LED

LAMBDA 153 S HI LED middle luminaires, with high intensity LED light source, for direct or direct-indirect illumination, non-dimmable (xx=02) 
or dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with two five-pole terminal blocks and through wiring 5x1,5mm2, white painted solid steel 
reflector (y=1) or "bullet" prismatic PMMA cover (y=5)

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L (mm)
LAMBDA 153 S HI LED L622 916-52-00622-070y 916-52-00622-072y 916-52-00622-090y 1092 11 622
LAMBDA 153 S HI LED L922 916-52-00922-070y 916-52-00922-072y 916-52-00922-090y 1638 16 922
LAMBDA 153 S HI LED L1222 916-52-01222-070y 916-52-01222-072y 916-52-01222-090y 2184 21 1222
LAMBDA 153 S HI LED L1522 916-52-01522-070y 916-52-01522-072y 916-52-01522-090y 2730 26 1522

Luminous flux is stated for luminaires with light source 840 and clear MP cover 070. Luminous fluxes of luminaires with cover 072 and 090 are 
lower.

Type of upper optical part („y“), type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable (same for LAMBDA 153).
For joining luminaires into lines, it is necessary to order connectors. 
Colour of connectors must be specifi ed when placing order.
Colour of connector ("a" in order code)
2   black RAL 9005 matt ‒ on request
3   white RAL 9003 matt ‒ on request

4   other RAL (must be specifi ed) ‒ on request
9   silver RAL 9006 MS (microstructure) ‒ standard

Pic. Type Description Order code

1 LAMBDA 153 S K1 metal end cap with screws  (recommended only for non-standard closing of end or 
middle luminaire) 916-901-a00-000

2 Connector UNI K2 direct connector 940-900-800-000
3 LAMBDA 153 S K3 T connector 916-903-a00-000
4 LAMBDA 153 S K4 X connector 916-904-a00-000
5 LAMBDA 153 S K5 L connector 916-905-a00-000
6 LAMBDA 153 S K6 atypical angle connector (angle 30°- 179° must be specifi ed) 916-906-a00-000

7
Connecting wires 5x1,5mm2, 
lenght 400mm for electrical connection of luminaires into lines 940-700-400-045

8
Connecting wires 5x1,5mm2, 
lenght 650mm for electrical connection of luminaires with K3, K4, K5 and K6 connectors 940-700-650-045
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
09   silver RAL 9006 MS (microstructure) ‒ standard

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072  satine micro prismatic cover
090  opal cover

Upper optical part ("y" in order code)

1   white painted solid steel refl ector
5   "bullet" prismatic PMMA cover

LED light source("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3 
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)

02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver 

Emergency unit (EM) ("ee" in order code)
00   without EM 

BETA 200

with cover 070, 072 and 090

Description

Single, 54mm high and 200mm wide, pendant and 
surface mounted luminaires for direct and direct-indirect 
illumination of representational areas, corridors, stairs, 
receptions and shops. The frame of the luminaires is welded 
from rounded aluminium profi le and fi nished by powder 
coating. In luminaires for direct-indirect illumination, the 
indirect part accounts for approximately 20% of the total 
luminous fl ux.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

915-70-01275- bbb y - tt aa - xx ee

915-70-01275-0705-0403-0800
BETA 200 HI LED D/I L1275mm, lower clear 
micro prismatic cover 070, upper "bullet" 
prismatic PMMA cover, 4000K, CRI>80, 
white RAL 9003 matt, dimmable DALI LED 

driver, without EM

915-71-01275-0901-0309-0200
BETA 200 LI LED D L1275mm, lower opal 
cover 090, upper white painted solid steel 
refl ector, 3000K, CRI>80, silver RAL 9006 

MS, non-dimmable LED driver, 
without EM

optical part
upperlower
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1-10V

BETA 200 HI LED

BETA 200 HI LED single luminaires, with high intensity LED light source, for direct or direct-indirect illumination, non-dimmable (xx=02) or dimmable 1-10V 
(xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve pole terminal block, white painted solid steel refl ector (y=1) or "bullet"prismatic PMMA 
cover (y=5) 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L (mm)
BETA 200 HI LED L675 915-70-00675-070y 915-70-00675-072y 915-70-00675-090y 2184 21 675
BETA 200 HI LED L975 915-70-00975-070y 915-70-00975-072y 915-70-00975-090y 3276 31 975
BETA 200 HI LED L1275 915-70-01275-070y 915-70-01275-072y 915-70-01275-090y 4368 36 1275
BETA 200 HI LED L1575 915-70-01575-070y 915-70-01575-072y 915-70-01575-090y 5460 49 1575

BETA 200 LI LED

BETA 200 LI LED single luminaires, with low intensity LED light source, for direct or direct-indirect illumination, non-dimmable (xx=02) or dimmable 1-10V 
(xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve pole terminal block, white painted solid steel refl ector (y=1) or "bullet"prismatic PMMA 
cover (y=5) 

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L (mm)
BETA 200 LI LED L675 915-71-00675-070y 915-71-00675-072y 915-71-00675-090y 1092 11 675
BETA 200 LI LED L975 915-71-00975-070y 915-71-00975-072y 915-71-00975-090y 1638 16 975
BETA 200 LI LED L1275 915-71-01275-070y 915-71-01275-072y 915-71-01275-090y 2184 21 1275
BETA 200 LI LED L1575 915-71-01575-070y 915-71-01575-072y 915-71-01575-090y 2730 26 1575

Luminous flux is stated for luminaires for direct illumination with light source 840 and clear MP cover 070. Luminous fluxes of luminaires with 
cover 072 and 090 are lower.

Type of upper optical part („y“), type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions.
Ceiling rose colour must be specifi ed for suspensions type 517.

Ceiling rose colour ("a" in order code)
2   black RAL 9005 matt ‒ on request
3   white RAL 9003 matt ‒ standard

4   other RAL (must be specifi ed) ‒ on request
9   silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 317 with nickel ceiling rose 940-317-500-000 940-317-520-000 940-317-530-000 940-317-510-000
2 Wire suspension for supply 517 940-517-a01-000 940-517-a21-000 940-517-a31-000 940-517-a11-000
3 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
09   silver RAL 9006 MS (microstructure) ‒ standard

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072  satine micro prismatic cover
090  opal cover

Upper optical part ("y" in order code)

1   white painted solid steel refl ector
5   "bullet" prismatic PMMA cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)

02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM 

BETA 200 S
system of pendant and surface mounted luminaires

with cover 070, 072 and 090

Description

System BETA 200 S is suitable for complex 
projects of conference and entrance halls, 
reconstructions of old industrial buildings, 
offi  ces, representational areas, corridors 
and shops. Luminaires are produced 
as middle and end modules which can 
be joined together with connectors. 
The frame of the luminaires is welded 
from rounded aluminium profi le and 
front connection plates. Luminaires 
are standardly fi nished by powder 
coating. In luminaires for direct-indirect 
illumination, the indirect part accounts for 
approximately 20% of the total luminous 
fl ux.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

915-50-01248- bbb y - tt aa - xx ee

915-50-01248-0705-0408-0800
BETA 200 S HI LED D/I L1248mm, end 

module, lower clear micro prismatic cover 
070, upper "bullet" prismatic PMMA cover, 
4000K, CRI>80, anodised, dimmable DALI 

LED driver, without EM

915-52-01222-0901-0309-0200
BETA 200 S HI LED D L1222mm, middle 
module, lower opal cover 090, upper white 
painted solid steel refl ector, 3000K, CRI>80, 
silver RAL 9006 MS, non-dimmable LED 

driver, without EM

optical part
upperlower
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END LUMINAIRES BETA 200 S HI LED

BETA 200 S HI LED end luminaires, with high intensity LED light source, for direct or direct-indirect ilumination, non-dimmable (xx=02) or dimmable 1-10V 
(xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with two fi ve-pole terminal blocks and through wiring 5x1,5mm2,  white painted solid steel refl ector 
(y=1) or "bullet" prismatic PMMA cover (y=5)

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L (mm)
BETA 200 S HI LED L648 915-50-00648-070y 915-50-00648-072y 915-50-00648-090y 2184 21 648
BETA 200 S HI LED L948 915-50-00948-070y 915-50-00948-072y 915-50-00948-090y 3276 31 948
BETA 200 S HI LED L1248 915-50-01248-070y 915-50-01248-072y 915-50-01248-090y 4368 36 1248
BETA 200 S HI LED L1548 915-50-01548-070y 915-50-01548-072y 915-50-01548-090y 5460 49 1548

MIDDLE LUMINAIRES BETA 200 S HI LED

BETA 200 S HI LED middle luminaires, with high intensity LED light source, for direct or direct-indirect ilumination, non-dimmable (xx=02) or dimmable 1-10V 
(xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with two fi ve-pole terminal blocks and through wiring 5x1,5mm2, white painted solid steel refl ector 
(y=1) or "bullet" prismatic PMMA cover (y=5)

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L (mm)
BETA 200 S HI LED L622 915-52-00622-070y 915-52-00622-072y 915-52-00622-090y 1092 11 622
BETA 200 S HI LED L922 915-52-00922-070y 915-52-00922-072y 915-52-00922-090y 1638 16 922
BETA 200 S HI LED L1222 915-52-01222-070y 915-52-01222-072y 915-52-01222-090y 2184 21 1222
BETA 200 S HI LED L1522 915-52-01522-070y 915-52-01522-072y 915-52-01522-090y 2730 26 1522
Luminous flux is stated for luminaires for direct illumination with light source 840 and clear MP cover 070. Luminous fluxes of luminaires with 
cover 072 and 090 are lower.

Type of upper optical part („y“), type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and supply cable (same for BETA 200).
For joining luminaires into lines, it is necessary to order connector. 
Colour of connectors must be specifi ed when placing order.
Colour of connector ("a" in order code)
2   black RAL 9005 matt ‒ on request
3   white RAL 9003 matt ‒ on request

4   other RAL (must be specifi ed) ‒ on request
9   silver RAL 9006 MS (microstructure) ‒ standard

Pic. Type Description Order code

1 BETA 200 S K1 metal end cap with screws  (recommended only for non-standard closing of end or 
middle luminaire) 915-901-a00-000

2 Connector UNI K2 direct connector 940-900-800-000
3 BETA 200 S K3 T connector 915-903-a00-000
4 BETA 200 S K4 X connector 915-904-a00-000
5 BETA 200 S K5 L connector 915-905-a00-000
6 BETA 200 S K6 atypical angle connector (angle 30°- 179° must be specifi ed) 915-906-a00-000

7
Connecting wires 5x1,5mm2, 
lenght 400mm for electrical connection of luminaires into lines 940-700-400-045

8
Connecting wires 5x1,5mm2, 
lenght 650mm for electrical connection of luminaires with K3, K4, K5 and K6 connectors 940-700-650-045

BETA 200 S  ................PAGE 53
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52

Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised‒ standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover
090   opal cover

Upper optical part ("y" in order code)

1   white painted solid steel refl ector 
9   clear polycarbonate cover

LED light source("tt" in order co de)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM 

SIGMA 150

with cover 070, 072 and 090

Description

Single, 52 mm high and 150mm wide, pendant and 
surface mounted luminaires, for direct and direct-
indirect illumination of representational areas, corridors, 
stairs, receptions and shops. Luminaire frame made 
of aluminium profi le with lower narrow rim is silver 
anodised or powder coated. To achieve higher 
proportion of the indirect illumination (min 50%), LED 
modules protected by clear cover are placed in the upper 
part of the luminaire.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

919-13-01200- bbb y - tt aa - xx ee

919-13-01200-0709-0408-0800
SIGMA 150 HI LED D/I L1200mm, clear 
micro prismatic cover 070, 4000K, CRI>80, 
anodised, dimmable DALI LED driver, 

without EM

919-14-01200-0909-0309-0200
SIGMA 150 LI LED D/I L1200mm, opal 
cover 090, 3000K, CRI>80, silver RAL 9006 
MS, non-dimmable LED driver, without EM

optical part
upperlower
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SIGMA 150 HI LED D/I

SIGMA 150 HI LED D/I single pendant luminaires, with high intensity LED light source, for direct-indirect illumination, non-dimmable (xx=02) or dimmable 
DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve-pole terminal block, upper clear polycarbonate cover (y=9)

Type Order code Luminaire

with cover with clear MP 
cover 070

with satine MP 
cover 072

with OP 
cover 090   Ф (lm) Ф D/I (lm) P 

(W)
L 
(mm)

SIGMA 150 HI LED D/I L900 919-13-00900-0709 919-13-00900-0729 919-13-00900-0909 6846 3276/3570 55 900
SIGMA 150 HI LED D/I L1200 919-13-01200-0709 919-13-01200-0729 919-13-01200-0909 9128 4368/4760 71 1200
SIGMA 150 HI LED D/I L1500 919-13-01500-0709 919-13-01500-0729 919-13-01500-0909 11410 5460/5950 87 1500
SIGMA 150 HI LED D/I L2400 919-13-02400-0709 919-13-02400-0729 919-13-02400-0909 18256 8736/9520 142 2400
SIGMA 150 HI LED D/I L3000 919-13-03000-0709 919-13-03000-0729 919-13-03000-0909 22820 10920/11900 174 3000

SIGMA 150 LI LED D/I

SIGMA 150 LI LED D/I single pendant luminaires, with low intensity LED light source, for direct-indirect illumination, non-dimmable (xx=02) or dimmable 
DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve-pole terminal block, upper clear polycarbonate cover (y=9)

Type Order code Luminaire

with cover with clear MP cover 
070

with satine MP cover 
072

with OP 
cover 090   Ф (lm) Ф D/I (lm) P 

(W)
L 
(mm)

SIGMA 150 LI LED D/I L900 919-14-00900-0709 919-14-00900-0729 919-14-00900-0909 3423 1638/1785 31 900
SIGMA 150 LI LED D/I L1200 919-14-01200-0709 919-14-01200-0729 919-14-01200-0909 4564 2184/2380 36 1200
SIGMA 150 LI LED D/I L1500 919-14-01500-0709 919-14-01500-0729 919-14-01500-0909 5705 2730/2975 49 1500
SIGMA 150 LI LED D/I L2400 919-14-02400-0709 919-14-02400-0729 919-14-02400-0909 9128 4368/4760 71 2400
SIGMA 150 LI LED D/I L3000 919-14-03000-0709 919-14-03000-0729 919-14-03000-0909 11410 5460/5950 87 3000

SIGMA 150 HI LED D

SIGMA 150 HI LED D single pendant or surface mounted luminaires, with high intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 
DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve-pole terminal block, upper white painted  solid steel refl ector (y=1) 

Type Order code Luminaire

with cover with clear MP
cover 070

with satine MP 
cover 072

with OP 
cover 090   

Ф 
(lm)

P 
(W)

L
(mm)

SIGMA 150 HI LED D L900 919-11-00900-0701 919-11-00900-0721 919-11-00900-0901 3276 31 900
SIGMA 150 HI LED D L1200 919-11-01200-0701 919-11-01200-0721 919-11-01200-0901 4368 36 1200
SIGMA 150 HI LED D L1500 919-11-01500-0701 919-11-01500-0721 919-11-01500-0901 5460 49 1500
SIGMA 150 HI LED D L2400 919-11-02400-0701 919-11-02400-0721 919-11-02400-0901 8736 71 2400
SIGMA 150 HI LED D L3000 919-11-03000-0701 919-11-03000-0721 919-11-03000-0901 10920 87 3000

SIGMA 150 LI LED D

SIGMA 150 LI LED D single pendant or surface mounted luminaires, with low intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 
DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve-pole terminal block, upper white painted  solid steel refl ector (y=1) 

Type Order code Luminaire

with cover with clear MP 
cover 070

with satine MP 
cover 072

with OP 
cover 090   

Ф 
(lm)

P 
(W)

L
(mm)

SIGMA 150 LI LED D L900 919-12-00900-0701 919-12-00900-0721 919-12-00900-0901 1638 16 900
SIGMA 150 LI LED D L1200 919-12-01200-0701 919-12-01200-0721 919-12-01200-0901 2184 21 1200
SIGMA 150 LI LED D L1500 919-12-01500-0701 919-12-01500-0721 919-12-01500-0901 2730 26 1500
SIGMA 150 LI LED D L2400 919-12-02400-0701 919-12-02400-0721 919-12-02400-0901 4368 36 2400
SIGMA 150 LI LED D L3000 919-12-03000-0701 919-12-03000-0721 919-12-03000-0901 5460 46 3000

Luminous fl ux is stated for luminaires with light source 840 and clear MP cover 070. Luminous fl uxes of luminaires with cover 072 and 090 are lower.

Type of upper optical part („y“), type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. Ceiling rose colour must be specifi ed for suspensions type 517.

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) ‒ on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 317 with nickel ceiling rose 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
2 Wire suspension for supply 517 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000
3 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
4 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised head and pole, "antique" silver base/silver RAL 9006 MS table bracket - on request
09   silver RAL 9006 MS head, pole and table bracket, "antique" silver base ‒ standard

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072   satine micro prismatic cover

Upper optical part ("y" in order code)

9   clear polycarbonate cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K
 (available only for luminaires with 2 DIM TW)

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver with push button, 
 1 common light circuit

08   dimmable LED driver with push button 
 on the pole for switching on/off , dimming 
 and setting required level of illumination, 
 1 common light circuit 

10   dimmable LED driver with push button 
 on the pole for manual switching on/off , dimming 
 and setting required level of illumination, 
 with LS/PD sensor and presence detector
 for automatic luminaire control, 
 1 common light circuit

28   dimmable LED driver with two push buttons 
 on the pole for switching on/off , dimming 
 and setting proportion between direct 
 and indirect illumination (option 2 DIM) 
 or for tuneable white setting (option 2 DIM TW), 
 1 common light circuit

Emergency unit (EM) ("ee" in order code)
00   without EM 

SIGMA FSL
SIGMA TL

with cover 070 and 072

with cover 070 and 072

Description

Free standing luminaires for direct-indirect illumination of workplaces. Given their signifi cant proportion 
of indirect light, the luminaires are also suitable for general illumination of offi  ces and representational 
areas. High light output is suffi  cient not only for standard offi  ce work but also for visually demanding 
activities such as small assembly, sewing, creative and restoring works, drawing or control operations. The 
fl at luminaire head and pole are made from aluminium profi le. Pole and head can be powder coated 
or anodized. Solid U-shaped base is standardly powder coated in silver “antique” colour. Table mounted 
luminaires are supplied with shorter pole and with table bracket SIGMA TL KS3 instead of U-shaped base. 

 Order code 

 Example 

LED electrical 
equipment

optical part
upperlower

luminaire 
colour

emergency
unit

919-94-01960- bbb y - tt aa - xx ee

919-94-01960-0709-0409-1000
SIGMA FSL HI LED D/I, clear micro 

prismatic cover 070, 4000K, CRI>80, silver 
RAL 9006 MS, dimmable LED driver, 
with push button and LS/PD sensor, 

1 common light circuit

919-93-01214-0729-0802-2800
SIGMA TL HI LED D/I, satine micro 

prismatic cover 072, TW 3000K - 6000K, 
black RAL 9005 matt, dimmable LED driver 
and 2 push buttons, 1 common light 

circuit
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SIGMA FSL D/I (60%/40%)

SIGMA FSL HI LED free standing luminaires, with high intensity LED light source, for direct-indirect illumination, 1 common light circuit, non-dimmable or 
dimmable LED driver with push button or sensor LS/PD, 230V/50Hz, IP 20, with 3m long power supply cable with plug

Type Order code Luminaire

with cover with clear MP cover 070
(60%/40%)

with satine MP cover 072
(50%/50%)

Ф 
(lm) Ф D/I (lm) P 

(W)
SIGMA FSL HI LED D/I 919-94-01960-0709-ttaa-0200 919-94-01960-0729-ttaa-0200 10560 6300/4260 80
SIGMA FSL HI LED D/I DIM 919-94-01960-0709-ttaa-0800 919-94-01960-0729-ttaa-0800 10560 6300/4260 76
SIGMA FSL HI LED D/I LS/PD 919-94-01960-0709-ttaa-1000 919-94-01960-0729-ttaa-1000 10560 6300/4260 77

SIGMA FSL D/I (40%/60%)

SIGMA FSL HI LED free standing luminaires, with high intensity LED light source, for direct-indirect illumination, 1 common light circuit, non-dimmable or 
dimmable LED driver with push button or sensor LS/PD, 230V/50Hz, IP 20, with 3m long power supply cable with plug

Type Order code Luminaire

with cover with clear MP cover 070
(40%/60%)

with satine MP cover 072
(34%/66%)

Ф 
(lm) Ф D/I (lm) P 

(W)
SIGMA FSL HI LED D/I 919-95-01960-0709-ttaa-0200 919-95-01960-0729-ttaa-0200 11100 4710/6390 80
SIGMA FSL HI LED D/I DIM 919-95-01960-0709-ttaa-0800 919-95-01960-0729-ttaa-0800 11100 4710/6390 76
SIGMA FSL HI LED D/I LS/PD 919-95-01960-0709-ttaa-1000 919-95-01960-0729-ttaa-1000 11100 4710/6390 77

SIGMA FSL D/I (50%/50%)

SIGMA FSL HI LED free standing luminaires, with high intensity LED light source, for direct-indirect illumination, 1 common light circuit, dimmable LED driver 
with two push buttons, 230V/50Hz, IP 20, with 3m long power supply cable with plug

Type Order code Luminaire

with cover with clear MP cover 070
(50%/50%)

with satine MP cover 072
(40%/60%)

Ф 
(lm) Ф D/I (lm) P 

(W)
SIGMA FSL HI LED D/I 2 DIM 919-96-01960-0709-ttaa-2800 919-96-01960-0729-ttaa-2800 11100 5550/5550 90
SIGMA FSL HI LED D/I 2 DIM TW 919-96-01960-0709-08aa-2800 919-96-01960-0729-08aa-2800 11100 5550/5550 90

SIGMA TL D/I (60%/40%)

SIGMA FSL HI LED table luminaires, with high intensity LED light source, for direct-indirect illumination, 1 common light circuit, non-dimmable or dimmable LED driver with 
push button or sensor LS/PD, 230V/50Hz, IP 20, with 3m long power supply cable with plug, with table bracket SIGMA TL KS3

Type Order code Luminaire

with cover with clear MP cover 070
(60%/40%)

with satine MP cover 072
(50%/50%)

Ф 
(lm) Ф D/I (lm) P 

(W)
SIGMA TL HI LED D/I 919-91-01214-0709-ttaa-0200 919-91-01214-0729-ttaa-0200 10560 6300/4260 80
SIGMA TL HI LED D/I DIM 919-91-01214-0709-ttaa-0800 919-91-01214-0729-ttaa-0800 10560 6300/4260 76
SIGMA TL HI LED D/I LS/PD 919-91-01214-0709-ttaa-1000 919-91-01214-0729-ttaa-1000 10560 6300/4260 77

SIGMA TL D/I (40%/60%)

SIGMA FSL HI LED table luminaires, with high intensity LED light source, for direct-indirect illumination, 1 common light circuit, non-dimmable or dimmable LED driver 
with push button or sensor LS/PD, 230V/50Hz, IP 20, with 3m long power supply cable with plug, with table bracket SIGMA TL KS3

Type Order code Luminaire

with cover with clear MP cover 070
(40%/60%)

with satine MP cover 072
(34%/66%)

Ф 
(lm) Ф D/I (lm) P 

(W)
SIGMA TL HI LED D/I 919-92-01214-0709-ttaa-0200 919-92-01214-0729-ttaa-0200 11100 4710/6390 80
SIGMA TL HI LED D/I DIM 919-92-01214-0709-ttaa-0800 919-92-01214-0729-ttaa-0800 11100 4710/6390 76
SIGMA TL HI LED D/I LS/PD 919-92-01214-0709-ttaa-1000 919-92-01214-0729-ttaa-1000 11100 4710/6390 77

SIGMA TL D/I (50%/50%)

SIGMA FSL HI LED table luminaires, with high intensity LED light source, for direct-indirect illumination, 1 common light circuit, dimmable LED driver with 
two push buttons, 230V/50Hz, IP 20, with 3m long power supply cable with plug, with table bracket SIGMA TL KS3

Type Order code Luminaire

with cover with clear MP cover 070
(50%/50%)

with satine MP cover 072
(40%/60%)

Ф 
(lm) Ф D/I (lm) P 

(W)
SIGMA TL HI LED D/I 2 DIM 919-93-01214-0709-ttaa-2800 919-93-01214-0729-ttaa-2800 11100 5550/5550 90
SIGMA TL HI LED D/I 2 DIM TW 919-93-01214-0709-08aa-2800 919-93-01214-0729-08aa-2800 11100 5550/5550 90

Luminous fl ux and proportion between direct and indirect illumination are stated for luminaires with light source 840 and clear MP cover 070. Luminoux fl ux 
and D/I illumination proportion are diff erent for luminaires with cover 072 and for 2 DIM luminaires.

SIGMA FSL a TL ..PAGE 56, 57
REALIZATION ............PAGE 22
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Luminaire colour ("aa" in order code)

03   white RAL 9003 matt ‒ standard 
04   other RAL (must be specifi ed) ‒ on request
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

992  high effi  ciency double parabolic louver made 
of MIRO, polycarbonate clear cover, glued together 
into anodised aluminium frame. LEDs are protected 
by satine plastic cover. The optical part frame 
is standardly fi xed with Allen screws. These screws 
can be replaced by special screws according to the 
customer's requirements.

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)

02   non-dimmable LED driver
06   dimmable 1-10V LED driver
08   dimmable DALI LED driver 

Emergency unit (EM) ("ee" in order code)
00   without EM 

KAPA 221 AV

with louver 992

Description

Single, 57mm high and 221mm wide luminaires 
suitable for direct illumination of schools, 
underground and railway stations, special offi  ces, 
rooms and corridors at police stations and prisons. 
The frame of the luminaires is welded from 57mm 
high rounded aluminium profi le and standardly 
fi nished by powder coating. Upper part of the frame 
is enforced with painted steel sheet with installation 
holes and holes for power supply cable.

 Order code 

 Example 

LED electrical 
equipment

luminaire 
colour

emergency
unit

917-70-01254- bbb 0- tt aa - xx ee

917-70-01254-9920-0403-0800
KAPA 221 AV HI LED L1254mm, louver 
made of MIRO with clear cover 992, 4000K, 
CRI>80, white RAL 9003 matt, dimmable 

DALI LED driver, without EM

917-71-01254-9920-0309-0200
KAPA 221 AV LI LED L1254mm, louver 

made of MIRO with clear cover 992, 3000K, 
CRI>80, silver RAL 9006 MS, non-dimmable 

LED driver, without EM

optical
part
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1-10V

KAPA 221 AV HI LED

KAPA 221 AV HI LED single luminaires, with high intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP43, with one fi ve-pole terminal block 

Type Order code Luminaire

with louver and cover 992 Ф(lm) P (W) L (mm)
KAPA 221 AV HI LED L654 917-70-00654-9920 1876 21 654
KAPA 221 AV HI LED L954 917-70-00954-9920 2814 31 954
KAPA 221 AV HI LED L1254 917-70-01254-9920 3752 36 1254
KAPA 221 AV HI LED L1554 917-70-01554-9920 4690 49 1554

KAPA 221 AV LI LED

KAPA 221 AV LI LED single luminaires, with low intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP43, with one fi ve-pole terminal block 

Type Order code Luminaire

with louver and cover 992 Ф(lm) P (W) L (mm)
KAPA 221 AV LI LED L654 917-71-00654-9920 938 11 654
KAPA 221 AV LI LED L954 917-71-00954-9920 1407 16 954
KAPA 221 AV LI LED L1254 917-71-01254-9920 1876 21 1254
KAPA 221 AV LI LED L1554 917-71-01554-9920 2345 26 1554

Luminous fl ux is stated for luminaires with light source 840.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

KAPA 221 AV luminaires were designed to meet special requirements and following standards for police and prison facilities:

• solid and robust body welded from aluminium profi les, absolutely smooth, without fi ssures and without any surface or edge which would allow 
the luminaire to be grabbed and torn from the pad. Mechanical durability IK10.

• the body fi ts tightly to the ceiling or the wall without any space for fi ngers, tools or rope.
• excellent luminaire effi  ciency thanks to the louver made of MIRO. Optical part is made of 3mm thick clear polycarbonate cover glued together 

into anodised aluminium frame. The frame is fi xed to the luminare with springs and screws with special head. Optical part cannot be removed 
from the luminaire without special key. Seailing between frame and body ensures protection IP43 and easy luminaire cleaning.

• luminaire fi ts tightly to the ceiling and cannot be opened without special tool. It is impossible to place or hide something in the luminaire 
or between the luminaire and the ceiling. It is also impossible to reach electrical connection of the luminaire.     

KAPA 221 AV  ...........PAGE 52
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised - standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

072   satine micro prismatic cover
090   matt opal cover

Upper optical part ("y" in order code)

1   white painted solid steel refl ector 
2   white painted perforated steel refl ector

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver (available only 
 for diameters up to 650mm)

08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

SEVEN C

with lower cover 072 or 090
and upper cover 1 or 2

for direct-indirect illumination

for direct illumination

Description

Single, 70mm high, pendant, surface and wall mounted circular luminaires for direct 
and direct-indirect illumination of representational areas, corridors, stairs, receptions 
and shops. Luminaires are made from rolled aluminium profi le. In direct-indirect (D/I) 
version approximately 5% of light is emitted upwards through the holes in upper 
cover of the luminaire.

 Order code 

 Example 

LED electrical 
equipment

luminaire 
colour

emergency
unit

926-60-00650- bbb y - tt aa - xx ee

929-60-00650-0901-0403-0800
SEVEN C HI LED D ø 650mm, lower opal 
cover 090, upper white painted solid steel 
refl ector , 4000K, CRI>80, white RAL 9003 
matt, dimmable DALI LED driver, without EM

929-61-00650-0902-0309-0200
SEVEN C LI LED D/I ø 650mm, lower satine 
micro prismatic cover 072, upper white 
painted perforated steel refl ector, 3000K, 
CRI>80, silver RAL 9006 MS, non-dimmable 

LED driver, without EM

optical part
upperlower
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1-10V

SEVEN C HI LED 

SEVEN C HI LED single luminaires, with high intensity LED light source, for direct and direct-indirect illumination, non-dimmable (xx=02) or dimmable 1-10V 
(xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper white painted solid (y=1) or perforated (y=2) steel refl ector

Type Order code Luminaire

direct (D) direct-indirect (D/I)

with cover with satine MP 
cover 072 with OP cover 090 with satine MP 

cover 072
with OP cover 

090 Ф (lm) P (W) D (mm)

SEVEN C 300 HI LED 929-60-00300-0721 929-60-00300-0901 929-60-00300-0722 929-60-00300-0902 963 12 300
SEVEN C 400 HI LED 929-60-00400-0721 929-60-00400-0901 929-60-00400-0722 929-60-00400-0902 1933 19 400
SEVEN C 500 HI LED 929-60-00500-0721 929-60-00500-0901 929-60-00500-0722 929-60-00500-0902 3237 30 500
SEVEN C 650 HI LED 929-60-00650-0721 929-60-00650-0901 929-60-00650-0722 929-60-00650-0902 5820 48 650
SEVEN C 950 HI LED ̶ 929-60-00950-0901 ̶ 929-60-00950-0902 13244 104 950
SEVEN C 1250 HI LED ̶ 929-60-01250-0901 ̶ 929-60-01250-0902 23678 186 1250

SEVEN C LI LED 
SEVEN C LI LED single luminaires, with low intensity LED light source, for direct and direct-indirect illumination, non-dimmable (xx=02) or dimmable 1-10V 
(xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper white painted solid (y=1) or perforated (y=2) steel refl ector

Type Order code Luminaire

direct (D) direct-indirect (D/I)

with cover with satine MP 
cover 072 with OP cover 090 with satine MP 

cover 072
with OP 
cover 090 Ф (lm) P (W) D (mm)

SEVEN C 300 LI LED 929-61-00300-0721 929-61-00300-0901 929-61-00300-0722 929-61-00300-0902 615 10 300
SEVEN C 400 LI LED 929-61-00400-0721 929-61-00400-0901 929-61-00400-0722 929-61-00400-0902 1230 14 400
SEVEN C 500 LI LED 929-61-00500-0721 929-61-00500-0901 929-61-00500-0722 929-61-00500-0902 2049 20 500
SEVEN C 650 LI LED 929-61-00650-0721 929-61-00650-0901 929-61-00650-0722 929-61-00650-0902 3689 32 650
SEVEN C 950 LI LED ̶ 929-61-00950-0901 ̶ 929-61-00950-0902 8197 64 950
SEVEN C 1250 LI LED ̶ 929-61-01250-0901 ̶ 929-61-01250-0902 14345 113 1250

Luminous fl ux is stated for luminaires for direct illumination with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. For more information about accessories, please see page SEVEN and 
OITO accessories.

SEVEN C .......................PAGE 46
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised - standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

 external LED driver is placed in ceiling rose 

Lower optical part ("bbb" in order code)

090   matt opal cover
052   optics 17° with black circular dark-light baffl  e
054   optics 36° with black circular dark-light baffl  e

Upper optical part ("y" in order code)

1   white painted solid steel refl ector 

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

SEVEN RING 68
SEVEN RING    

Description

Single, 70mm 
high and 68mm 
wide, pendant 
ring luminaires for 
direct illumination 
of representational 
areas, corridors, stairs, 
receptions and shops. 
Luminaires are made 
from rolled aluminium 
profi le. External 
LED driver in white 
painted (RAL 9003 
matt) ceiling rose is 
delivered as part of 
the luminaire. 

 Order code 

 Example 

LED electrical 
equipment

luminaire 
colour

emergency
unit

929-80-00650- bbb y - tt aa - xx ee

929-80-00650-0901-0408-0800
SEVEN RING 650/68 HI LED, opal cover 090, 
4000K, CRI>80, silver anodised, dimmable 

DALI LED driver, without EM

929-87-00650-0521-0303-0800
SEVEN RING SPOT 650/68 LI LED, optics 17° 
with black circular dark-light baffl  e, 3000K, 
CRI>80, white RAL 9003 matt, dimmable 

DALI LED driver, without EM

optical part
upperlower

with lower cover 090
and upper cover 1

LED DRIVER

L 
(m

)

D (mm)

external LED driver in separate 

gear box – ceiling rose

for direct illumination
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SEVEN RING 68 LED

SEVEN RING 68 HI LED single luminaires, with high or low intensity LED light source, for direct illumination, 68mm wide, external dimmable DALI (xx=08) 
LED driver in separate gear box ‒ ceiling rose, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper white painted solid steel refl ector (y=1)

Type Order code

HI LED LI LED
with cover with OP cover 090 Ф (lm) P (W) with OP cover 090 Ф (lm) P (W) D (mm)
SEVEN RING 450/68 LED DALI 929-80-00450-0901 2800 36 929-81-00450-0901 1400 21 450
SEVEN RING 650/68 LED DALI 929-80-00650-0901 4200 54 929-81-00650-0901 2100 30 650
SEVEN RING 950/68 LED DALI 929-80-00950-0901 6160 78 929-81-00950-0901 3080 40 950
SEVEN RING 1250/68 LED DALI 929-80-01250-0901 8400 108 929-81-01250-0901 4200 55 1250
SEVEN RING 1550/68 LED DALI 929-80-01550-0901 11200 142 929-81-01550-0901 5600 71 1550
SEVEN RING 1850/68 LED DALI 929-80-01850-0901 12880 160 929-81-01850-0901 6440 81 1850

SEVEN RING 68 SPOT LED

SEVEN RING 68 SPOT HI LED single luminaires, with high or low intensity LED light source, for direct illumination, 68mm wide, external dimmable DALI 
(xx=08) LED driver in separate gear box ‒ ceiling rose, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper white painted solid steel refl ector 
(y=1)

Type Order code Luminaire

with optics with optics 052 with optics 54 Ф (lm) P (W) D (mm)
SEVEN RING 650/68 HI LED DALI 929-86-00650-0521 929-86-00650-0541 6301 61 650
SEVEN RING 950/68 HI LED DALI 929-86-00950-0521 929-86-00950-0541 8725 82 950

SEVEN RING 650/68 LI LED DALI 929-87-00650-0521 929-87-00650-0541 3366 30 650
SEVEN RING 950/68 LI LED DALI 929-87-00950-0521 929-87-00950-0541 4661 40 950

Luminous fl ux is stated for luminaires with high intensity light source 840 and opal cover 090 or optics 17°. 
Luminous fl ux of luminaires with optics 36° is lower.

Type of LEDs („tt“), luminaire colour („aa“) and suspension type must be specifi ed when placing order. 

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. For more information about accessories, please see page SEVEN 
and OITO accessories.

  68 SPOT

SEVEN RING 68 ...PAGE 47, 48
REALIZATION ............PAGE 33
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised - standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

090   matt opal cover

Upper optical part ("y" in order code)

1   white painted solid steel refl ector 
2   white painted perforated steel refl ector

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

SEVEN RING 106

with lower cover 090
and upper cover 1 or 2

Description

Single, 70mm high and 106mm wide, pendant, surface and wall mounted ring 
luminaires for direct and direct-indirect illumination of representational areas, 
corridors, stairs, receptions and shops. Luminaires are made from rolled aluminium 
profi le. In direct-indirect (D/I) version approximately 5% of light is emitted upwards 
through the holes in upper cover of the luminaire.

 Order code 

 Example 

LED electrical 
equipment

luminaire 
colour

emergency
unit

929-90-00650- bbb y - tt aa - xx ee

929-90-00650-0901-0408-0800
SEVEN RING 650/106 HI LED D, lower opal 
cover 090, upper white painted solid steel 
refl ector , 4000K, CRI>80, silver anodised, 
dimmable DALI LED driver, without EM

929-91-00650-0902-0309-0800
SEVEN RING 650/106 LI LED D/I, lower opal 
cover 090, upper white painted perforated 
steel refl ector, 3000K, CRI>80, silver RAL 
9006 MS, dimmable DALI LED driver, 

without EM

optical part
upperlower

for direct-indirect illumination

for direct illumination
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SEVEN RING 106 HI LED

SEVEN RING 106 HI LED single luminaires, with high intensity LED light source, for direct and direct-indirect illumination, 106mm wide, dimmable DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper white painted solid (y=1) or perforated (y=2) steel refl ector

Type Order code Luminaire

direct (D) direct-indirect (D/I)
with cover with OP cover 090 with OP cover 090 Ф (lm) P (W) D (mm)
SEVEN RING 650/106 HI LED DALI 929-90-00650-0901 929-90-00650-0902 5460 54 650
SEVEN RING 950/106 HI LED DALI 929-90-00950-0901 929-90-00950-0902 8008 78 950
SEVEN RING 1250/106 HI LED DALI 929-90-01250-0901 929-90-01250-0902 10920 108 1250
SEVEN RING 1550/106 HI LED DALI 929-90-01550-0901 929-90-01550-0902 14560 142 1550
SEVEN RING 1850/106 HI LED DALI 929-90-01850-0901 929-90-01850-0902 16744 160 1850

SEVEN RING 106 LI LED

SEVEN RING 106 LI LED single luminaires, with low intensity LED light source, for direct and direct-indirect illumination, 106mm wide, dimmable DALI (xx=08) 
LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with  upper white painted solid (y=1) or perforated (y=2) steel refl ector

Type Order code Luminaire

direct (D) direct-indirect (D/I)
with cover with OP cover 090 with OP cover 090 Ф (lm) P (W) D (mm)
SEVEN RING 650/106 LI LED DALI 929-91-00650-0901 929-91-00650-0902 2730 30 650
SEVEN RING 950/106 LI LED DALI 929-91-00950-0901 929-91-00950-0902 4004 40 950
SEVEN RING 1250/106 LI LED DALI 929-91-01250-0901 929-91-01250-0902 5460 55 1250
SEVEN RING 1550/106 LI LED DALI 929-91-01550-0901 929-91-01550-0902 7280 71 1550
SEVEN RING 1850/106 LI LED DALI 929-91-01850-0901 929-91-01850-0902 8372 81 1850

Luminous fl ux is stated for luminaires for direct illumination and light source 840.

Type of LEDs („tt“) and luminaire colour („aa“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. For more information about accessories, please see page SEVEN 
and OITO accessories.

SEVEN RING .......PAGE 47, 49
REALIZATION ....PAGE 11, 28
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Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised - standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

072   satine micro prismatic cover
090   matt opal cover

Upper optical part ("y" in order code)

1   white painted solid steel refl ector 
8   opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
02   non-dimmable LED driver
06   dimmable 1-10V LED driver (available only 
 for diameters up to 650mm)

08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM
01   1h EM 3W without push button and without autotest
02   1h EM 3W with push button and without autotest
03   1h EM 3W with push button and with autotest 
04   3h EM 3W without push button and without autotest
05   3h EM 3W with push button and without autotest
06   3h EM 3W with push button and with autotest 
Luminaires can be supplied with 4W emergency module or DALI emergency module upon request.

Description

Single, 80mm high, pendant, surface 
and wall mounted circular luminaires for 
direct and direct-indirect illumination of 
representational areas, corridors, stairs, 
receptions and shops. Luminaires are 
made from rolled aluminium profi le. To 
achieve higher proportion of the indirect 
illumination, LED modules protected by 
opal cover are placed in the upper part 
of the luminaire. Luminaires for direct-
indirect illumination are supplied with one 
common light circuit or two separate light 
circuits. 

 Order code 

 Example 

LED electrical 
equipment

luminaire 
colour

emergency
unit

936-60-00650- bbb y - tt aa - xx ee

936-60-00650-0901-0403-0801
OITO C HI LED D ø 650mm, lower opal 
cover 090, upper white painted solid steel 
refl ector , 4000K, CRI>80, white RAL 9003 
matt, dimmable DALI LED driver, 1h EM 3W 
without push button and without autotest

936-63-00650-0728-0309-0200
OITO C LI LED D/I ø 650mm, 1 common 
light circuit, lower satine micro prismatic 
cover 072, upper opal cover, 3000K, 

CRI>80, silver RAL 9006 MS, non-dimmable 
LED driver, without EM

optical part
upperlower

with lower cover 072 or 090
and upper cover 1 or 8

for direct-indirect illumination

for direct illumination
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1-10V

OITO C HI LED D

OITO C HI LED single luminaires, with high intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper white painted solid steel refl ector (y=1)

Type Order code Luminaire

with cover with satine MP cover 072 with OP cover 090   Ф (lm) P (W) D (mm)
OITO C 300 HI LED 936-60-00300-0721 936-60-00300-0901 963 12 300
OITO C 400 HI LED 936-60-00400-0721 936-60-00400-0901 1933 19 400
OITO C 500 HI LED 936-60-00500-0721 936-60-00500-0901 3237 30 500
OITO C 650 HI LED 936-60-00650-0721 936-60-00650-0901 5820 48 650
OITO C 950 HI LED ̶ 936-60-00950-0901 13244 104 950
OITO C 1250 HI LED ̶ 936-60-01250-0901 23678 186 1250

OITO C HI LED D/I

OITO C HI LED single luminaires, with high intensity LED light source, for direct-indirect illumination, one common light circuit (nn=62) or two separate light 
circuits (nn=64) non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with 
upper opal cover (y=8) 

Type Order code Luminaire

with cover with satine MP cover 072 with OP cover 090   Ф (lm) P (W) D (mm)
OITO C 300 HI LED D/I 936-nn-00300-0728 936-nn-00300-0908 1156 14 300
OITO C 400 HI LED D/I 936-nn-00400-0728 936-nn-00400-0908 2319 22 400
OITO C 500 HI LED D/I 936-nn-00500-0728 936-nn-00500-0908 3885 35 500
OITO C 650 HI LED D/I 936-nn-00650-0728 936-nn-00650-0908 6984 55 650
OITO C 950 HI LED D/I ̶ 936-nn-00950-0908 15893 120 950
OITO C 1250 HI LED D/I ̶ 936-nn-01250-0908 28413 214 1250

OITO C LI LED D

OITO C LI LED single luminaires, with low intensity LED light source, for direct illumination, non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI 
(xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper white painted solid steel refl ector (y=1)  

Type Order code Luminaire

with cover with satine MP cover 072 with OP cover 090   Ф (lm) P (W) D (mm)
OITO C 300 LI LED 936-61-00300-0721 936-61-00300-0901 615 10 300
OITO C 400 LI LED 936-61-00400-0721 936-61-00400-0901 1230 14 400
OITO C 500 LI LED 936-61-00500-0721 936-61-00500-0901 2049 20 500
OITO C 650 LI LED 936-61-00650-0721 936-61-00650-0901 3689 32 650
OITO C 950 LI LED ̶ 936-61-00950-0901 8197 64 950
OITO C 1250 LI LED ̶ 936-61-01250-0901 14345 113 1250

OITO C LI LED D/I

OITO C LI LED single luminaires, with low intensity LED light source, for direct-indirect illumination, one common light circuit (nn=62) or two separate light 
circuits (nn=64) non-dimmable (xx=02) or dimmable 1-10V (xx=06) or DALI (xx=08) LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with 
upper opal cover (y=8) 

Type Order code Luminaire

with cover with satine MP cover 072 with OP cover 090   Ф (lm) P (W) D (mm)
OITO C 300 LI LED D/I 936-nn-00300-0728 936-nn-00300-0908 738 12 300
OITO C 400 LI LED D/I 936-nn-00400-0728 936-nn-00400-0908 1476 17 400
OITO C 500 LI LED D/I 936-nn-00500-0728 936-nn-00500-0908 2459 24 500
OITO C 650 LI LED D/I 936-nn-00650-0728 936-nn-00650-0908 4427 38 650
OITO C 950 LI LED D/I ̶ 936-nn-00950-0908 9836 77 950
OITO C 1250 LI LED D/I ̶ 936-nn-01250-0908 17214 136 1250

Luminous fl ux is stated for luminaires with light source 840 and opal cover 090. Luminous fl ux of luminaires with cover 072 is lower.

Type of LEDs („tt“), luminaire colour („aa“), LED driver type („xx“) and emergency unit type („ee“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. For more information about accessories, please see page SEVEN and 
OITO accessories.
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OITO RING 106

Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
08   silver anodised - standard
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

090   matt opal cover

Upper optical part ("y" in order code)

1   white painted solid steel refl ector 
8   opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

Description

Single, 80mm high and 106mm wide, pendant, surface 
and wall mounted circular luminaires for direct and 
direct-indirect illumination of representational areas, 
corridors, stairs, receptions and shops. Luminaires are 
made from rolled aluminium profi le. To achieve higher 
proportion of the indirect illumination, LED modules 
protected by opal cover are placed in the upper part of 
the luminaire. Luminaires for direct-indirect illumination 
are supplied with one common light circuit or two 
separate light circuits. Luminaires with diameter bigger 
than 2m are supplied in parts. 

 Order code 

 Example 

LED electrical 
equipment

luminaire 
colour

emergency
unit

936-90-00650- bbb y - tt aa - xx ee

936-90-00650-0901-0408-0800
OITO RING 650/106 HI LED D, lower opal 
cover 090, upper white painted solid steel 
refl ector  4000K, CRI>80, silver anodised, 
dimmable DALI LED driver, without EM

936-91-00650-0908-0309-0800
OITO RING 650/106 LI LED D/I, lower 
opal cover 090, upper opal cover, 3000K, 
CRI>80, silver RAL 9006 MS, dimmable 

DALI LED driver, without EM

optical part
upperlower

with lower cover 090
and upper cover 1 or 8

D

80

Dø
106

80 11
0

Dø
106

for direct-indirect illumination

for direct illumination
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OITO RING 106 HI LED

OITO RING 106 HI LED single luminaires, with high intensity LED light source, for direct and direct-indirect illumination, 106mm wide, dimmable DALI (xx=08) 
LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper white painted solid steel refl ector (y=1) or upper opal cover (y=8)

Type Order code Luminaire

direct (D) direct-indirect (D/I) 
1 circuit

direct-indirect (D/I) 
2 circuits

with cover with OP cover 090  with OP cover 090   with OP cover 090   Ф (lm) P (W) D (mm)
OITO RING 650/106 HI LED DALI 936-90-00650-0901 936-92-00650-0908 936-94-00650-0908 5460 54 650
OITO RING 950/106 HI LED DALI 936-90-00950-0901 936-92-00950-0908 936-94-00950-0908 8008 78 950
OITO RING 1250/106 HI LED DALI 936-90-01250-0901 936-92-01250-0908 936-94-01250-0908 10920 108 1250
OITO RING 1550/106 HI LED DALI 936-90-01550-0901 936-92-01550-0908 936-94-01550-0908 14560 142 1550
OITO RING 1850/106 HI LED DALI 936-90-01850-0901 936-92-01850-0908 936-94-01850-0908 16744 160 1850
OITO RING 2300/106 HI LED DALI 936-90-02300-0901 936-92-02300-0908 936-94-02300-0908 21840 213 2300
OITO RING 3050/106 HI LED DALI 936-90-03050-0901 936-92-03050-0908 936-94-03050-0908 29120 284 3050
OITO RING 3750/106 HI LED DALI 936-90-03750-0901 936-92-03750-0908 936-94-03750-0908 36400 348 3750
OITO RING 4650/106 HI LED DALI 936-90-04650-0901 936-92-04650-0908 936-94-04650-0908 45500 435 4650
OITO RING 5600/106 HI LED DALI 936-90-05600-0901 936-92-05600-0908 936-94-05600-0908 54600 522 5600

OITO RING 106 LI LED

OITO RING 106 LI LED single luminaires, with low intensity LED light source, for direct and direct-indirect illumination, 106mm wide, dimmable DALI (xx=08) 
LED driver, 230V/50Hz, IP20, with one fi ve-pole terminal block, with upper white painted solid steel refl ector (y=1) or upper opal cover (y=8)

Type Order code Luminaire

direct (D) direct-indirect (D/I) 
1 circuit

direct-indirect (D/I) 
2 circuits

with cover with OP cover 090  with OP cover 090   with OP cover 090   Ф (lm) P (W) D (mm)
OITO RING 650/106 LI LED DALI 936-91-00650-0901 936-93-00650-0908 936-95-00650-0908 2730 30 650
OITO RING 950/106 LI LED DALI 936-91-00950-0901 936-93-00950-0908 936-95-00950-0908 4004 40 950
OITO RING 1250/106 LI LED DALI 936-91-01250-0901 936-93-01250-0908 936-95-01250-0908 5460 55 1250
OITO RING 1550/106 LI LED DALI 936-91-01550-0901 936-93-01550-0908 936-95-01550-0908 7280 71 1550
OITO RING 1850/106 LI LED DALI 936-91-01850-0901 936-93-01850-0908 936-95-01850-0908 8372 81 1850
OITO RING 2300/106 LI LED DALI 936-91-02300-0901 936-93-02300-0908 936-95-02300-0908 10920 108 2300
OITO RING 3050/106 LI LED DALI 936-91-03050-0901 936-93-03050-0908 936-95-03050-0908 14560 144 3050
OITO RING 3750/106 LI LED DALI 936-91-03750-0901 936-93-03750-0908 936-95-03750-0908 18200 184 3750
OITO RING 4650/106 LI LED DALI 936-91-04650-0901 936-93-04650-0908 936-95-04650-0908 22750 230 4650
OITO RING 5600/106 LI LED DALI 936-91-05600-0901 936-93-05600-0908 936-95-05600-0908 27300 275 5600

Luminous fl ux is stated for luminaires for direct illumination and light source 840.

Type of LEDs („tt“) and luminaire colour („aa“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. For more information about accessories, please see page SEVEN 
and OITO accessories.
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OITO SEGMENT 106
system of pendant and surface mounted luminaires

Luminaire colour ("aa" in order code)
02   black RAL 9005 matt ‒ on request
03   white RAL 9003 matt ‒ on request
04   other RAL (must be specifi ed) ‒ on request
09   silver RAL 9006 MS (microstructure) ‒ on request

Installation

Lower optical part ("bbb" in order code)

090   matt opal cover

Upper optical part ("y" in order code)

1   white painted solid steel refl ector 
8   opal cover

LED light source ("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM

Description

Universal modular system of luminaires designed for 
creating trendy rounded lines or structures. System 
OITO SEGMENT 106 is suitable for complex projects of 
conference and entrance halls, representational areas, 
corridors and shops. Luminaires are produced as middle, 
left and right end modules. End modules are supplied 
with circular end cap without visible connections. 
Luminaires are made from rolled aluminium profi le 
and fi nished by powder coating. Luminaire lenghts are 
optimised to ensure homogenous illumination without 
dark spots in luminaire connections and at the ends of 
luminaires. To achieve higher proportion of the indirect 
illumination, LED modules protected by opal cover are 
placed in the upper part of the luminaire. Luminaires 
for direct-indirect illumination are supplied with one 
common light circuit or two separate light circuits.

 Order code 

 Example 

LED electrical 
equipment

luminaire 
colour

emergency
unit

936-40-21250- bbb y - tt aa - xx ee

936-40-21250-0901-0403-0800
OITO SEGMENT 1250/180° R HI LED D, right 
segment, lower opal cover 090, upper 
white painted solid steel refl ector , 4000K, 
CRI>80, white RAL 9003 matt, dimmable 

DALI LED driver, without EM

936-47-21250-0908-0309-0800
OITO SEGMENT 1250/180° M LI LED D/I, 
middle segment, lower opal cover 090, 
upper opal cover, 3000K, CRI>80, silver 
RAL 9006 MS, dimmable DALI LED driver, 

without EM

optical part
upperlower

with lower cover 090 and upper cover 1 or 8

left segment L middle segment right segment R

for direct-indirect illumination

for direct illumination
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END LUMINAIRES OITO SEGMENT 106 HI LED R (RIGHT SEGMENT)

OITO SEGMENT 106 HI LED R, end luminaires ‒ right segment, with high intensity LED light source, for direct and direct-indirect illumination, 106mm wide, 
dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with two fi ve-pole terminal block and through wiring 5x1,5mm2, with upper white painted solid steel 
refl ector (y=1) or upper opal cover (y=8)

Type Order code Luminaire

direct (D) direct-indirect (D/I) 
1 circuit

direct-indirect (D/I) 
2 circuits

with cover with OP 
cover 090  with OP cover 090   with OP cover 090   Ф 

(lm)
P 
(W)

α 
(°)

D 
(mm)

OITO SEGMENT 1250/180° R HI LED DALI 936-40-21250-0901 936-42-21250-0908 936-44-21250-0908 5460 54 180 1250
OITO SEGMENT 1550/180° R HI LED DALI 936-40-21550-0901 936-42-21550-0908 936-44-21550-0908 7280 71 180 1550
OITO SEGMENT 1850/180° R HI LED DALI 936-40-21850-0901 936-42-21850-0908 936-44-21850-0908 8372 80 180 1850
OITO SEGMENT 2300/120° R HI LED DALI 936-40-32300-0901 936-42-32300-0908 936-44-32300-0908 7280 71 120 2300
OITO SEGMENT 3050/90° R HI LED DALI 936-40-43050-0901 936-42-43050-0908 936-44-43050-0908 7280 71 90 3050
OITO SEGMENT 3750/90° R HI LED DALI 936-40-43750-0901 936-42-43750-0908 936-44-43750-0908 9100 87 90 3750
OITO SEGMENT 4650/72° R HI LED DALI 936-40-54650-0901 936-42-54650-0908 936-44-54650-0908 9100 87 72 4650
OITO SEGMENT 5600/60° R HI LED DALI 936-40-65600-0901 936-42-65600-0908 936-44-65600-0908 9100 87 60 5600

END LUMINAIRES OITO SEGMENT 106 HI LED L (LEFT SEGMENT) 

OITO SEGMENT 106 HI LED L, end luminaires ‒ left segment, with high intensity LED light source, for direct and direct-indirect illumination, 106mm wide, 
dimmable DALI (xx=08) LED driver, 230V/50Hz, IP20, with two fi ve-pole terminal block and through wiring 5x1,5mm2, with upper white painted solid steel 
refl ector (y=1) or upper opal cover (y=8)

Type Order code Luminaire

direct (D) direct-indirect (D/I) 
1 circuit

direct-indirect (D/I) 
2 circuits

with cover with OP cover 090  with OP cover 090   with OP cover 090   Ф 
(lm)

P 
(W)

α 
(°)

D 
(mm)

OITO SEGMENT 1250/180° L HI LED DALI 936-41-21250-0901 936-43-21250-0908 936-45-21250-0908 5460 54 180 1250
OITO SEGMENT 1550/180° L HI LED DALI 936-41-21550-0901 936-43-21550-0908 936-45-21550-0908 7280 71 180 1550
OITO SEGMENT 1850/180° L HI LED DALI 936-41-21850-0901 936-43-21850-0908 936-45-21850-0908 8372 80 180 1850
OITO SEGMENT 2300/120° L HI LED DALI 936-41-32300-0901 936-43-32300-0908 936-45-32300-0908 7280 71 120 2300
OITO SEGMENT 3050/90° L HI LED DALI 936-41-43050-0901 936-43-43050-0908 936-45-43050-0908 7280 71 90 3050
OITO SEGMENT 3750/90° L HI LED DALI 936-41-43750-0901 936-43-43750-0908 936-45-43750-0908 9100 87 90 3750
OITO SEGMENT 4650/72° L HI LED DALI 936-41-54650-0901 936-43-54650-0908 936-45-54650-0908 9100 87 72 4650
OITO SEGMENT 5600/60° L HI LED DALI 936-41-65600-0901 936-43-65600-0908 936-45-65600-0908 9100 87 60 5600

MIDDLE LUMINAIRES OITO SEGMENT 106 HI LED M (MIDDLE SEGMENT)

OITO SEGMENT 106 HI LED M, middle luminaires, with high intensity LED light source, for direct and direct-indirect illumination, 106mm wide, dimmable 
DALI (xx=08) LED driver, 230V/50Hz, IP20, with two fi ve-pole terminal block and through wiring 5x1,5mm2, with upper white painted solid steel refl ector 
(y=1) or upper opal cover (y=8)

Type Order code Luminaire

direct (D) direct-indirect (D/I) 
1 circuit

direct-indirect (D/I) 
2 circuits

with cover with OP cover 090  with OP cover 090   with OP cover 090   Ф
(lm)

P 
(W)

α 
(°)

D
(mm)

OITO SEGMENT 1250/180° M HI LED DALI 936-46-21250-0901 936-47-21250-0908 936-48-21250-0908 5460 54 180 1250
OITO SEGMENT 1550/180° M HI LED DALI 936-46-21550-0901 936-47-21550-0908 936-48-21550-0908 7280 71 180 1550
OITO SEGMENT 1850/180° M HI LED DALI 936-46-21850-0901 936-47-21850-0908 936-48-21850-0908 8372 80 180 1850
OITO SEGMENT 2300/120° M HI LED DALI 936-46-32300-0901 936-47-32300-0908 936-48-32300-0908 7280 71 120 2300
OITO SEGMENT 3050/90° M HI LED DALI 936-46-43050-0901 936-47-43050-0908 936-48-43050-0908 7280 71 90 3050
OITO SEGMENT 3750/90° M HI LED DALI 936-46-43750-0901 936-47-43750-0908 936-48-43750-0908 9100 87 90 3750
OITO SEGMENT 4650/72° M HI LED DALI 936-46-54650-0901 936-47-54650-0908 936-48-54650-0908 9100 87 72 4650
OITO SEGMENT 5600/60° M HI LED DALI 936-46-65600-0901 936-47-65600-0908 936-48-65600-0908 9100 87 60 5600

Luminous fl ux is stated for luminaires for direct illumination with light source 840.

Type of LEDs („tt“) and luminaire colour („aa“) must be specifi ed when placing order.

Accessories

To connect segments together, it is necessary to order direct connectors OITO SEGMENT K2 and connecting wires.
To suspend the luminaire, it is necessary to order suspensions and power supply cable. For more information about accessories, please see page SEVEN 
and OITO accessories.

OITO SEGMENT ........PAGE 51
REALIZATION ............PAGE 35
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Accessories for SEVEN C, SEVEN RING 106, OITO C, OITO RING 106 a OITO SEGMENT 106 

SURFACE MOUNTED LUMINAIRES
Direct luminaires (D) are supplied with a set of spacers to adjust distance between the luminaire and the ceiling (10mm).
Direct-indirect luminaires (D/I) are supplied with a set of spacers to adjust distance between the luminaire and the ceiling (30mm).
Set of spacers can be also ordered separately.

PENDANT LUMINAIRES
Luminaires SEVEN C, SEVEN RING 106, OITO C, OITO RING 106 a OITO SEGMENT 106 are supplied without suspensions.
To suspend the luminaires, it is necessary to order suspension set. 
Suspension type (1-8), suspension leght, ceiling rose colour and power supply cable type must be specifi ed when placing order. 
Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) - on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Power supply cable type ("r" in order code)
3    transparent power supply cable 3x1mm2 (for non-dimmable luminaires)
5    transparent power supply cable 5x1mm2 (for dimmable luminaires)
7    transparent power supply cable 7x1mm2 (for dimmable luminaires with EM)
Pic. Type Description Order code

OITO SEGMENT K2 direct connector  936-902-800-030

Set of spacers for SEVEN/OITO (4+4pcs) 929-900-300-000 

Connecting wires 5x1,5mm2, lenght 400mm 940-700-400-045

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Suspension set with 3 vertical wire suspensions, ceiling rose for supply and power supply cable 940-724-a01-r30 940-724-a21-r30 940-724-a31-r30 940-724-a11-r30
2 Suspension set with 4 vertical wire suspensions, ceiling rose for supply and power supply cable 940-724-a01-r40 940-724-a21-r40 940-724-a31-r40 940-724-a11-r40
3 Suspension set with 3 tiltable wire suspensions, ceiling rose for supply and power supply cable 940-725-a01-r30 940-725-a21-r30 940-725-a31-r30 940-725-a11-r30
4 Suspension set with 4 tiltable wire suspensions, ceiling rose for supply and power supply cable 940-725-a01-r40 940-725-a21-r40 940-725-a31-r40 940-725-a11-r40
5 Suspension set with central ceiling rose and 3 wires, without distance ring and with power supply cable 940-825-a01-r30 940-825-a21-r30 940-825-a31-r30 940-825-a11-r30
6 Suspension set with central ceiling rose and 3 wires, with distance ring and with power supply cable 940-825-a01-r31 940-825-a21-r31 940-825-a31-r31 940-825-a11-r31
7 Suspension set with central ceiling rose and 4 wires, without distance ring and with power supply cable 940-825-a01-r40 940-825-a21-r40 940-825-a31-r40 940-825-a11-r40
8 Suspension set with central ceiling rose and 4 wires, with distance ring and with power supply cable 940-825-a01-r41 940-825-a21-r41 940-825-a31-r41 940-825-a11-r41

Accessories for SEVEN RING 68 a SEVEN RING 68 SPOT

Luminaires SEVEN RING 68 a SEVEN RING 68 SPOT are supplied with suspensions.
Suspension type (1-8), suspension leght and ceiling rose colour must be specifi ed when placing order.

Ceiling rose colour ("a" in order code)
2  black RAL 9005 matt ‒ on request
3  white RAL 9003 matt ‒ standard

4  other RAL (must be specifi ed) - on request
9  silver RAL 9006 MS (microstructure) ‒ on request

Pic. Type Description Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Suspension set with 3 vertical wire suspensions, ceiling rose with LED driver and connecting cable 01-a-01 01-a-21 01-a-31 01-a-11
2 Suspension set with 4 vertical wire suspensions, ceiling rose with LED driver and connecting cable 02-a-01 02-a-21 02-a-31 02-a-11
3 Suspension set with 3 tiltable wire suspensions, ceiling rose with LED driver and connecting cable 03-a-01 03-a-21 03-a-31 03-a-11
4 Suspension set with 4 tiltable wire suspensions, ceiling rose with LED driver and connecting cable 04-a-01 04-a-21 04-a-31 04-a-11
5 Suspension set with central ceiling rose with LED driver and 3 wires, connecting cable and without distance ring 05-a-01 05-a-21 05-a-31 05-a-11
6 Suspension set with central ceiling rose with LED driver and 3 wires, connecting cable and with distance ring 06-a-01 06-a-21 06-a-31 06-a-11
7 Suspension set with central ceiling rose with LED driver and 4 wires, connecting cable and without distance ring 07-a-01 07-a-21 07-a-31 07-a-11
8 Suspension set with central ceiling rose with LED driver and 4 wires, connecting cable and with distance ring 08-a-01 08-a-21 08-a-31 08-a-11

SEVEN and OITO
accessories
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Suspensions options

SEVEN and OITO luminaires can be suspended on vertical suspensions (types 1 and 2) or on one suspension with central ceiling rose (types 5 ‒ 8). 
Suspensions with tiltable wirelocks (types 3 and 4), which allow suspension of luminaires at an angle, can be also used to suspend SEVEN and OITO 
luminaires. These wirelocks are suitable for all applications where the suspension wire is not perpendicular to the suspended luminaire.

Luminaires with diameter of 950mm or smaller can be suspended on three or four wire suspensions. Luminaires in diameter from 1250mm to 1850mm must be 
suspended on four wire suspensions. Suspension of luminaires with diameter bigger than 1850mm and luminaires OITO SEGMENT must be designed individually.

1  Pendant luminaire with suspension type 1

3  Pendant luminaire with suspension type 3

5  Pendant luminaire with suspension type 5

7  Pendant luminaire with suspension type 7

2  Pendant luminaire with suspension type 2

4  Pendant luminaire with suspension type 4

6  Pendant luminaire with suspension type 6

8  Pendant luminaire with suspension type 8

suspension type 1

suspension type 5
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Luminaire colour ("aa" in order code)
03   white RAL 9003 matt ‒ standard
04   other RAL (must be specifi ed) ‒ on request

Installation

Lower optical part ("bbb" in order code)

070   clear micro prismatic cover
072  satine micro prismatic cover
090  opal cover

LED light source("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3
08   TW ‒ tunable white LED module 3000K-6000K

Electrical equipment ("xx" in order code)

02   non-dimmable LED driver
08   dimmable DALI LED driver 

Emergency unit (EM) ("ee" in order code)
00   without EM 

PMR 150 
PMR 300

PMR 300 with cover 070, 072 and 090

PMR 150 with cover 070, 072 and 090

Description

Single, 70mm high, pendant and surface mounted 
luminaires for illumination of schools, corridors, stairs, 
receptions and shops. Luminaire body is made from 
powder coated steel sheet. Luminaires are produced 
in width 150mm or 300mm.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

960-70-11200- bbb 0- tt aa - xx ee

960-70-11200-0700-0403-0800
PMR 150x1200 HI LED clear micro prismatic 
cover 070, 4000K, CRI>80, white RAL 9003 

matt, dimmable DALI LED driver, 
without EM

960-71-31200-0900-0103-0200
PMR 300x1200 LI LED opal cover 090, 
3000K, CRI>90, white RAL 9003 matt, 
non-dimmable LED driver, without EM

optical part
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PMR 150 HI LED

PMR 150 HI LED single pendant and surface mounted luminaires, with high intensity LED light source, 150mm wide, non-dimmable (xx=02) or dimmable 
DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L1xL2 (mm)
PMR 150x600 HI LED 960-70-10600-0700 960-70-10600-0720 960-70-10600-0900 2044 21 150x600
PMR 150x900 HI LED 960-70-10900-0700 960-70-10900-0720 960-70-10900-0900 3066 31 150x900
PMR 150x1200 HI LED 960-70-11200-0700 960-70-11200-0720 960-70-11200-0900 4088 36 150x1200
PMR 150x1500 HI LED 960-70-11500-0700 960-70-11500-0720 960-70-11500-0900 5110 49 150x1500

PMR 300 HI LED

PMR 300 HI LED single pendant and surface mounted luminaires, with high intensity LED light source, 300mm wide,non-dimmable (xx=02) or dimmable 
DALI (xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L1xL2 (mm)
PMR 300x600 HI LED 960-70-30600-0700 960-70-30600-0720 960-70-30600-0900 3752 36 300x600
PMR 300x900 HI LED 960-70-30900-0700 960-70-30900-0720 960-70-30900-0900 5628 55 300x900
PMR 300x1200 HI LED 960-70-31200-0700 960-70-31200-0720 960-70-31200-0900 7504 71 300x1200
PMR 300x1500 HI LED 960-70-31500-0700 960-70-31500-0720 960-70-31500-0900 9380 87 300x1500

PMR 150 LI LED

PMR 150 LI LED single pendant and surface mounted luminaires, with low intensity LED light source, 150mm wide, non-dimmable (xx=02) or dimmable DALI 
(xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L1xL2 (mm)
PMR 150x600 LI LED 960-71-10600-0700 960-71-10600-0720 960-71-10600-0900 1022 11 150x600
PMR 150x900 LI LED 960-71-10900-0700 960-71-10900-0720 960-71-10900-0900 1533 16 150x900
PMR 150x1200 LI LED 960-71-11200-0700 960-71-11200-0720 960-71-11200-0900 2044 21 150x1200
PMR 150x1500 LI LED 960-71-11500-0700 960-71-11500-0720 960-71-11500-0900 2555 26 150x1500

PMR 300 LI LED

PMR 300 LI LED single pendant and surface mounted luminaires, with low intensity LED light source, 300mm wide, non-dimmable (xx=02) or dimmable DALI 
(xx=08) LED driver, 230V/50Hz, IP 20, with one fi ve-pole terminal block

Type Order code Luminaire

with cover with clear MP cover 070 with satine MP cover 072 with OP cover 090 Ф(lm) P (W) L1xL2 (mm)
PMR 300x600 LI LED 960-71-30600-0700 960-71-30600-0720 960-71-30600-0900 1876 21 300x600
PMR 300x900 LI LED 960-71-30900-0700 960-71-30900-0720 960-71-30900-0900 2814 31 300x900
PMR 300x1200 LI LED 960-71-31200-0700 960-71-31200-0720 960-71-31200-0900 3752 36 300x1200
PMR 300x1500 LI LED 960-71-31500-0700 960-71-31500-0720 960-71-31500-0900 4690 49 300x1500

Luminous fl ux is stated for luminaires with light source 840 and clear MP cover 070. Luminous fl uxes of luminaires with cover 072 and 090 are lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order.

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 517.

Ceiling rose colour ("a" in order code)
3  white RAL 9003 matt ‒ standard
4  other RAL (must be specifi ed) ‒ on request

Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 317 with nickel ceiling rose Y300 (for PMR 150) 940-317-500-000 940-317-520-000 940-317-530-000 940-317-510-000
2 Wire suspension for supply 517 Y300 (for PMR 150) 940-517-a01-000 940-517-a21-000 940-517-a31-000 940-517-a11-000
3 Wire suspension 317 with nickel ceiling rose Y450 (for PMR 300) 940-317-500-450 940-317-520-450 940-317-530-450 940-317-510-450
4 Wire suspension for supply 517 Y450 (for PMR 300) 940-517-a01-450 940-517-a21-450 940-517-a31-450 940-517-a11-450
5 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
6 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

PMR 150 a 300  ........PAGE 53
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Luminaire colour ("aa" in order code)
03   white RAL 9003 matt ‒ standard
04   other RAL (must be specifi ed) ‒ on request

Installation

Lower optical part ("bbb" in order code)

610   white soft light louver
690   high effi  ciency louver made of MIRO SILVER

LED light source("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)

02   non-dimmable LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM 

PMR NL

PMR NL 597 with louver 610 and 690

PMR NL 184 with louver 610 and 690

Description

Single pendant and surface mounted luminaires with 
high effi  cacy and limited glare suitable for illumination 
of schools, offi  ces, corridors, receptions and shops. White 
painted luminaire body is equipped with high effi  ciency 
louver made of MIRO SILVER providing maximum 
luminaire effi  ciency, optimum light distribution 
and low glare.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

960-70-00597- bbb 0- tt aa - xx ee

960-70-00597-6900-0403-0800
PMR NL 597x597 HI LED with louver 690 
MIRO SILVER, 4000K, CRI>80, white RAL 
9003 matt, dimmable DALI LED driver, 

without EM

960-71-10597-6100-0303-0200
PMR NL 184x597 LI LED with white soft light 
louver 610, 3000K, CRI>80, white RAL 9003 
matt, non-dimmable LED driver, without EM

optical part
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PMR NL HI LED

PMR NL HI LED pendant and surface mounted luminaires, with high intensity LED light source, non-dimmable (xx=02) or dimmable DALI (xx=08) LED driver, 
230V/50Hz, IP 20, with one fi ve-pole terminal block

Type Order code Luminaire

with louver with louver 610 with louver 690 Ф(lm) P (W) L1xL2 (mm)
PMR NL 184x597 HI LED 960-70-10597-6100 960-70-10597-6900 3805 29 184x597
PMR NL 184x897 HI LED 960-70-10897-6100 960-70-10897-6900 5707 45 184x897
PMR NL 184x1197 HI LED 960-70-11197-6100 960-70-11197-6900 7609 56 184x1197
PMR NL 184x1497 HI LED 960-70-11497-6100 960-70-11497-6900 7609 56 184x1497
PMR NL 597x597 HI LED 960-70-00597-6100 960-70-00597-6900 7609 56 597x597

PMR NL LI LED

PMR NL LI LED pendant and surface mounted luminaires, with low intensity LED light source, non-dimmable (xx=02) or dimmable DALI (xx=08) LED driver, 
230V/50Hz, IP 20, with one fi ve-pole terminal block

Type Order code Luminaire

with louver with louver 610 with louver 690 Ф(lm) P (W) L1xL2 (mm)
PMR NL 184x597 LI LED 960-71-10597-6100 960-71-10597-6900 1950 17 184x597
PMR NL 184x897 LI LED 960-71-10897-6100 960-71-10897-6900 2517 25 184x897
PMR NL 184x1197 LI LED 960-71-11197-6100 960-71-11197-6900 3899 29 184x1197
PMR NL 184x1497 LI LED 960-71-11497-6100 960-71-11497-6900 3899 29 184x1497
PMR NL 597x597 LI LED 960-71-00597-6100 960-71-00597-6900 3899 29 597x597
Luminous fl ux is stated for luminaires with light source 840 and louver 690. Luminous fl ux of luminaires with louver 610 is lower.

Type of LEDs („tt“), luminaire colour („aa“) and LED driver type („xx“) must be specifi ed when placing order. 

Accessories

To suspend the luminaire, it is necessary to order suspensions and power supply cable. 
Ceiling rose colour must be specifi ed for suspensions type 517 and 519.

Ceiling rose colour ("a" in order code)
3  white RAL 9003 matt ‒ standard
4  other RAL (must be specifi ed) ‒ on request
Pic. Type Order code

 lenght 1,2m lenght 2m lenght 3m lenght 10m
1 Wire suspension 319 with nickel ceiling rose (for PMR NL width 597) 940-319-500-000 940-319-520-000 940-319-530-000 940-319-510-000
2 Wire suspension for supply 519 (for PMR NL width 597) 940-519-a01-000 940-519-a21-000 940-519-a31-000 940-519-a11-000
3 Wire suspension 317 with nickel ceiling rose (for PMR NL width 184) 940-317-500-000 940-317-520-000 940-317-530-000 940-317-510-000
4 Wire suspension for supply 517 (for PMR NL width 184) 940-517-a01-000 940-517-a21-000 940-517-a31-000 940-517-a11-000
5 Transparent power supply cable 3x1mm2 (for non-dimmable luminaires) 941-601-000-000 941-601-020-000 941-601-030-000 941-601-010-000
6 Transparent power supply cable 5x1mm2 (for dimmable luminaires) 941-602-000-000 941-602-020-000 941-602-030-000 941-602-010-000

PMR NL ........................PAGE 53
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Luminaire colour ("aa" in order code)
03   white RAL 9003 matt ‒ standard
04   other RAL (must be specifi ed) ‒ on request

Installation

Universal recessed luminaires for plasterboard 
and false ceilings in module 600 or 625mm

Lower optical part ("bbb" in order code)

610   white soft light louver
690   high effi  ciency louver made of MIRO SILVER

LED light source("tt" in order code)

01   930 - 3000K CRI >90 SDCM3
02   940 - 4000K CRI >90 SDCM3
03   830 - 3000K CRI >80 SDCM3
04   840 - 4000K CRI >80 SDCM3

Electrical equipment ("xx" in order code)

02   non-dimmable LED driver
08   dimmable DALI LED driver

Emergency unit (EM) ("ee" in order code)
00   without EM 

VMR NL

Description

Recessed luminaires with high effi  cacy and limited glare 
suitable for illumination of schools, offi  ces, corridors, 
receptions and shops. White painted luminaire body 
is equipped with high effi  ciency louver made of MIRO 
SILVER providing maximum luminaire effi  ciency, 
optimum light distribution and decreased glare. 
It is possible to install luminaires into plasterboard
or false ceilings in module 600 and 625mm.

 Order code 

 Example 

LED electrical 
equipment

luminaire
colour

emergency
unit

950-70-00597- bbb 0- tt aa - xx ee

950-70-00597-6900-0403-0800
VMR NL 597x597 HI LED M600 with louver 
690 MIRO SILVER, 4000K, CRI>80, white 
RAL 9003 matt, dimmable DALI LED driver, 

without EM

955-71-10622-6100-0303-0200
VMR NL 184x622 LI LED M625, white soft light 
louver 610, 3000K, CRI>80, white RAL 9003 
matt, non-dimmable LED driver, without EM

optical part

VMR NL 597 with louver 610 and 690

VMR NL 184 with louver 610 and 690
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VMR NL HI LED M600

VMR NL HI LED universal recessed luminaires, with high intensity LED light source, non-dimmable (xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, 
IP 20, with one fi ve-pole terminal block, module 600mm

Type Order code Luminaire Mounting hole

with louver with louver 610 with louver 690 Ф(lm) P (W) L1xL2 (mm)
VMR NL 184x597 HI LED 950-70-10597-6100 950-70-10597-6900 3805 29 169x582
VMR NL 184x897 HI LED 950-70-10897-6100 950-70-10897-6900 5707 45 169x882
VMR NL 184x1197 HI LED 950-70-11197-6100 950-70-11197-6900 7609 56 169x1182
VMR NL 184x1497 HI LED 950-70-11497-6100 950-70-11497-6900 7609 56 169x1482
VMR NL 597x597 HI LED 950-70-00597-6100 950-70-00597-6900 7609 56 582x582

VMR NL LI LED M600

VMR NL LI LED universal recessed luminaires, with low intensity LED light source, non-dimmable (xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, 
IP 20, with one fi ve-pole terminal block, module 600mm

Type Order code Luminaire Mounting hole

with louver with louver 610 with louver 690 Ф(lm) P (W) L1xL2 (mm)
VMR NL 184x597 LI LED 950-71-10597-6100 950-71-10597-6900 1950 17 169x582
VMR NL 184x897 LI LED 950-71-10897-6100 950-71-10897-6900 2517 25 169x882
VMR NL 184x1197 LI LED 950-71-11197-6100 950-71-11197-6900 3899 29 169x1182
VMR NL 184x1497 LI LED 950-71-11497-6100 950-71-11497-6900 3899 29 169x1482
VMR NL 597x597 LI LED 950-71-00597-6100 950-71-00597-6900 3899 29 582x582

VMR NL HI LED M625

VMR NL HI LED universal recessed luminaires, with high intensity LED light source, non-dimmable (xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, 
IP 20, with one fi ve-pole terminal block, module 625mm

Type Order code Luminaire Mounting hole

with louver with louver 610 with louver 690 Ф(lm) P (W) L1xL2 (mm)
VMR NL 184x622 HI LED 955-70-10622-6100 955-70-10622-6900 3805 29 169x607
VMR NL 184x1247 HI LED 955-70-11247-6100 955-70-11247-6900 7609 56 169x1232
VMR NL 184x1547 HI LED 955-70-11547-6100 955-70-11547-6900 7609 56 169x1532
VMR NL 622x622 HI LED 955-70-00622-6100 955-70-00622-6900 7609 56 607x607

VMR NL LI LED M625

VMR NL LI LED universal recessed luminaires, with low intensity LED light source, non-dimmable (xx=02) or dimmable DALI (xx=08) LED driver, 230V/50Hz, 
IP 20, with one fi ve-pole terminal block, module 625mm

Type Order code Luminaire Mounting hole

with louver with louver 610 with louver 690 Ф(lm) P (W) L1xL2 (mm)
VMR NL 184x622 LI LED 955-71-10622-6100 955-71-10622-6900 1950 17 169x607
VMR NL 184x1247 LI LED 955-71-11247-6100 955-71-11247-6900 3899 29 169x1232
VMR NL 184x1547 LI LED 955-71-11547-6100 955-71-11547-6900 3899 29 169x1532
VMR NL 622x622 LI LED 955-71-00622-6100 955-71-00622-6900 3899 29 607x607

Luminous fl ux is stated for luminaires with light source 840 and louver 690. Luminous fl ux of luminaires with louver 610 is lower.

Accessories

For recessed intallation into 1-25mm thick plasterboard ceilings, it is neccessary to order installation brackets.

Pic. Type Order code
1 Bracket VMR NL for plasterboard ceiling (1pc) 950-900-807-000

VMR NL ................PAGE 54, 55
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